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<< Unchanged sections omitted >>
8.7.10.4.2
Test Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.10.5.2 and table 8.7.10.5.3.

2)
If compressed mode is required,SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message (compressed gaps). Otherwise, Go to Step4. 

3)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message (compressed gaps).

4)
SS shall transmit MEASUREMENT CONTROL message for inter RAT measurement. In the measurment control information periodic reporting of the E-UTRAN FDD RSRP is requested to the UE.

5)
After sending the measurement control message, wait for 10s, UE shall transmit periodically MEASUREMENT REPORT messages. 
6)
After 10s wait in step 5, SS shall check E-UTRAN FDD RSRP value of Cell 2 in periodical MEASUREMENT REPORT messages. E-UTRAN FDD RSRP power of Cell 2 reported by UE is compared to actual E-UTRAN FDD RSRP value of Cell 2 for each MEASUREMENT REPORT message. If the UE fails to report the measurement values including neighbor cell RSRP, the number of failure tests is increased by one.
7)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Tables G.2.3-1 in TS36.521-3 [38] is achieved. 

8)
The RF parameters are set up according to table 8.7.10.5.3 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 3s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) to 7) above are repeated. 
9)
The SS shall transmit RRC CONNECTION RELEASE message.

10)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.
Specific Message Contents

All messages indicated above shall use the same content as described in default message content in clause 9 of TS 34.108 [3] and clause 4.4 and 4.7B.1 of TS 36.508 [33], with the following exceptions:
PHYSICAL CHANNEL RECONFIGURATION message for Inter-RAT measurement (step 2):

	Derivation Path: TS 36.508 [33], clause 4.7B.1 Table 4.7B.1-5: PHYSICAL CHANNEL RECONFIGURATION

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	RRC transaction identifier
	0
	
	

	Downlink information common for all radio links
	
	
	

	        - Downlink DPCH info common for all RL
	Not Present
	
	

	        - DPCH compressed mode info
	
	
	

	           - TGPSI
	1
	
	

	           - TGPS Status Flag
	Activate
	
	

	           - TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256
	
	

	           - Transmission gap pattern sequence configuration parameters
	1
	
	

	              - TGMP
	E-UTRA measurement
	
	

	              - TGPRC
	Infinity
	
	

	              - TGSN
	10
	
	

	              - TGL1
	10
	
	

	              - TGL2
	Not Present
	
	

	              - TGD
	0
	
	

	              - TGPL1
	8
	
	

	              - TGPL2
	Not Present
	
	

	              - RPP
	mode 0
	
	

	              - ITP
	mode 0
	
	

	              - CHOICE UL/DL Mode
	UL and DL
	
	

	                 - Downlink compressed mode method
	SF/2
	
	

	                 - Uplink compressed mode method
	SF/2
	
	

	              - Downlink frame type
	B
	
	

	              - DeltaSIR1
	3.0
	
	

	              - DeltaSIRAfter1
	3.0
	
	

	              - DeltaSIR2
	Not Present
	
	

	              - DeltaSIRAfter2
	Not Present
	
	

	              - N identify abort
	Not Present
	
	

	              - T Reconfirm abort
	Not Present
	
	

	        - TX Diversity mode
	Not Present
	
	

	        - SSDT information
	Not Present
	
	

	         - Default DPCH Offset Value
	Not Present
	
	

	Downlink information for each radio link
	Not Present
	
	

	MBMS PL Service Restriction Information
	Not Present
	
	


MEASUREMENT CONTROL message for Inter-RAT measurement (step 4):

	Derivation Path: TS 36.508 [33], clause 4.7B.1 Table 4.7B.1-3: MEASUREMENT CONTROL

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	RRC transaction identifier
	0
	
	

	Measurement Identity
	2
	
	

	Measurement Reporting Mode
	
	
	

	    - Periodical Reporting/Event Trigger Reporting Mode
	Periodical reporting
	
	

	CHOICE Measurement type
	Inter-RAT measurement
	
	

	    - CHOICE Inter-RAT measurement objects
	E-UTRA frequency list
	
	

	        - New frequencies
	
	
	

	            - E-UTRA carrier frequency
	Downlink EARFCN of E-UTRA Cell
	
	

	            - Measurement bandwidth
	6
	
	

	    - Inter-RAT reporting quantity
	
	
	

	        - CHOICE system
	E-UTRA
	
	

	            - Reporting quantity
	Measurement quantity
	
	

	    - CHOICE report criteria
	Periodical reporting criteria
	
	

	          - Reporting amount
	Infinity
	
	

	          - Reporting interval
	500 ms
	
	

	      - Reporting cell status
	
	
	

	        - CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT
	
	

	          - Maximum number of reported cells
	1
	
	

	DPCH Compressed mode status info
	Not present
	
	


MEASUREMENT REPORT message for inter-RAT test cases

	Derivation Path: TS 36.508 [33], clause 4.7B.1 Table 4.7B.1-4: MEASUREMENT REPORT

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	Measurement identity
	2
	
	

	E-UTRA Measured Results
	
	
	

	    - E-UTRA measured results list
	1 entry
	
	

	        - E-UTRA Carrier Frequency
	Checked that this IE is present
	Same downlink EARFCN as used for Cell 2
	

	        - Measured E-UTRA cells
	1 entry
	
	

	            - Physical Cell Identity
	Checked that this IE is present
	PhysicalCellIdentity of Cell 2
	

	            - RSRP
	Checked that this IE is present
	
	

	            - RSRQ
	This IE does not need to be checked
	
	

	E-UTRA Event Results
	Not present
	
	


<< Unchanged sections omitted >>
8.7.12.4.2
Test Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters for Test 1 are set up according to tables 8.7.12.5.2 and 8.7.12. 5.3.

2)
If compressed mode is required, SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message (compressed gaps). Otherwise, Go to Step4.

3)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message (compressed gaps).

4)
SS shall transmit MEASUREMENT CONTROL message for inter RAT measurement. In the measurment control information periodic reporting of the E-UTRAN FDD RSRQ is requested to the UE.

5)
After sending the measurement control message, wait for 10s, UE shall transmit periodically MEASUREMENT REPORT messages.
6)
After 10s wait in step 5, SS shall check E-UTRAN FDD RSRQ value of Cell 2 in periodical MEASUREMENT REPORT messages. The E-UTRAN FDD RSRQ value of Cell 2 reported by UE is compared to actual E-UTRAN FDD RSRQ value of Cell 2 for each MEASUREMENT REPORT message. If the UE fails to report the measurement values including neighbor cell RSRQ, the number of failure tests is increased by one.
7)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Tables G.2.3-1 in TS36.521-3 [38] is achieved. 

8)
The RF parameters are set up according to table 8.7.12. 5.3 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 3s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) to 7) above are repeated. 
9)
The RF parameters are set up according to table 8.7.12. 5.3 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 3s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) to 7) above are repeated.
10)
The SS shall transmit RRC CONNECTION RELEASE message.

11)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.
Specific Message Contents

All messages indicated above shall use the same content as described in default message content in clause 9 of TS 34.108 [3] and clause 4.4 and 4.7B.1 of TS 36.508 [33], with the following exceptions:
PHYSICAL CHANNEL RECONFIGURATION message for Inter-RAT measurement (step 2):

	Derivation Path: TS 36.508 [33], clause 4.7B.1 Table 4.7B.1-5: PHYSICAL CHANNEL RECONFIGURATION

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	RRC transaction identifier
	0
	
	

	Downlink information common for all radio links
	
	
	

	        - Downlink DPCH info common for all RL
	Not Present
	
	

	        - DPCH compressed mode info
	
	
	

	           - TGPSI
	1
	
	

	           - TGPS Status Flag
	Activate
	
	

	           - TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256
	
	

	           - Transmission gap pattern sequence configuration parameters
	1
	
	

	              - TGMP
	E-UTRA measurement
	
	

	              - TGPRC
	Infinity
	
	

	              - TGSN
	10
	
	

	              - TGL1
	10
	
	

	              - TGL2
	Not Present
	
	

	              - TGD
	0
	
	

	              - TGPL1
	8
	
	

	              - TGPL2
	Not Present
	
	

	              - RPP
	mode 0
	
	

	              - ITP
	mode 0
	
	

	              - CHOICE UL/DL Mode
	UL and DL
	
	

	                 - Downlink compressed mode method
	SF/2
	
	

	                 - Uplink compressed mode method
	SF/2
	
	

	              - Downlink frame type
	B
	
	

	              - DeltaSIR1
	3.0
	
	

	              - DeltaSIRAfter1
	3.0
	
	

	              - DeltaSIR2
	Not Present
	
	

	              - DeltaSIRAfter2
	Not Present
	
	

	              - N identify abort
	Not Present
	
	

	              - T Reconfirm abort
	Not Present
	
	

	        - TX Diversity mode
	Not Present
	
	

	        - SSDT information
	Not Present
	
	

	         - Default DPCH Offset Value
	Not Present
	
	

	Downlink information for each radio link
	Not Present
	
	

	MBMS PL Service Restriction Information
	Not Present
	
	


MEASUREMENT CONTROL message for Inter-RAT measurement (step 4):

	Derivation Path: TS 36.508 [33], clause 4.7B.1 Table 4.7B.1-3: MEASUREMENT CONTROL

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	RRC transaction identifier
	0
	
	

	Measurement Identity
	2
	
	

	Measurement Reporting Mode
	
	
	

	    - Periodical Reporting/Event Trigger Reporting Mode
	Periodical reporting
	
	

	CHOICE Measurement type
	Inter-RAT measurement
	
	

	    - CHOICE Inter-RAT measurement objects
	E-UTRA frequency list
	
	

	        - New frequencies
	
	
	

	            - E-UTRA carrier frequency
	Downlink EARFCN of E-UTRA Cell
	
	

	            - Measurement bandwidth
	6
	
	

	    - Inter-RAT measurement quantity
	
	
	

	        - CHOICE system
	E-UTRA
	
	

	            - Measurement quantity
	RSRQ
	
	

	    - Inter-RAT reporting quantity
	
	
	

	        - CHOICE system
	E-UTRA
	
	

	            - Reporting quantity
	Measurement quantity
	
	

	    - CHOICE report criteria
	Periodical reporting criteria
	
	

	          - Reporting amount
	Infinity
	
	

	          - Reporting interval
	500 ms
	
	

	      - Reporting cell status
	
	
	

	        - CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT
	
	

	          - Maximum number of reported cells
	1
	
	

	DPCH Compressed mode status info
	Not present
	
	


MEASUREMENT REPORT message for inter-RAT test cases

	Derivation Path: TS 36.508 [33], clause 4.7B.1 Table 4.7B.1-4: MEASUREMENT REPORT

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	Measurement identity
	2
	
	

	E-UTRA Measured Results
	
	
	

	    - E-UTRA measured results list
	1 entry
	
	

	        - E-UTRA Carrier Frequency
	Checked that this IE is present
	Same downlink EARFCN as used for Cell 2
	

	        - Measured E-UTRA cells
	1 entry
	
	

	            - Physical Cell Identity
	Checked that this IE is present
	PhysicalCellIdentity of Cell 2
	

	            - RSRP
	This IE does not need to be checked
	
	

	            - RSRQ
	Checked that this IE is present
	
	

	E-UTRA Event Results
	Not present
	
	


<< End of changes >>
