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	Reason for change:
	In the lt_Body of the current TTCN implementation, test step testcase ts_SS_SecurityDownloadStart ( ps_domain, tcv_Start )  is called at line #16. This should be ts_SS_SecurityDownloadStart ( cs_domain, tcv_Start ). Also, at line #17, the test step ts_RRC_Security is called. Instead, the test step ts_RRC_Security_r7 should be called.

Later at line #19 the test step ts_GMM_RAU_Reject is called. In this test step, at line #17 the test step ts_GMM_AuthenticateAndStartIntegrityProtection is called. This test step performs authentication procedure which is not required.

So, in the test step ts_GMM_RAU_Reject -> lt_GMM_RAU_Continue instead of calling the test step ts_GMM_AuthenticateAndStartIntegrityProtection, called the test steps ts_SS_SecurityDownloadStart ( ps_domain, tcv_Start ) and ts_RRC_Security_r7 respectively.



	
	

	Summary of change:
	Please see the detailed change description below.

	
	

	Consequences if not approved:
	TTCN implementation needs improvement.
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	9.4.2.6
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	Other comments:
	


1.1 Change 1
	Object name 
	lt_Body, line #16 and #17

	Reason for change
	In the lt_Body of the current TTCN implementation, test step testcase ts_SS_SecurityDownloadStart ( ps_domain, tcv_Start )  is called at line #16. This should be ts_SS_SecurityDownloadStart ( cs_domain, tcv_Start ). Also, at line #17, the test step ts_RRC_Security is called. Instead, the test step ts_RRC_Security_r7 should be called

	Summary of change
	Instead of ts_SS_SecurityDownloadStart ( ps_domain, tcv_Start )  , called ts_SS_SecurityDownloadStart ( cs_domain, tcv_Start )  
Instead of ts_RRC_Security alled ts_RRC_Security_r7.

Please see screenshot

	Source of change
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After change: 
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1.2 Change 2

	Object name 
	ts_GMM_RAU_Reject, lt_GMM_RAU_Continue line #17

	Reason for change
	In the test step ts_GMM_RAU_Reject is called. In this test step, at line #17 the test step ts_GMM_AuthenticateAndStartIntegrityProtection is called. This test step performs authentication procedure which is not required.

	Summary of change
	In the test step ts_GMM_RAU_Reject -> lt_GMM_RAU_Continue instead of calling the test step ts_GMM_AuthenticateAndStartIntegrityProtection, called the test steps ts_SS_SecurityDownloadStart ( ps_domain, tcv_Start ) and ts_RRC_Security_r7 respectively

	Source of change
	Modification

	Label
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After:
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