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	Reason for change:
	As per spec 25.331 section 8.1.14.1, Signalling Connection Release Indication should be sent in RLC AM mode and not UM mode.

The UE shall:

….

1>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC;   

	
	

	Summary of change:
	Change the car_RRC_SigConnRelIndUM to car_RRC_SigConnRelIndAM & correct U_AM port.

	
	

	Consequences if not approved:
	Conformant UE may fail the test case
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	Other comments:
	The same shared between UTRAN_IWD and IMS_UTRAN_IWD (34.229-3)


Change 1
	Function name
	f_UTRAN34_RRC_ConnRel_SigConnRelInd

	Reason for change
	As per spec 25.331 section 8.1.14.1, Signalling Connection Release Indication should be sent in RLC AM mode and not UM mode.

The UE shall:

….

1>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC;   


	Summary of change
	Change the car_RRC_SigConnRelIndUM to car_RRC_SigConnRelIndAM & correct U_AM port.

	TTCN module
	\UTRAN\Common\UTRAN34_CommonFunctions.ttcn


Before change

  function f_UTRAN34_RRC_ConnRel_SigConnRelInd(UTRAN_CellId_Type p_CellId,

                                               boolean p_ConnEstFollows := false) runs on UTRAN_PTC

  {

    var AccessStratumReleaseIndicator v_UE_Release := f_UTRAN_MobileInfo_UE_Release_Get();

    timer t_WaitForSigConnRelInd := 2.0;

    if ((v_UE_Release== rel_8) and (pc_eFDD or pc_eTDD) and (pc_EmergSpeech)) {

      t_WaitForSigConnRelInd.start;

      alt {

        [] U_UM.receive (car_RRC_SigConnRelIndUM (utran_CellDedicated, tsc_RB1, cr_108_RRC_SigConnRelInd))

          {

            t_WaitForSigConnRelInd.stop;

          }

        [] t_WaitForSigConnRelInd.timeout{};

      }

    }

    f_UTRAN34_RRC_ConnRelStatus (p_CellId, p_ConnEstFollows);

  }
After change

 function f_UTRAN34_RRC_ConnRel_SigConnRelInd(UTRAN_CellId_Type p_CellId,

                                               boolean p_ConnEstFollows := false) runs on UTRAN_PTC

  {

    var AccessStratumReleaseIndicator v_UE_Release := f_UTRAN_MobileInfo_UE_Release_Get();

    timer t_WaitForSigConnRelInd := 2.0;

    if ((v_UE_Release== rel_8) and (pc_eFDD or pc_eTDD) and (pc_EmergSpeech)) {

      t_WaitForSigConnRelInd.start;

      alt {  

         [] U_AM.receive(car_RRC_SigConnRelIndAM(utran_CellDedicated, tsc_RB1, cr_108_RRC_SigConnRelInd))

          {

            t_WaitForSigConnRelInd.stop;

          }

        [] t_WaitForSigConnRelInd.timeout{};

      } 

    }

    f_UTRAN34_RRC_ConnRelStatus (p_CellId, p_ConnEstFollows);

  }

Change 2
	Template name
	car_RRC_SigConnRelIndUM

	Reason for change
	As per spec 25.331 section 8.1.14.1, Signalling Connection Release Indication should be sent in RLC AM mode and not UM mode.

The UE shall:

….

1>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC;   


	Summary of change
	Change the car_RRC_SigConnRelIndUM to car_RRC_SigConnRelIndAM & correct U_AM port.

	TTCN module
	\Common\UTRAN\UTRAN_ASN1_ASP_Templates.ttcn


Before change

template (present) RLC_UM_DATA_IND car_RRC_SigConnRelIndUM(UTRAN_CellId_Type p_CellId,

                                                             template (present) integer p_RB_Id,

                                                             template (present) UL_DCCH_Message p_Pdu) :=

  { // @status    APPROVED (LTE_IRAT) 

    cellId := f_UtranCellId2Int(p_CellId),

    routingInfo := {

      rB_Identity := p_RB_Id

    },

    integrityResult := ?,

    uM_message := {
      uL_DCCH_Message := p_Pdu

    }

  };

After change

     template (present) U_RLC_AM_IND car_RRC_SigConnRelIndAM(UTRAN_CellId_Type p_CellId, 

                                                             template (present) integer p_RB_Id,

                                                             template (present) UL_DCCH_Message p_Pdu) :=

  { /* @status    APPROVED (LTE_IRAT) */

  data := {

    cellId := f_UtranCellId2Int(p_CellId),

    routingInfo := {

      rB_Identity := p_RB_Id

    },

    integrityResult := ?,

    aM_message := {  

      uL_DCCH_Message := p_Pdu

    }

   } 

  };

