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	Reason for change:
	According to 3GPP specification 24.008 clause 10.5.5.31, figure 10.5.5.31/3GPP TS 24.008 and table 10.5.5.31/3GPP TS 24.008 the length of the fields “NRI container value” and “spare” under IE “TMSI Based NRI Container” are respectively 10 bits and 6 bits.
As per current TTCN implementation, under IE “TMSI Based NRI Container”,  “NRI container value” is of 1 bit and “spare” is of 7 bits which is incorrect length.

	
	

	Summary of change:
	Length of “NRI container value” and “spare” under IE “TMSI Based NRI Container” are corrected

	
	

	Consequences if not approved:
	Incorrect IE type definition remains
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Change 1

	Function name
	NwkResourceId

	Reason for change
	According to 3GPP specification 24.008 clause 10.5.5.31, figure 10.5.5.31/3GPP TS 24.008 and table 10.5.5.31/3GPP TS 24.008 the length of the fields “NRI container value” and “spare” under IE “TMSI Based NRI Container” are respectively 10 bits and 6 bits.

As per current TTCN implementation, under IE “TMSI Based NRI Container”,  “NRI container value” is of 1 bit and “spare” is of 7 bits which is incorrect length.

	Summary of change
	Length of “NRI container value” and “spare” under IE “TMSI Based NRI Container” are corrected

	Source of change
	\Common\NAS\NAS_CommonTypeDefs.ttcn

	
	


Before change:

	type record NwkResourceId {

  IEI8_Type            iei,                   //

  Type4Length_Type     iel,                   //

  B1_Type              nriContainerValue,

  B7_Type              spareBits
};


After change :

	type record NwkResourceId {

  IEI8_Type            iei,                   //

  Type4Length_Type     iel,                   //

  B10_Type              nriContainerValue,

  B6_Type              spareBits
};


Change 2

	Function name
	cr_NwkResourceIdAny

	Reason for change
	According to 3GPP specification 24.008 clause 10.5.5.31, figure 10.5.5.31/3GPP TS 24.008 and table 10.5.5.31/3GPP TS 24.008 the length of the fields “NRI container value” and “spare” under IE “TMSI Based NRI Container” are respectively 10 bits and 6 bits.

As per current TTCN implementation, under IE “TMSI Based NRI Container”,  “NRI container value” is of 1 bit and “spare” is of 7 bits which is incorrect length.

	Summary of change
	Length of “NRI container value” and “spare” under IE “TMSI Based NRI Container” are corrected

	Source of change
	\Common\NAS\NAS_CommonTemplates.ttcn

	
	


Before change:

	  template (present) NwkResourceId cr_NwkResourceIdAny (IEI8_Type p_IEI := '10'O) :=

  { /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS, UTRAN) */

    iei                := p_IEI,

    iel                := ?,

    nriContainerValue  := ?,

    spareBits          := tsc_Spare7
  };


After change :

	  template (present) NwkResourceId cr_NwkResourceIdAny (IEI8_Type p_IEI := '10'O) :=

  { /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS, UTRAN) */

    iei                := p_IEI,

    iel                := ?,

    nriContainerValue  := ?,

    spareBits          := tsc_Spare6
  };


