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Change 1

	Function name
	f_UTRAN_CellInfo_SetPLMNIdentity

	Reason for change
	The MCC’s Comments on the TTCN CR R5s140326 seems to be wrongly implemented for mcc and mcc which is causing the mcc of the UTRAN Cell 9 to be incorrect. In case of Band VI, it is the MCC shall be overwriten by px_eJapanMCC_Band6

	Summary of change
	Corrected the implementation for UTRAN Band 6

	Source of change
	UTRAN_CellInfo.ttcn

	
	


Before change:

  function f_UTRAN_CellInfo_SetPLMNIdentity(UTRAN_CellId_Type p_CellId,

                                            PLMN_Identity p_PLMN) runs on UTRAN_PTC

  {

    var UTRAN_CellInfo_Type v_CellInfo := f_UTRAN_CellInfo_Get(p_CellId);

    v_CellInfo.plmnId.mcc := p_PLMN.mcc; // @sic R5s140326 sic@

    if (px_FDD_OperationBand != 6) { // @sic R5s140326 sic@

      v_CellInfo.plmnId.mnc := p_PLMN.mnc;

    }
    f_UTRAN_CellInfo_Set(p_CellId, v_CellInfo);

  }

After change:
	function f_UTRAN_CellInfo_SetPLMNIdentity(UTRAN_CellId_Type p_CellId,

                                            PLMN_Identity p_PLMN) runs on UTRAN_PTC

  {

    var UTRAN_CellInfo_Type v_CellInfo := f_UTRAN_CellInfo_Get(p_CellId);

    v_CellInfo.plmnId.mnc := p_PLMN.mnc; // @sic R5s140326 sic@

    if (px_FDD_OperationBand == 6) {  


 v_CellInfo.plmnId.mcc := f_UTRAN_ConvertMCC_Nas2Asn(px_eJapanMCC_Band6);


 }


        // @sic R5-123645 sic@

    else {

        v_CellInfo.plmnId.mcc := p_PLMN.mcc; // @sic R5s140326 sic@

    }
    f_UTRAN_CellInfo_Set(p_CellId, v_CellInfo);

  }


