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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2013-03_D14wk37’.
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3. Corrections
Change 1 – Correction to f_TC_17_1_3_EUTRA
	Function name
	f_TC_17_1_3_EUTRA ()

	Reason for change
	Wrong Cell ID used when closing the Test Loop Mode C in step 8A due to copy & paste from the previous source code when implementing Prose CR R5-144236.


	Summary of change
	Replaced incorrect Cell ID parameter against ‘eutraCell2’ in function f_EUTRA_CloseUE_TestLoopModeC() in step 8A.


	TTCN module
	LTE_A\17\MBMS_MCCH_TestCases.ttcn


Before:

	…
    //@siclog "Step 8A" siclog@
    //The generic procedures described in TS 36.508 subclause 4.5.4.3 are performed on Cell 2 activating UE test loop Mode C.
    //@sic R5-144236 sic@
    f_EUTRA_CloseUE_TestLoopModeC(eutra_Cell1, cs_UE_TestLoopModeC_LB_Setup(int2bit(tsc_Mbsfn_AreaId_1, 8))); // Bring UE in test loop mode C
…


After:

	…

    //@siclog "Step 8A" siclog@
    //The generic procedures described in TS 36.508 subclause 4.5.4.3 are performed on Cell 2 activating UE test loop Mode C.
    //@sic R5-144236 sic@
    f_EUTRA_CloseUE_TestLoopModeC(eutra_Cell2, cs_UE_TestLoopModeC_LB_Setup(int2bit(tsc_Mbsfn_AreaId_1, 8))); // Bring UE in test loop mode C
…


