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	Reason for change:
	As per 24.229 and section 5.1.1.6.1, 

Prior to sending a REGISTER request for deregistration, the UE shall release all dialogs that were using the contact addresses or the flow that is going to be deregistered and related to the public user identity that is going to be deregistered or to one of the implicitly registered public user identities
UE have to release the dailogs during the IMS deregistration. And also, it is preferred to release the dialog as part of testbody instead of postamble.

    Hence, IMS session  have been released after test purpose have been 
Eutra PTC will trigger IMS to trigger emergency call release procedure when Step 16 is finished.

	
	

	Summary of change:
	1.) Added trigger to handle call release
2.) Added IMS emergecy call release

3.) Removed commented parts of code



	
	

	Consequences if not approved:
	Conformant UE can fail the testcase
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Change 1

	Function name
	f_TC_8_1_2_11_IMS2()

	Reason for change
	The emergency IMS call should be released at the end of TC body as it could cause unexpected UE behaviour during switching off of the UE.

Eutra PTC will trigger IMS to trigger emergency call release procedure when Step 16 is finished.

	Summary of change
	1.)
Added trigger to handle call release

2.)
Added IMS emergecy call release

3.)
Removed commented parts of code

	Source of change
	\LTE\8_1\RRC_EmergencyCall_IMS.ttcn


Before change:

	function f_TC_8_1_2_11_IMS2() runs on IMS_PTC

  {

    var REGISTER_Request v_RegisterRequest;

    var INVITE_Request v_InviteRequest;

    f_IMS_PTC_Init(PDN_2);

    // Test Case Body

    // Emergency registration: 34.229-1 Annex C.20

    v_RegisterRequest := f_IMS_EmergencyRegistration_C20();

    // Emergency call setup: 34.229-1 Annex C.22

    v_InviteRequest := f_IMS_EmergencyCallSetup_AnnexC22();

    // Inform EUTRA: IMS signalling completed.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    //Release Emergency Call MO

    // f_IMS_EmergencyCallRelease(v_InviteRequest);   // @sic R5s130495 MCC160 comments to change 4: call release is not required by the prose sic@

    // Emergency DeRegistration

    // f_IMS_PTC_Deregistration();             // @sic R5s130495 change 4: deregistration is not required by the prose sic@
  }


After change:

	function f_TC_8_1_2_11_IMS2() runs on IMS_PTC

  {

    var REGISTER_Request v_RegisterRequest;

    var INVITE_Request v_InviteRequest;

    f_IMS_PTC_Init(PDN_2);

    // Test Case Body

    // Emergency registration: 34.229-1 Annex C.20

    v_RegisterRequest := f_IMS_EmergencyRegistration_C20();

    // Emergency call setup: 34.229-1 Annex C.22

    v_InviteRequest := f_IMS_EmergencyCallSetup_AnnexC22();

    // Inform EUTRA: IMS signalling completed.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    //Wait for Step 16 to finish

    IPCAN.receive(cmr_IMS_IMS_Trigger);

    //@siclog "Step 17" siclog@

    //Release Emergency Call MO

    f_IMS_EmergencyCallRelease(v_InviteRequest); 

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);  
  }
	


Change 2

	Function name
	fl_TC_8_1_2_11_Body()

	Reason for change
	The emergency IMS call should be released at the end of TC body as it could cause unexpected UE behaviour during switching off of the UE.

Eutra PTC will trigger IMS to trigger emergency call release procedure when Step 16 is finished.

	Summary of change
	1.)
Added trigger to handle call release

2.)
Removed commented parts of code

	Source of change
	\LTE\8_1\RRC_EmergencyCall.ttcn


Before change:

	function fl_TC_8_1_2_11_Body()runs on EUTRA_PTC

  {

    //Steps 1 to 15 of the generic test procedure for IMS Emergency call establishment in EUTRA: Normal Service (TS 36.508 4.5A.4.3).

    //@siclog "Step 1-15" siclog@

    f_EUTRA_508_EstablishIMSEmergencyCall(eutra_Cell1, px_EmergencyCallNumber, "Step 2");

    //Wait Trigger from IMS

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN2]);

    //Release IMS Call

    //f_UT_HangupCall(UT);  // @sic R5s130495 MCC160 comments to change 2: MO call release is not required by the prose sic@
    //@siclog "Step 16" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?

    f_EUTRA_508Check_ConnectedState(eutra_Cell1);

  }


After change :

	function fl_TC_8_1_2_11_Body()runs on EUTRA_PTC

  {

    //Steps 1 to 15 of the generic test procedure for IMS Emergency call establishment in EUTRA: Normal Service (TS 36.508 4.5A.4.3).

    //@siclog "Step 1-15" siclog@

    f_EUTRA_508_EstablishIMSEmergencyCall(eutra_Cell1, px_EmergencyCallNumber, "Step 2");

    //Wait Trigger from IMS

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN2]);

    //@siclog "Step 16" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?

    f_EUTRA_508Check_ConnectedState(eutra_Cell1); 

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN2]); 

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN2]); //Wait for emergency call release    

  }
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