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	Reason for change:
	Data files for Beidou Perf testing are missing in zip-file GNSS_Data_Perf_V10.zip.



	
	

	Summary of change:
	1) Following files to be added to GNSS_Data_Perf_V10.zip file:

For 37.571-1 Section 6 tests 

Subtest 9, Scenario 1

· Perf Beidou Almanac 01.csv

· Perf GNSS 1-9 Yuma.txt

· Perf Beidou Navigation model 01.csv

· Perf Beidou Navigation model 01.rnx.txt
· Perf GANSS reference measurement information subtest9 01.csv

Subtest 9, Scenario 2

· Perf Beidou Almanac 02.csv

· Perf GNSS 2-9 Yuma.txt

· Perf Beidou Navigation model 02.csv

· Perf Beidou Navigation model 02.rnx.txt
· Perf GANSS reference measurement information subtest9 02.csv

Subtest 9, Scenario 5

· Perf Beidou Almanac 05.csv

· Perf GNSS 5-9 Yuma.txt

· Perf Beidou Navigation model 05.csv

· Perf Beidou Navigation model 05.rnx.txt
· Perf GANSS reference measurement information subtest9 05.csv

Subtest 10 -> Files of Subtest 9 are used 
For 37.571-1 Section 7 tests 

Subtest 9, Scenario 1

· Perf GNSS Almanac subtest9 01.csv

· Perf GNSS 1-9 Yuma.txt

· Perf GNSS Navigation Model subtest9 01.csv

· Perf GNSS Navigation Model subtest9 01.rnx.txt

· Perf GNSS Acquisition Assistance subtest9 01.csv

Subtest 9, Scenario 2

· Perf GNSS Almanac subtest9 02.csv

· Perf GNSS 2-9 Yuma.txt

· Perf GNSS Navigation Model subtest9 02.csv

· Perf GNSS Navigation Model subtest9 02.rnx.txt

· Perf GNSS Acquisition Assistance subtest9 02.csv

Subtest 9, Scenario 5

· Perf GNSS Almanac subtest9 05.csv

· Perf GNSS 5-9 Yuma.txt

· Perf GNSS Navigation Model subtest9 05.csv

· Perf GNSS Navigation Model subtest9 05.rnx.txt

· Perf GNSS Acquisition Assistance subtest9 05.csv

Subtest 10 -> Files of Subtest 9 are used 
2)  Zip-file to be renamed to GNSS_Data_Perf_V11.zip.

3)  Name of zip-file in Annex B.2 updated accordingly.



	
	

	Consequences if not approved:
	Data files for Beidou Perf testing will not be available. Tests cannot be performed.

 

	
	

	Clauses affected:
	File GNSS_Data_Perf_V10.zip
Annex B.2
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	Other comments:
	Note to editor:

1)  Please add all the attached files to the zip file GNSS_Data_Perf_V10.zip.

2)  Then rename it to GNSS_Data_Perf_V11.zip.

3)  Note that other CRs might also make changes to this zip file, so care must be taken when creating the new zip file!! 




< Unchanged sections omitted >

B.2
GNSS data files for Minimum Performance tests

The GNSS data files for use in GNSS Minimum Performance tests defined in TS 37.571-1 [6] subclauses 6 and 7 are contained in archive GNSS_Data_Perf_V11.zip which accompanies the present document. The different scenarios are designated with suffixes XX in the zip file, where XX is 01, 02, 03 etc. for scenarios #1, #2, #3 etc. The acquisition assistance and reference measurement information data files contained in the archive are recommended but not mandatory.

Moreover there are currently two sets of the files Perf GANSS reference measurement information subtest1_4 01.csv and Perf GANSS reference measurement information subtest1_4 02.csv supplied in the archive, designated _set1 and _set2. Either set can be used for testing.

< End of changes >

