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	Reason for change:
	1 It is unclear meaning for “additional CSI-IM resource for a CSI process” in “configuration of additional CSI-IM resource for a CSI process if the UE supports tm10”, because R12 UE can also have two CSI-IM resources for one CSI process if the UE supports tm10.
2 For tm10, two ZP-CSI-RS configurations have been supported in R11.

	
	

	Summary of change:
	1 change “additional” to “up to 2 CSI-IM resources for a CSI process with no more than 4 CSI-IM resources for all CSI processes of one frequency”
2 add “for tm1-tm9” at end of configuration of two ZP-CSI-RS

	
	

	Consequences if not approved:
	It is unclear for additional CSI-IM resource parts.

For tm10, two ZP-CSI-RS configurations are also consided as new capability.
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modified section
4.3.4.29
csi-SubframeSet-r12
This field defines whether the UE supports Rel-12 DL CSI subframe set configuration, Rel-12 DL CSI subframe set dependent CSI measurement/feedback, configuration of up to 2 CSI-IM resources for a CSI process with no more than 4 CSI-IM resources for all CSI processes of one frequency if the UE supports tm10, configuration of two ZP-CSI-RS for tm1-tm9, PDSCH RE mapping with two ZP-CSI-RS configurations, and EPDCCH RE mapping with two ZP-CSI-RS configurations if the UE supports EPDCCH. This field is only applicable for UEs supporting TDD.
