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8.1.1.6.22
System Information Block type 22

The UE should store all relevant IEs included in this system information block.
//------------------------------------unmodified sections omitted------------------------------//
8.1.3.3
RRC CONNECTION REQUEST message contents to set
The UE shall, in the transmitted RRC CONNECTION REQUEST message:

1>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;

1>
set the IE "Initial UE identity" to the value of the variable INITIAL_UE_IDENTITY;

1>
set the IE "Protocol error indicator" to the value of the variable PROTOCOL_ERROR_INDICATOR; and

1>
include the IE "Predefined configuration status information" and set this IE to TRUE if  the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated.

1>
if the UE is attempting to establish the signalling connection to PS-domain:

2> include the IE "Domain Indicator" and set it to "PS domain".

1> else if the UE is attempting to establish the signalling connection to CS domain:
2>
include the IE "Domain Indicator" and set it to "CS domain";

2>
set the value of the IE "CS Call type" to "speech", "video" or "other" according to the call being initiated.
1>
if the UE only supports HS-DSCH but not E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH" value.

1>
if the UE supports HS-DSCH and E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH+E-DCH" value. 

1>
if, according to [4], the High-mobility state is applicable and it has been detected by the UE:

2>
include the IE "UE Mobility State Indicator" and set it to the "High-MobilityDetected" value.
1>
if the UE performs connection establishment for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the ptp radio bearer request:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
otherwise if the UE performs connection establishment for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.
1>
if the UE supports MAC-ehs:

2>
include the IE "MAC-ehs support" and set it to TRUE.

1>
if the UE supports HS-DSCH reception in CELL_FACH state:

2>
include the IE "HS-PDSCH in CELL_FACH" and set it to TRUE.

1>
if the UE supports Enhanced Uplink in CELL_FACH state and Idle mode:

2>
include the IE "Support of common E-DCH" and set it to TRUE.
NOTE:
In 1.28 Mcps TDD, UE supporting HS-DSCH reception in CELL_FACH state always supports Enhanced Uplink in CELL_FACH state and Idle mode, and vice versa.
1>
if the UE supports MAC-i/is:

2>
include the IE "Support of MAC-i/is" and set it to TRUE.

1>
if the UE supports E-UTRA:

2>
if the UE is attempting to establish the signalling connection as a result of being redirected by E-UTRA; and

2>
if this is the first attempt to establish the signalling connection;

3>
do not include the IE "Pre-Redirection info";

2>
else:

3>
if the variable EUTRA_FREQUENCY_INFO_LIST contains no E-UTRA frequencies:
4>
include the IE "Pre-Redirection info";

4>
if the UE supports E-UTRA FDD:

5>
set the IE "Support of E-UTRA FDD" to TRUE.
4>
if the UE supports E-UTRA TDD:

5>
set the IE "Support of E-UTRA TDD" to TRUE.
3>
if the UE supports any of the bands that the E-UTRA frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

4>
include the IE "Pre-Redirection info";
4>
if the UE supports any of the bands that the E-UTRA FDD frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

5>
set the IE "Support of E-UTRA FDD" to TRUE.

4>
if the UE supports any of the bands that the E-UTRA TDD frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

5>
set the IE "Support of E-UTRA TDD" to TRUE.

1>
if the variable SYSTEM_INFORMATION_CONTAINER is not empty:

2>
include the IE "System Information Container Stored Indication" and set it to TRUE.

1>
For FDD, if the UE supports dual cell operation on adjacent frequencies:

2>
include the IE "Multi cell support" and set it to TRUE.

2>
if the UE supports dual cell with MIMO operation on adjacent frequencies

3>
include the IE "Dual cell MIMO support" and set it to TRUE.

2>
if the UE supports multi-cell operation on more than two cells

3>
if the UE is of HS-DSCH category 30 or 32 or 34 or 35 or 36 or 38 according to [35] 

4>
include the IE "More than two cell or MIMO mode with four transmit antennas support" and set it to "higher rate".

3>
otherwise:

4>
include the IE "More than two cell or MIMO mode with four transmit antennas support" and set it to "lower rate".

2>
else if the UE supports multi-cell operation on two cells

3>
if the UE is of HS-DSCH category 37 according to [35]

4>
include the IE "More than two cell or MIMO mode with four transmit antennas support" and set it to "lower rate".

1>
For 1.28 Mcps TDD, if the UE supports MU-MIMO:

2>
if the UE supports uplink and downlink MU-MIMO

3>
include the IE "More than two cell support" and set it to "higher rate".

2>
if the UE supports uplink MU-MIMO only

3>
include the IE "More than two cell support" and set it to "lower rate".

1>
if the UE supports CS voice over HSPA

2>
include the IE "Support for CS Voice over HSPA" and set it to TRUE.
1>
if the IE "Support of the first Frequency Band" in variable FREQUENCY_BAND_INDICATOR_SUPPORT is set to TRUE:

2>
include the IE "Support of the first Frequency Band" and set it to TRUE.

1>
if the IE "Support of the second Frequency Band" in variable FREQUENCY_BAND_INDICATOR_SUPPORT is set to TRUE:

2>
include the IE "Support of the second Frequency Band" and set it to TRUE.

1>
if the UE is attempting to establish the signalling connection to CS domain due to CSFB call initiated in E-UTRA:

2>
 include the IE "CSFB Indication" and set it to TRUE.

The UE shall not include the IE "UE Specific Behaviour Information 1 idle".

//------------------------------------unmodified sections omitted------------------------------//
8.1.3.6
Reception of an RRC CONNECTION SETUP message by the UE
The UE shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION SETUP message with the value of the variable INITIAL_UE_IDENTITY.

If the values are different, the UE shall:

1>
ignore the rest of the message.

If the values are identical, the UE shall:

1>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Predefined configuration":

2>
initiate the radio bearer and transport channel configuration in accordance with the predefined parameters identified by the IE "Predefined configuration identity" with the following exception;

3> ignore the IE "RB to setup list" and the IE "Re- establishment timer".

NOTE:
IE above IEs are mandatory to include in IE “Predefined RB configuration” that is included in System Information Block 16 but should be ignored since it is not possible to establish a RAB during RRC connection establishment.

2>
initiate the physical channels in accordance with the received physical channel information elements;

1>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Default configuration":

2>
initiate the radio bearer and transport channel configuration in accordance with the default parameters identified by the IE "Default configuration mode" and IE "Default configuration identity" with the following exception:

3>
ignore the radio bearers other than signalling radio bearers.

2>
initiate the physical channels in accordance with the received physical channel information elements.

NOTE:
IE "Default configuration mode" specifies whether the FDD or TDD version of the default configuration shall be used.

1>
if IE "Specification mode" is set to "Complete specification":

2>
initiate the radio bearer, transport channel and physical channel configuration in accordance with the received radio bearer, transport channel and physical channel information elements.

1>
if IE "Default configuration for CELL_FACH" is set:

2>
act in accordance with the default parameters according to section 13.8.

1>
clear the variable ESTABLISHMENT_CAUSE;

1>
for FDD and 1.28 Mcps TDD, if the HS_DSCH_RECEPTION_OF_CCCH_ENABLED is set to TRUE:

2>
set the variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to FALSE.

1>
stop timer T300 or T318, whichever one is running, and act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following:
2>
if the UE, according to subclause 8.6.3.3, will be in the CELL_FACH state at the conclusion of this procedure:

3>
if the IE "Frequency info" is included:

4>
select a suitable UTRA cell according to [4] on that frequency.

4>
for 1.28Mcps TDD, decide the working frequency according to subclause 8.6.6.1.

3>
else:

4>
for 1.28Mcps TDD, continue to use the currently used frequency as working frequency.

3>
enter UTRA RRC connected mode;

3>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

3>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;
3>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;

3>
if variable READY_FOR_COMMON_EDCH is set to FALSE:

4>
select PRACH according to subclause 8.5.17;

3>
else:

4>
configure the Enhanced Uplink in CELL_FACH state and Idle mode as specified in subclause 8.5.45 for FDD and 8.5.45a for 1.28 Mcps TDD.

3>
for 3.84 Mcps and 7.68 Mcps TDD; or

3>
for FDD and 1.28 Mcps TDD, if the UE does not support HS-DSCH reception in CELL_FACH state; or

3>
if the IE "HS-DSCH common system information" is not included in System Information Block type 5 or System Information Block type 5bis; or

3> for 1.28 Mcps TDD, if the IE "Common E-DCH system info" is not included in System Information Block type 5:

4>
select Secondary CCPCH according to subclause 8.5.19;

3>
else:

4>
set variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to FALSE;

4>
For FDD if variable READY_FOR_COMMON_EDCH is set to FALSE:
5>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type “RACH” in the UL; and

5>
if "new H-RNTI" and "new C-RNTI" are included:

6>
store the "new H-RNTI" according to subclause 8.6.3.1b;

6>
store the "new C-RNTI" according to subclause 8.6.3.9;

6>
and start to receive HS-DSCH according to the procedure in subclause 8.5.36.

5>
else:

6>
clear variable C_RNTI and delete any stored C-RNTI value;

6>
clear variable H_RNTI and delete any stored H-RNTI value;

6>
clear any stored IE "HARQ Info";

6>
set the variable INVALID_CONFIGURATION to TRUE.

4>
else:

5>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type "E-DCH" in the UL; and

5>
if the IEs "new Primary E-RNTI", "new H-RNTI" and "new C-RNTI" are included:

6>
store the "new Primary E-RNTI" according to subclause 8.6.3.14;

6>
store the "new H-RNTI" according to subclause 8.6.3.1b;

6>
store the "new C-RNTI" according to subclause 8.6.3.9;

6>
configure Enhanced Uplink in CELL_FACH state and Idle mode according to subclause 8.5.45 for FDD and 8.5.45a for 1.28 Mcps TDD;

6>
and start to receive HS-DSCH according to the procedure in subclause 8.5.36.

5>
else:

6>
clear variable C_RNTI and delete any stored C-RNTI value;

6>
clear variable H_RNTI and delete any stored H-RNTI value;

6>
clear variable E_RNTI and delete any stored E-RNTI value; 

6>
clear any stored IE "HARQ Info";

6>
set the variable INVALID_CONFIGURATION to TRUE.

3>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

1>
if the UE, according to subclause 8.6.3.3, will be in the CELL_DCH state at the conclusion of this procedure:

2>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only);

2>
enter UTRA RRC connected mode;

2>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

1>
submit an RRC CONNECTION SETUP COMPLETE message to the lower layers on the uplink DCCH after successful state transition per subclause 8.6.3.3, with the contents set as specified below:

2>
set the IE "RRC transaction identifier" to:

3>
the value of "RRC transaction identifier" in the entry for the RRC CONNECTION SETUP message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry.

2>
if the USIM or SIM is present:

3>
set the "START" for each CN domain in the IE "START list" in the RRC CONNECTION SETUP COMPLETE message with the corresponding START value that is stored in the volatile memory of the ME if the USIM [50], or the SIM is present.

2>
if neither the USIM nor SIM is present:

3>
set the "START" for each CN domain in the IE "START list" in the RRC CONNECTION SETUP COMPLETE message to zero;
3>
set the value of "THRESHOLD" in the variable "START_THRESHOLD" to the default value [40].

2>
retrieve its UTRA UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE radio access capability" and IE "UE radio access capability extension", provided this IE is included in variable UE_CAPABILITY_REQUESTED;

2>
retrieve its inter-RAT-specific UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE system specific capability";

2>
if the UE supports contiguous multi-cell operation on four cells in the same band, include the IE "Additional Secondary Cells" in the IE "UE radio access capability extension" and set it to 'a2' for the supported bands; otherwise, if the UE supports contiguous multi-cell operation on three cells in the same band, include the IE "Additional Secondary Cells" in the IE "UE radio access capability extension" and set it to 'a1' for the supported bands;

2>
if the UE supports contiguous multi-cell operation on eight cells in the same band, include the IE "Additional Secondary Cells 2" in the IE "UE radio access capability extension" and set it to 'a6' for the supported bands;

2>
if the UE supports contiguous multi-cell operation on seven cells in the same band, include the IE "Additional Secondary Cells 2" in the IE "UE radio access capability extension" and set it to 'a5' for the supported bands;

2>
if the UE supports contiguous multi-cell operation on six cells in the same band, include the IE "Additional Secondary Cells 2" in the IE "UE radio access capability extension" and set it to 'a4' for the supported bands;

2>
if the UE supports contiguous multi-cell operation on five cells in the same band, include the IE "Additional Secondary Cells 2" in the IE "UE radio access capability extension" and set it to 'a3' for the supported bands;

2>
if the UE supports non-contiguous multi-cell operation on two cells in the same band:

3>
set the IE "Aggregated cells" in IE "Non-contiguous multi-cell" in the IE "UE radio access capability extension" to 'nc-2c' for the supported band;

3>
set the IE "Gap size" in IE "Non-contiguous multi-cell" in the IE "UE radio access capability extension" for the supported band to 'fiveMHz' or 'tenMHz' or 'anyGapSize', or

2>
if the UE supports non-contiguous multi-cell operation on three cells in the same band:

3>

set the IE "Aggregated cells" in IE "Non-contiguous multi-cell" in the IE "UE radio access capability extension" to 'nc-3c' for the supported band;

3>
set the IE "Gap size" in IE "Non-contiguous multi-cell" in the IE "UE radio access capability extension" for the supported band to 'fiveMHz' or 'tenMHz' or 'anyGapSize', or

2>
if the UE supports non-contiguous multi-cell operation on four cells in the same band:

3>

set the IE "Aggregated cells" in IE "Non-contiguous multi-cell" in the IE "UE radio access capability extension" to 'nc-4c' for the supported band;

3>
set the IE "Gap size" in IE "Non-contiguous multi-cell" in the IE "UE radio access capability extension" for the supported band to 'fiveMHz' or 'tenMHz' or 'anyGapSize';

3>
if the UE supports an equal number of contiguous cells on each side of the gap, include the IE "Non-contiguous multi-cell Combination (2,2)";

3>
if the UE supports a different number of contiguous cells on each side of the gap, include the IE "Non-contiguous multi-cell Combination (3,1) (1,3)";

2>
if the UE supports Multiflow operation on two cells on one frequency:

3>
set the IE "Number of cells" in IE "Multiflow per band capability" to two cells;

3>
set the IE "Number of frequencies" in IE "Multiflow per band capability" to one frequency;

2>
if the UE supports Multiflow operation on three cells on two frequencies in the same band:

3>
set the IE "Number of cells" in IE "Multiflow per band capability" to three cells;

3>
set the IE "Number of frequencies" in IE "Multiflow per band capability" to two frequencies;

2>
if the UE supports Multiflow operation on four cells on two frequencies in the same band:

3>
set the IE "Number of cells" in IE "Multiflow per band capability" to four cells;

3>
set the IE "Number of frequencies" in IE "Multiflow per band capability" to two frequencies;

2>
if the UE support Multiflow operation on three or four non-contiguous cells in the same band:

3>
set the IE "Gap size" in IE "Multiflow per band capability";

2>
if the UE supports Multiflow operation with MIMO:

3>
set IE "MIMO support" in IE "Multiflow per band capability" to single or dual stream MIMO transmission in all the frequency bands where the Multiflow operation is supported;

3>
if the UE needs more processing to generate HARQ feedback for Multiflow with MIMO operation:

4>
set IE "Longer HARQ processing time" in IE "Multiflow capability";

2>
if the UE supports Multiflow operation on three or four cells on two frequencies in different bands:

3>
set the IE "Supported Multiflow Combination" in IE "Radio Access Capability Band Combination List";

3>
if the UE supports MIMO with Multiflow in different bands:

4>
set IE "Support for Multiflow with MIMO operation in different bands" in IE "Multiflow capability";

2>
if the variable DEFERRED_MEASUREMENT_STATUS is TRUE: 

3>
if System Information Block type 11 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

3>
if System Information Block type 11bis is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

3>
if System Information Block type 12 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block:

4>
include IE "Deferred measurement control reading".

2>
if an IE "Logged Measurement Info-FDD" or "Logged Measurement Info-TDD" in variable LOGGED_MEAS_REPORT_VARIABLE is present and registered PLMN is present in the IE "PLMN Identity List" stored in variable LOGGED_MEAS_REPORT_VARIABLE:

3>
include IE "Logged Meas Available".

2>
if an IE "Logged ANR Report Info" in variable LOG_ ANR_REPORT_VARIABLE is present and the registered PLMN is the same as one of the PLMNs in the IE "PLMN Identity" or IE "Equivalent PLMN Identity List" stored in variable LOG_ANR_REPORT_VARIABLE:

3>
include IE "ANR Logging Results Available".

2>
if an IE "Logged Connection Establishment Failure Info-FDD" or "Logged Connection Establishment Failure Info-TDD" in variable LOGGED_CONNECTION_ESTABLISHMENT_FAILURE is present and the current Registered PLMN is the same as the PLMN in IE "PLMN Identity" stored in variable LOGGED_CONNECTION_ESTABLISHMENT_FAILURE:

3>
include IE "Connection Establishment Failure Info Available".

NOTE:
If the "RRC State indicator" is set to the value "CELL_FACH", the UE continues to read and store the IEs in System Information Block type 11, System Information Block type 11bis, System Information Block type 12, System Information Block type 18 and System Information Block type 19, if transmitted, after submitting the RRC Connection Setup Complete message to lower layers (see 8.5.31).
When the RRC CONNECTION SETUP COMPLETE message has been submitted to lower layers for transmission the UE shall:

1>
if the UE has entered CELL_DCH state:

2>
clear the variable SYSTEM_INFORMATION_CONTAINER;

2>
if the IE "Deferred measurement control reading" was included in the RRC CONNECTION SETUP COMPLETE message:

3>
clear variable MEASUREMENT_IDENTITY;

3>
clear the variable CELL_INFO_LIST.
1>
if the UE has entered CELL_FACH state:

2>
if the variable SYSTEM_INFORMATION_CONTAINER is not empty:

3>
the UE behaviour is unspecified.

2>
start timer T305 using its initial value if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS.

1>
store the contents of the variable UE_CAPABILITY_REQUESTED in the variable UE_CAPABILITY_TRANSFERRED;

1>
initialise variables upon entering UTRA RRC connected mode as specified in subclause 13.4;

1>
consider the procedure to be successful;

And the procedure ends.

//------------------------------------unmodified sections omitted------------------------------//
8.1.8.2
Initiation of Initial direct transfer procedure in the UE
In the UE, the initial direct transfer procedure shall be initiated, when the upper layers request establishment of a signalling connection. This request also includes a request for the transfer of a NAS message.

Upon initiation of the initial direct transfer procedure the UE shall:

1>
set the variable ESTABLISHMENT_CAUSE to the cause for establishment indicated by upper layers.

Upon initiation of the initial direct transfer procedure when the UE is in idle mode, the UE shall:

1>
if the variable BCCH_MODIFICATION_ACCESS_PROHIBITION is set to FALSE; or

1>
if the establishment of a signalling connection is requested for CS domain; or

1>
if the variable ESTABLISHMENT_CAUSE is set to "Emergency Call":

2>
perform an RRC connection establishment procedure, according to subclause 8.1.3;

NOTE:
If an RRC connection establishment is ongoing, this procedure continues unchanged, i.e. it is not interrupted.

1>
else:

2>
consider the RRC connection establishment procedure to be unsuccessful.

1>
if the RRC connection establishment procedure was not successful:

2>
if the establishment cause for the failed RRC connection establishment was set to "MBMS reception" and a different cause value is stored in the variable "ESTABLISHMENT_CAUSE":

3>
UE-AS (RRC) initiates a new RRC connection establishment procedure, using the establishment cause as contained in the variable ESTABLISHMENT_CAUSE.

2>
otherwise:

3>
indicate failure to establish the signalling connection to upper layers and end the procedure.

1>
when the RRC connection establishment procedure is completed successfully:

2>
continue with the initial direct transfer procedure as below.

Upon initiation of the initial direct transfer procedure when the UE is in CELL_PCH or URA_PCH state, the UE shall:

1>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

2>
move to CELL_FACH state and continue with the initial direct transfer procedure as below.

1>
else:

2>
if variable HSPA_RNTI_STORED_CELL_PCH is set to TRUE:

3>
move to CELL_FACH state and continue with the initial direct transfer procedure as below.

2>
else:

3>
if variable H_RNTI and variable C_RNTI are set: 

4>
continue with the initial direct transfer procedure as below.

3>
else:

4>
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

4>
when the cell update procedure completed successfully:

5>
continue with the initial direct transfer procedure as below.

The UE shall, in the INITIAL DIRECT TRANSFER message:

1>
set the IE "NAS message" as received from upper layers; and

1>
set the IE "CN domain identity" as indicated by the upper layers; and

1>
set the IE "Intra Domain NAS Node Selector" as follows:

2>
derive the IE "Intra Domain NAS Node Selector" from TMSI/PMTSI, IMSI, or IMEI; and

2>
provide the coding of the IE "Intra Domain NAS Node Selector" according to the following priorities:

1.
base the routing parameter for IDNNS on TMSI (CS domain) or on PTMSI (PS domain)  according to the TMSI/PTMSI provided by upper layers, where the PTMSI may be mapped from a valid GUTI;

2.
base the routing parameter for IDNNS on IMSI when no TMSI/PTMSI is provided by upper layers;

3.
base the routing parameter for IDNNS on IMEI only if no (U)SIM is inserted in the UE.

1>
if the UE, on the existing RRC connection, has received a dedicated RRC message containing the IE "Primary PLMN Identity" in the IE "CN Information Info":

2>
set the IE "PLMN identity" in the INITIAL DIRECT TRANSFER message to the latest PLMN information received via dedicated RRC signalling. If NAS has indicated the PLMN towards which a signalling connection is requested, and this PLMN is not in agreement with the latest PLMN information received via dedicated RRC signalling, then the initial direct transfer procedure shall be aborted, and NAS shall be informed.

1>
if the UE, on the existing RRC connection, has not received a dedicated RRC message containing the IE "CN Information Info" , and if the IE "Multiple PLMN List" was broadcast in the cell where the current RRC connection was established:

2>
set the IE "PLMN identity" in the INITIAL DIRECT TRANSFER message to the PLMN chosen by higher layers [5, 25] amongst the PLMNs in the IE "Multiple PLMN List" broadcast in the cell where the RRC connection was established.
1>
if the IE "Activated service list" within variable MBMS_ACTIVATED_SERVICES includes one or more MBMS services with the IE "Service type" set to "Multicast" and;

1>
if the IE "CN domain identity" as indicated by the upper layers is set to "CS domain" and;

1>
if the variable ESTABLISHED_SIGNALLING_CONNECTIONS does not include the CN domain identity 'PS domain':

2>
include the IE "MBMS joined information";

2>
include the IE "P-TMSI" within the IE "MBMS joined information" if a valid PTMSI is available.

1>
if the UE is in CELL_FACH state and the IE "CN domain identity" as indicated by the upper layers is set to "CS domain":

2>
if the value of the variable ESTABLISHMENT_CAUSE is set to "Originating Conversational Call" or "Emergency Call":

3>
set the value of the IE "CS Call type" to "speech", "video" or "other" according to the call being initiated.
1>
if the variable ESTABLISHMENT_CAUSE is initialised:

2>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;
2>
clear the variable ESTABLISHMENT_CAUSE.
1>
calculate the START according to subclause 8.5.9 for the CN domain as set in the IE "CN Domain Identity"; and

1>
include the calculated START value for that CN domain in the IE "START".

The UE shall:

1>
transmit the INITIAL DIRECT TRANSFER message on the uplink DCCH using AM RLC on signalling radio bearer RB3;

1>
when the INITIAL DIRECT TRANSFER message has been submitted to lower layers for transmission:

2>
confirm the establishment of a signalling connection to upper layers; and

2>
add the signalling connection with the identity indicated by the IE "CN domain identity" in the variable ESTABLISHED_SIGNALLING_CONNECTIONS.

1>
when the successful delivery of the INITIAL DIRECT TRANSFER message has been confirmed by RLC:

2>
the procedure ends.

When not stated otherwise elsewhere, the UE may also initiate the initial direct transfer procedure when another procedure is ongoing, and in that case the state of the latter procedure shall not be affected.

A new signalling connection request may be received from upper layers during transition to idle mode. In those cases, from the time of the indication of release to upper layers until the UE has entered idle mode, any such upper layer request to establish a new signalling connection shall be queued. This request shall be processed after the UE has entered idle mode.

//------------------------------------unmodified sections omitted------------------------------//
8.3.1.3
CELL UPDATE / URA UPDATE message contents to set
In case of cell update procedure the UE shall transmit a CELL UPDATE message.

In case of URA update procedure the UE shall transmit a URA UPDATE message.

The UE shall set the IEs in the CELL UPDATE message as follows:

1>
for FDD, if the UE supports the IE "Cell Update message with optimised encoding" and this IE is included in system information block type 5 or 5bis:

2>
use "CELL UPDATE FDD" defined in subclause 10.2.7a to signal IEs;

1>
else:

2>
use "CELL UPDATE" defined in subclause 10.2.7 to signal IEs;

1>
set the IE "Cell update cause" corresponding to the cause specified in subclause 8.3.1.2 that is valid when the CELL UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a cell update procedure is initiated by the UE until when the procedure ends, additional CELL UPDATE messages may be transmitted by the UE with different causes.

1>
if the IE "Cell update cause" is set to "uplink data transmission" and if an event triggered traffic volume measurement has been configured:

2>
if the TCTV is larger than the threshold in the IE "Reporting threshold" for a traffic volume measurement stored in the MEASUREMENT_IDENTITY variable and that traffic volume measurement has "measurement identity" equal to 4, "Traffic volume event identity" equal to "4a", "Measurement validity" equal to "all states" or "all states except CELL_DCH":

3>
set the IE "Traffic volume indicator" to TRUE.

1>
set the IE "U-RNTI" to the value of the variable U_RNTI;

1>
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
include and set the IE "failure cause" to the cause value "protocol error";

2>
set the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION.

1>
if the value of the variable FAILURE_INDICATOR is TRUE:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS.

2>
include and set the IE "failure cause" to the value of the variable FAILURE_CAUSE.

1>
if the variable "LATEST_CONFIGURED_CN_DOMAIN" has been initialised:

2>
for each CN domain for which an entry exists in the variable ESTABLISHED_RABS or which is indicated in the variable LATEST CONFIGURED CN DOMAIN:

3>
include the START value calculated according to subclause 8.5.9.

1>
else:

2>
include the START value for either the CS domain or the PS domain, calculated according to subclause 8.5.9.

1>
if an unrecoverable error [16] in any of the AM RLC entities for the signalling radio bearers RB2, RB3 or RB4 is detected:

2>
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to TRUE;

2>
set the variable AM_RLC_ERROR_PENDING_RB234 to TRUE.

1>
otherwise:

2>
if the value of the variable AM_RLC_ERROR_PENDING_RB234 is TRUE:

3>
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to TRUE.

2>
otherwise:

3>
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to FALSE.

1>
if an unrecoverable error [16] in any of the AM RLC entities for the RB5 or upward is detected:

2>
set the IE "AM_RLC error indication (RB>4)" to TRUE;

2>
set the variable AM_RLC_ERROR_PENDING_RB5_AND_UP to TRUE.

1>
otherwise:

2>
if the value of the variable AM_RLC_ERROR_PENDING_RB5_AND_UP is TRUE:

3>
set the IE "AM_RLC error indication (RB>4)" to TRUE.

2>
otherwise:

3>
set the IE "AM_RLC error indication (RB>4)" to FALSE.

1>
set the IE "RB Timer indicator" to the value of the variable RB_TIMER_INDICATOR;

1>
if the variable ESTABLISHMENT_CAUSE is initialised:

2>
include the IE "Establishment cause" and set it to the value of the variable ESTABLISHMENT_CAUSE;

2>
if the value of the variable ESTABLISHMENT_CAUSE is set to "Originating Conversational Call" or "Emergency Call" and a CS call is being initiated:

3>
set the value of the IE "CS Call type" to "speech",  "video" or "other" according to the call being initiated.

1>
if the variable ORDERED_RECONFIGURATION is set to TRUE:
2>
include the IE "Reconfiguration Status Indicator" and set it to TRUE.

1>
if the IE "Cell update cause" is set to "radio link failure" or "RLC Unrecoverable error" and the UE has submitted a reconfiguration response message to RLC and the UE has not received the RLC acknowledgement for the response message:
2>
include the IE "Reconfiguration Status Indicator" and set it to TRUE.

1>
if the UE supports HS-DSCH reception in CELL_FACH state:

2>
include the IE "HS-PDSCH in CELL_FACH" and set it to TRUE.

1>
if the UE supports Enhanced Uplink in CELL_FACH state and Idle mode:

2>
include the IE "Support of common E-DCH" and set it to TRUE.

1>
if the UE supports reporting of the IE "Security Revert Status Indicator":

2>
if the UE has reverted back old security configuration by aborting ongoing security mode command as cell update procedure was initiated:

3>
include the IE "Security Revert Status Indicator" and set it to "Reverted Back".

2>
otherwise:

3>
include the IE "Security Revert Status Indicator" and set it to "Normal Operation".
1>
if the UE supports Two DRX schemes in URA_PCH and CELL_PCH

2>
include the IE "Support for Two DRX schemes in URA_PCH and CELL_PCH" and set it to TRUE.

NOTE:
In 1.28 Mcps TDD, UE supporting HS-DSCH reception in CELL_FACH state always supports Enhanced Uplink in CELL_FACH state and Idle mode, and vice versa.
1>
if the UE supports MAC-i/is:

2>
include the IE "Support of MAC-i/is" and set it to TRUE.

1>
if the UE supports HS-DSCH DRX operation in CELL_FACH state:

2>
include the IE "Support of HS-DSCH DRX operation" and set it to TRUE.

1>
if the UE supports SPS operation:

2>
include the IE "Support of SPS operation" and set it to TRUE.

1>
if the UE supports control channel DRX operation:

2>
include the IE "Support of control channel DRX operation" and set it to TRUE.

1>
if the UE performs cell update for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates ptp radio bearer request:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
otherwise, if the UE performs cell update for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.

1>
if, according to [4], the High-mobility state is applicable and it has been detected by the UE:

2>
include the IE "UE Mobility State Indicator" and set it to the "High-MobilityDetected" value.

1>
if an IE "Logged Measurement Info-FDD" or "Logged Measurement Info-TDD" in variable LOGGED_MEAS_REPORT_VARIABLE is present and registered PLMN is present in the IE "PLMN Identity List" stored in variable LOGGED_MEAS_REPORT_VARIABLE:

2>
include IE "Logged Meas Available".

1>
if an IE "Logged ANR Report Info" in variable LOG_ ANR_REPORT_VARIABLE is present and the registered PLMN is the same as one of the PLMNs in the IE "PLMN Identity" or IE "Equivalent PLMN Identity List" stored in variable LOG_ ANR_REPORT_VARIABLE:
2>
include IE "ANR Logging Results Available".

The UE shall:

1>
if the UE capability has changed compared to the value stored in the variable UE_CAPABILITY_TRANSFERRED and the variable RNC_CAPABILITY_CHANGE_SUPPORT is set to TRUE:

2>
include the IE "Capability change indicator".

NOTE:
Transmitting the IE "Capability change indicator" does not trigger any actual changed behaviour on the part of the UE. It serves only to inform the network that the UE is requesting an opportunity to send a UE CAPABILITY INFORMATION message.

If the UE needs to include the IE "Failure Cause" and the Cell Update message size exceeds the used transport format size, then the UE may omit the IE "Support for Two DRX schemes in URA_PCH and CELL_PCH" (i.e. omit the cellUpdate-r3-add-ext), the UE may omit IE "MBMS Selected Services" (i.e. omit the mbmsSelectedServices) and the UE may omit the Rel-10 non-critical extensions (i.e. omit the cellUpdate-va40ext).

If the UE does not need to include the IE "Failure Cause" and the Cell Update message size exceeds the used transport format size, then the UE may omit the IE "Support for Two DRX schemes in URA_PCH and CELL_PCH" (i.e. omit the cellUpdate-r3-add-ext), and the UE may omit IE "MBMS Selected Services" (i.e. omit the mbmsSelectedServices) to be able to include the Rel-10 non-critical extensions (i.e. include the cellUpdate-va40ext), or to be able to include IE "Measured results on RACH". The UE should first omit the IEs before applying the prioritization rules in section 8.5.23 to include the IE "Measured results on RACH".

The UE shall set the IEs in the URA UPDATE message as follows:

1>
set the IE "U-RNTI" to the value of the variable U_RNTI;

1>
set the IE "URA update cause" corresponding to which cause as specified in subclause 8.3.1.2 that is valid when the URA UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a URA update procedure is initiated by the UE until when the procedure ends, additional URA UPDATE messages may be transmitted by the UE with different causes, depending on which causes are valid for the respective URA UPDATE message.

1>
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

2

>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
set the IE "Protocol error indicator" to TRUE;

2>
include the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION.

1>
if the value of the variable PROTOCOL_ERROR_INDICATOR is FALSE:

2>
if the value of the variable INVALID_CONFIGURATION is TRUE:

3>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS;

3>
set the IE "Protocol error indicator" to TRUE;

3>
include the IE "Protocol error information" set to "Information element value not comprehended".

2>
if the value of the variable INVALID_CONFIGURATION is FALSE:

3>
set the IE "Protocol error indicator" to FALSE.

1>
if the UE supports HS-DSCH reception in CELL_FACH state:

2>
include the IE "HS-PDSCH in CELL_FACH" and set it to TRUE.

1>
if the UE supports HS-DSCH reception CELL_PCH and URA_PCH state:

2>
include the IE "HS-PDSCH in CELL_PCH and URA_PCH" and set it to TRUE.

1>
if the UE supports Enhanced Uplink in CELL_FACH state and Idle mode:

2>
include the IE "Support of common E-DCH" and set it to TRUE.

1>
if an IE "Logged Measurement Info-FDD" or "Logged Measurement Info-TDD" in variable LOGGED_MEAS_REPORT_VARIABLE is present and registered PLMN is present in the IE "PLMN Identity List" stored in variable LOGGED_MEAS_REPORT_VARIABLE:

2>
include IE "Logged Meas Available".

1>
if IE "Logged ANR report" in variable LOG_ANR_REPORT_VARIABLE is present and registered PLMN is the same as one of the PLMNs in the IE "PLMN Identity" or IE "Equivalent PLMN Identity List" stored in variable LOG_ ANR_REPORT_VARIABLE:
2>
include IE "ANR Logging Results Available".
//------------------------------------unmodified sections omitted------------------------------//
8.5.44
HS-DSCH CQI reporting tables

If the variable HS_DSCH_RECEPTION is set to "TRUE", the UE shall:

1>
if the UE has been configured with at least one MAC-ehs reordering queue:

2>

use the relevant CQI tables, as defined in [29], for the HS-DSCH category extension stored in the variable UE_CAPABILITY_TRANSFERRED. For 1.28 Mcps TDD, use the table of transport block size, as defined in [15], for the HS-DSCH category indicated by the IE "HS-DSCH physical layer category extension" stored in the variable UE_CAPABILITY_TRANSFERRED.

1>
otherwise:

2>
use the relevant CQI tables, as defined in [29], for the HS-DSCH category indicated by the IE "HS-DSCH physical layer category" stored in the variable UE_CAPABILITY_TRANSFERRED. For 1.28 Mcps TDD, use the table of transport block size, as defined in [15], for the HS-DSCH category indicated by the IE "HS-DSCH physical layer category" stored in the variable UE_CAPABILITY_TRANSFERRED.
//------------------------------------unmodified sections omitted------------------------------//
8.5.64.3
Reception of the UE INFORMATION REQUEST message by the UE

UE Shall:

1>
if IE "Logged Measurements Report Request" is present:

2>
if Registered PLMN is present in the IE "PLMN Identity List" stored in variable LOGGED_MEAS_REPORT_VARIABLE:

3>
if an IE "Logged Measurement Info-FDD" or "Logged Measurement Info-TDD" in variable LOGGED_MEAS_REPORT_VARIABLE is present:

4> set IE "Logged Meas Report" in the UE INFORMATION RESPONSE as follows:

5>
include the IE "Absolute Time Info" and set it to the value of the IE "Absolute Time Info" in the variable LOGGED_MEAS_REPORT_VARIABLE;

5>
include the IE "Trace reference" and set it to the value of IE "Trace reference" in the variable LOGGED_MEAS_REPORT_VARIABLE;

5>

include the IE "Trace recording session" and set it to the value of IE"Trace recording session" in the variable LOGGED_MEAS_REPORT_VARIABLE;

5>

include the IE "TCE Id" and set it to the value of IE "TCE Id" in the variable LOGGED_MEAS_REPORT_VARIABLE;

5>
include the IEs "Logged Measurement Info-FDD" or "Logged Measurement Info-TDD" and set it to include, in the same order as logged, one or more entries from LOGGED_MEAS_REPORT_VARIABLE;
5>
clear the logged measurement results included in the list of IEs "Logged Measurement Info-FDD" or "Logged Measurement Info-TDD" from LOGGED_MEAS_REPORT_VARIABLE;
5>
if the variable LOGGED_MEAS_REPORT_VARIABLE is not empty:

6>
include IE "Logged Meas Available";

1>
if IE "Logged ANR Report Request" is present:

2>
if Registered PLMN is the same as one of the PLMNs in the IE "PLMN Identity" or IE "Equivalent PLMN Identity List" stored in variable LOG_ANR_REPORT_VARIABLE:

3>
if IE "Logged ANR Report Info" in variable LOG_ANR_REPORT_VARIABLE is present:

4> set IEs "Logged ANR Report Info" in the UE INFORMATION RESPONSE as follows:

5>
include the IEs "Logged ANR Report Info List" and set it to include entries from LOG_ANR_REPORT_VARIABLE;
5>
clear the logged measurement results included in the list of IEs "Logged ANR Report Info List" from the LOG_ANR_REPORT_VARIABLE;

5>
clear the variable LOG_ANR_CONFIG and stop timer T327.

1>
if IE "Connection Establishment Failure Request" is present:

2>
if Registered PLMN is the same as the PLMN in the IE "PLMN Identity" stored in variable LOGGED_CONNECTION_ESTABLISHMENT_FAILURE:

3>
set IE "Connection Establishment Failure Report" in the UE INFORMATION RESPONSE as follows:

4>
include the IE "Logged Connection Establishment Failure Info-FDD" or "Logged Connection Establishment Failure Info-TDD" and set it to include the entry from the variable LOGGED_CONNECTION_ESTABLISHMENT_FAILURE;

4>
set the IE "Time Since Failure" to indicate the elapsed time starting from the Logging of the Connection establishment failure information that is stored in the variable LOGGED_CONNECTION_ESTABLISHMENT_FAILURE.

3>
clear the variable LOGGED_CONNECTION_ESTABLISHMENT_FAILURE;

1>
transmit a UE INFORMATION RESPONSE message on the uplink DCCH using AM RLC.

//------------------------------------unmodified sections omitted------------------------------//
8.6.7.3
Intra-frequency/Inter-frequency/Inter-RAT cell info list
If the IE "Intra-frequency cell info list" is received in System Information Block Type 11, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Intra-frequency cell removal" is received:

2>
ignore the IE.

1>
if the IE "New Intra-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Intra-frequency cell id" is received:

4>
store received cell information at this position in the Intra-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Intra-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Intra-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Intra-frequency cell info list" is received in System Information Block Type 11bis, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Intra-frequency cell id" is received:

4>
store received cell information at this position in the Intra-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Intra-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Intra-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Intra-frequency cell info list" is received in System Information Block Type 12, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Intra-frequency cell removal" is received:

2>
if it has the value "Remove some intra-frequency cells", at the position indicated by the IE "Intra-frequency cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all intra-frequency cells":

3>
for each position referring to an intra-frequency cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no intra-frequency cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Intra-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Intra-frequency cell id" is received:

4>
store received cell information at this position in the Intra-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Intra-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Intra-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Intra-frequency cell info list" is received in a MEASUREMENT CONTROL message, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the CHOICE "Intra-frequency cell removal" is received:

2>
if it has the value "Remove some intra-frequency cells", at the position indicated by the IE "Intra-frequency cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all intra-frequency cells":

3>
for each position referring to an intra-frequency cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no intra-frequency cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Intra-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Intra-frequency cell id" is received:

4>
store received cell information at this position in the Intra-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Intra-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Intra-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received, in the measurement configured by this message only:

2>
consider Intra-frequency cells whose cell information is stored at the position indicated by the IE "Intra-frequency cell id" in the variable CELL_INFO_LIST.

1>
if the IE "Cells for measurement" is not received, in the measurement configured by this message:

2>
consider all Intra-frequency cells whose cell information is stored in CELL_INFO_LIST.

1>
if the IE "CSG Intra-frequency cell info" is received:

2>
store the received information in the CSG Intra-frequency cell info in the variable CELL_INFO_CSG_LIST.

2>
consider the cells in CSG Intra-frequency cell info in variable CELL_INFO_CSG_LIST as monitored set and consider the cells not included in the CSG Intra-frequency cell info as detected set for the associated measurement.

If the IE "Intra-frequency cell info list on secondary UL frequency" is received in a MEASUREMENT CONTROL message, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the variable SECONDARY_CELL_E_DCH_TRANSMISSION is set to FALSE:

2>
the UE behaviour is unspecified.

1>
if the CHOICE "Intra-frequency cell removal" is received:

2>
if it has the value "Remove some intra-frequency cells", at the position indicated by the IE "Intra-frequency cell id":

3>
clear the cell information stored in the Intra-frequency cell info on secondary UL frequency list in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all intra-frequency cells":

3>
for each position referring to an intra-frequency cell on secondary UL frequency in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the Intra-frequency cell info on secondary UL frequency list in the variable CELL_INFO_LIST;

4>
mark the position "vacant".
2>
if it has the value "Remove no intra-frequency cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Intra-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Intra-frequency cell id" is received:

4>
store received cell information at this position in the Intra-frequency cell info on secondary UL frequency list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Intra-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Intra-frequency cell info on secondary UL frequency list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received, in the measurement configured by this message only:

2>
consider Intra-frequency cells whose cell information is stored at the position indicated by the IE "Intra-frequency cell id" in the Intra-frequency cell info on secondary UL frequency list in the variable CELL_INFO_LIST.

1>
if the IE "Cells for measurement" is not received, in the measurement configured by this message:

2>
consider all Intra-frequency cells whose cell information is stored in the Intra-frequency cell info on secondary UL frequency list in the variable CELL_INFO_LIST.

If the IE "Inter-frequency cell info list" is received in System Information Block Type 11 update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Inter-frequency cell removal" is received:

2>
ignore the IE.

1>
if the IE "New Inter-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-frequency cell id" is received:

4>
store received cell information at this position in the Inter-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Inter-frequency cell info list" is received in System Information Block Type 11bis, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-frequency cell id" is received:

4>
store received cell information at this position in the Inter-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Inter-frequency cell info list" is received in System Information Block Type 12, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the CHOICE "Inter-frequency cell removal" is received:

2>
if it has the value "Remove some inter-frequency cells", at the position indicated by the IE "Inter-frequency cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all inter-frequency cells":

3>
for each position referring to an inter-frequency cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no inter-frequency cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Inter-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-frequency cell id" is received:

4>
store received cell information at this position in the Inter-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Inter-frequency cell info list" is received in a MEASUREMENT CONTROL message, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order:

1>
if the CHOICE "Inter-frequency cell removal" is received:

2>
if it has the value "Remove some inter-frequency cells", at the position indicated by the IE "Inter-frequency cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all inter-frequency cells":

3>
for each position referring to an inter-frequency cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no inter-frequency cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Inter-frequency cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-frequency cell id" is received:

4>
store received cell information at this position in the Inter-frequency cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-frequency cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-frequency cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received, in the measurement configured by this message only:

2>
consider Inter-frequency cells whose cell information is stored at the position indicated by the IE "Inter-frequency cell id" in the variable CELL_INFO_LIST.

1>
if the IE "Cells for measurement" is not received, in the measurement configured by this message:

2>
consider all Inter-frequency cells whose cell information is stored in CELL_INFO_LIST.

1>
if the IE "CSG Inter frequency cell info" is received:

2>
store the received information in the CSG Inter-frequency cell info in the variable CELL_INFO_CSG_LIST.

2>
consider the cells in CSG Inter-frequency cell info in variable CELL_INFO_CSG_LIST as monitored set for the associated measurement.

If the UE supports multi-band signaling and the IE "Multiple Frequency Info List FDD" is received in System Information Block Type 11 or System Information Block Type 11bis or System Information Block Type 12, the UE shall update the variable CELL_INFO_LIST accordingly. The UE shall:
1>
for each entry in the IE "New Inter-frequency cells":

2>
if the IE "Frequency info" is included:

3>
if the UE does not support the Frequency Band associated with the UARFCN downlink (Nd) in the IE "Frequency info", but does understand the UARFCN downlink (Nd):

4>
if the IE "Multiple Frequency Bands Indicator List FDD" is present in the n-th entry in the IE "Multiple Frequency Info List FDD", where n corresponds to this occurrence of IE "Frequency info" in "New Inter-frequency cells":

5>
for the first entry in the IE "Multiple Frequency Bands Indicator List FDD" corresponding to a UE supported band:
6>
extract the band and compute the corresponding UARFCN downlink (Nd) and UARFCN uplink (Nu) values;

6>
overwrite the corresponding Frequency Info in the CELL_INFO_LIST variable with the new computed UARFCN downlink (Nd) and UARFCN uplink (Nu) values.
2> else:

3>
if the UE does not support the Frequency Band associated with the UARFCN downlink (Nd) in the previous occurrence of the IE "Frequency info" in "New Inter-frequency cells", but does understand the UARFCN downlink (Nd):

4>
overwrite the corresponding Frequency Info in the CELL_INFO_LIST variable with the UARFCN downlink (Nd) and UARFCN uplink (Nu) values which were computed for the previous instance of the IE "Frequency info" in the IE "New Inter-frequency cells".
If the IE "Inter-RAT cell info list" is received in System Information Block Type 11, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
ignore the IE "Inter-RAT cell removal".

1>
if the IE "New Inter-RAT cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
if the IE "Radio Access Technology" is set to "None":

3>
ignore the cell.

2>
otherwise:

3>
update the variable CELL_INFO_LIST as follows:

4>
if the IE "Inter-RAT cell id" is received:

5>
store received cell information at this position in the Inter-RAT cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

5>
mark the position "occupied".

4>
if the IE "Inter-RAT cell id" is not received:

5>
store the received cell information at the first vacant position in ascending order in the Inter-RAT cell info list in the variable CELL_INFO_LIST; and

5>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received:

2>
ignore the IE.

1>
set the "Inter-RAT cell info indication" to the value "0" and mark the indication status "present" in the variable CELL_INFO_LIST.

If the IE "Inter-RAT cell info list" is received in System Information Block Type 11bis, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
for each cell, and in the same order as the cells appear in the IE:

2>
update the variable CELL_INFO_LIST as follows:

3>
if the IE "Inter-RAT cell id" is received:

4>
store received cell information at this position in the Inter-RAT cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

4>
mark the position "occupied".

3>
if the IE "Inter-RAT cell id" is not received:

4>
store the received cell information at the first vacant position in ascending order in the Inter-RAT cell info list in the variable CELL_INFO_LIST; and

4>
mark the position as "occupied".

If the IE "Inter-RAT cell info list" is received in System Information Block Type 12, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Inter-RAT cell removal" is received:

2>
if it has the value "Remove some inter-RAT cells", at the position indicated by the IE "Inter-RAT cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all inter-RAT cells":

3>
for each position referring to an inter-RAT cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no inter-RAT cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Inter-RAT cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
if the IE "Radio Access Technology" is set to "None":

3>
ignore the cell.

2>
otherwise:

3>
update the variable CELL_INFO_LIST as follows:

4>
if the IE "Inter-RAT cell id" is received:

5>
store received cell information at this position in the Inter-RAT cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

5>
mark the position "occupied".

4>
if the IE "Inter-RAT cell id" is not received:

5>
store the received cell information at the first vacant position in ascending order in the Inter-RAT cell info list in the variable CELL_INFO_LIST; and

5>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received:

2>
ignore the IE;

1>
set the "Inter-RAT cell info indication" to the value "0" and mark the indication status "present" in the variable CELL_INFO_LIST.
If the IE "Inter-RAT cell info list" is received in a MEASUREMENT CONTROL message, the UE shall update the variable CELL_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "Inter-RAT cell removal" is received:

2>
if it has the value "Remove some inter-RAT cells", at the position indicated by the IE "Inter-RAT cell id":

3>
clear the cell information stored in the variable CELL_INFO_LIST; and

3>
mark the position "vacant".

2>
if it has the value "Remove all inter-RAT cells":

3>
for each position referring to an inter RAT cell in the variable CELL_INFO_LIST:

4>
clear the cell information stored in the variable CELL_INFO_LIST; and

4>
mark the position "vacant".

2>
if it has the value "Remove no inter-RAT cells":

3>
leave the variable CELL_INFO_LIST unchanged.

1>
if the IE "New Inter-RAT cells" is received, for each cell, and in the same order as the cells appear in the IE:

2>
if the IE "Radio Access Technology" is set to "None":

3>
ignore the cell.

2>
otherwise:

3>
update the variable CELL_INFO_LIST as follows:

4>
if the IE "Inter-RAT cell id" is received:

5>
store received cell information at this position in the Inter-RAT cell info list in the variable CELL_INFO_LIST, possibly overwriting any existing information in this position; and

5>
mark the position "occupied".

4>
if the IE "Inter-RAT cell id" is not received:

5>
store the received cell information at the first vacant position in ascending order in the Inter-RAT cell info list in the variable CELL_INFO_LIST; and

5>
mark the position as "occupied".

1>
if the IE "Cells for measurement" is received, in the measurement configured by this message only:

2>
consider Inter-RAT cells whose cell information is stored at the position indicated by the IE "Inter-RAT cell id" in the variable CELL_INFO_LIST.

1>
if the IE "Cells for measurement" is not received, in the measurement configured by this message:

2>
consider all Inter-RAT cells whose cell information is stored in CELL_INFO_LIST.

1>
if the IE "Cell selection and re-selection info for SIB11/12" is present:

2>
ignore the IE.

1>
if the IE "Inter-RAT cell info indication" is present:

2>
store the received value of the IE "Inter-RAT cell info indication" and mark the indication status "present" in the variable CELL_INFO_LIST.
1>
if the IE "Inter-RAT cell info indication" is not present:

2>
clear the "Inter-RAT cell info indication" and mark the indication status "not present" in the variable CELL_INFO_LIST.

For 1.28 Mcps TDD, if the IE "Intra-frequency cell info list" or "Inter-frequency cell info list" is received in a MEASUREMENT CONTROL message, the UE shall:

1>
if the IE "SNPL Monitor Set Indicator" is received:

2>
consider E-DCH carriers whose neighbour cells are the same for SNPL caculation into a SNPL carrier group;

2>
configure the MAC-i/is entity with the SNPL carrier groups information.

NOTE:
If UTRAN signalling would result in more than "maxCellMeas" cells for the Intra-frequency cell information list on primary uplink frequency, Inter-frequency cell information list or Inter-RAT cell information list the UE behaviour is unspecified.
NOTE:
If UTRAN signalling would result in more than "maxCellMeasOnSecULFreq" cells for the Intra-frequency cell information list on secondary uplink frequency the UE behaviour is unspecified.

//------------------------------------unmodified sections omitted------------------------------//
8.6.7.10
Traffic Volume Measurement
If the IE "Traffic Volume Measurement" is received by the UE, the UE shall:

1>
store the content of the IE to the variable MEASUREMENT_IDENTITY.

If IE "Traffic volume measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "Measurement command" has the value "setup", and if the IE "traffic volume reporting quantity" is included, the UE shall:

1>
if the parameter "Average of RLC Buffer Payload for each RB" or the parameter "Variance of RLC Buffer payload for each RB" is set to TRUE:

2>
if the IE "Traffic volume measurement quantity" is not included:

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if the IE "Traffic volume measurement quantity" is included:

3>
if the parameter "time interval to take an average or a variance" is not included:

4>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

If IE "Traffic volume measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "Measurement command" has the value "setup", but IE "Traffic volume reporting quantity" or is not received, the UE shall:

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

//------------------------------------unmodified sections omitted------------------------------//
8.6.7.13
Measurement Reporting Mode
If IE "Measurement Reporting Mode" is received by the UE, the UE shall:

1>
store the contents of the IE "Measurement Report Transfer Mode" in the variable MEASUREMENT_IDENTITY;

1>
use the indicated RLC mode when sending MEASUREMENT REPORT message(s) related to this measurement;

1>
ignore IE "Periodical Reporting / Event Trigger Reporting Mode".

If IE "Measurement Reporting Mode" is not received by the UE in MEASUREMENT CONTROL message, where IE "Measurement command" has the value "setup", the UE shall:

1>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

8.6.7.14
Inter-frequency measurement
If the Inter-frequency cell info list, included in the variable CELL_INFO_LIST, includes a number (M) of frequencies that is larger than the number (N) considered in a UE performance requirement defined in [19] and [20]:

1>
the UE shall:

2>
meet this performance requirement on the first relevant (N) frequencies, according to the order defined by the position of the frequencies in the Inter-frequency cell info list, included in the variable CELL_INFO_LIST.

1>
the UE may:

2>
ignore the remaining (M-N) frequencies.
NOTE:
If the variable SECONDARY_CELL_E_DCH_TRANSMISSION is TRUE, the relevant (N) frequencies do not include the downlink frequency associated with the secondary uplink frequency.

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "Measurement command" has the value "setup", but IE "Inter-frequency measurement quantity", IE "Inter-frequency reporting quantity" or IE "parameters required for each event" (given "CHOICE Report criteria" is set to "inter-frequency measurement reporting criteria") is not received, the UE shall:

1>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "Measurement command" has the value "modify":

1>
if CHOICE "Report criteria" in IE "Inter-frequency measurement" is set to "intra-frequency measurement reporting criteria" and IE "parameters required for each event" is present:

2>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

2>
for 1.28 Mcps TDD, if the UE uses only one frequency:

3>
the UE behaviour is unspecified.
If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "Measurement command" has the value "setup" and CHOICE "Report criteria" in IE "Inter-frequency measurement" is set to "intra-frequency measurement reporting criteria":

1>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

1>
for 1.28 Mcps TDD, if the UE uses only one frequency:

2>
the UE behaviour is unspecified.
In the case of an inter-frequency measurement for FDD, the UE shall:

1>
if IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "Measurement command" has the value "setup", if an inter-frequency event is configured that is different from event 2d or 2f, and if at least one frequency other than the downlink frequency associated with the secondary uplink frequency is configured, and if the IE "Inter-frequency SET UPDATE" is not received in that same message:

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

NOTE:
The UTRAN should include the IE "Inter-frequency SET UPDATE" in the MEASUREMENT CONTROL message with the IE "Measurement command" set to "modify" when event 2a, 2b, 2c 2e or 2g is first configured, and when the UE is requested to measure a frequency other than the downlink frequency associated with the secondary uplink frequency that has not been previously measured. Otherwise the UE behaviour is unspecified.

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message:

1>
if CHOICE "Report criteria" is set to "inter-frequency measurement reporting criteria" and CHOICE "reporting criteria" in "inter-frequency measurement quantity" is not set to "inter-frequency reporting criteria"; or

1>
if CHOICE "Report criteria" is set to "intra-frequency measurement reporting criteria" and CHOICE "reporting criteria" in "inter-frequency measurement quantity" is not set to "intra-frequency reporting criteria":

2>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

2>
for 1.28 Mcps TDD, if the UE uses only one frequency:
3>
the UE behaviour is not specified.

If the variable CONFIGURATION_INCOMPLETE is set to TRUE, the UE shall:

1>
act as described in subclause 8.4.1.4a.

8.6.7.15
Inter-RAT measurement
If the Inter-RAT cell info list, included in the variable CELL_INFO_LIST, includes a number (M) of frequencies that is larger than the number (N) considered in a UE performance requirement defined in [19] and [20]:

1>
the UE shall:

2>
meet this performance requirement on the first relevant (N) frequencies, according to the order defined by the position of the frequencies in the Inter-RAT cell info list, included in the variable CELL_INFO_LIST.

1>
the UE may:

2>
ignore the remaining (M-N) frequencies.

If IE "Inter-RAT measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "Measurement command" has the value "setup", but IE "Inter-RAT measurement quantity", IE "Inter-RAT reporting quantity" or "parameters required for each event" (given "CHOICE Report criteria" is set to "inter-RAT measurement reporting criteria") is not received, the UE shall:

1>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

8.6.7.16
Intra-frequency measurement
If IE "Intra-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "Measurement command" has the value "setup", but IE "Intra-frequency measurement quantity", IE "Intra-frequency reporting quantity", "CHOICE Report criteria" or "parameters required for each event" (given "CHOICE report criteria" is set to "intra-frequency measurement reporting criteria") is not received, the UE shall:

1>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

In case of 1a or 1e event-triggered reporting:

1>
if the IE "Intra-frequency measurement quantity" is set to "pathloss", the UE shall:

2>
if detected set cells are indicated as possibly triggering the event within the IEs "Triggering condition 2":

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

In case of 1a or 1e event-triggered reporting on the secondary uplink frequency:

1>
if the IE "Intra-frequency measurement quantity" is set to "pathloss", the UE shall:

2>
if detected set cells are indicated as possibly triggering the event within the IEs "Triggering condition 2" in the IE "Intra-frequency measurement reporting criteria on secondary UL frequency":

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.
8.6.7.17
Quality measurement
If IE "Quality measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "Measurement command" has the value "setup", but IE "Quality reporting quantity" is not received, the UE shall:

1>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

If Transport Channel BLER reporting is requested in IE "Quality Reporting Quantity", but no transport channels are explicitly referenced with transport channel identities, the UE shall

1>
report BLER for all downlink transport channels, for which Transport Channel BLER is defined and can be requested [7, 8].

If a transport channel, for which Transport Channel BLER is not defined and can not be requested [7, 8], is referenced with a transport channel identity in IE "Quality Reporting Quantity" and/or IE "Quality Measurement Reporting Criteria":

1>
the UE behaviour is not specified.
8.6.7.18
UE internal measurement
If IE "UE internal measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "Measurement command" has the value "setup", but IE "UE internal measurement quantity", IE "UE internal reporting quantity" or "parameters sent for each UE internal measurement event" (given "CHOICE report criteria" is set to "UE internal measurement reporting criteria") is not received, the UE shall:

1>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

//------------------------------------unmodified sections omitted------------------------------//
10.2.7
CELL UPDATE
This message is used by the UE to initiate a cell update procedure.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	U-RNTI
	MP
	
	U-RNTI 10.3.3.47
	
	

	RRC transaction identifier
	CV-Failure
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	AM_RLC error indication(RB2, RB3 or RB4)
	MP
	
	Boolean
	TRUE indicates AM_RLC unrecoverable error [16] occurred on RB2, RB3 or RB4 in the UE
	

	AM_RLC error indication(RB>4)
	MP
	
	Boolean
	TRUE indicates AM_RLC unrecoverable error [16] occurred on RB>4 in the UE
	

	Cell update cause
	MP
	
	Cell update cause 10.3.3.3
	
	

	Traffic volume indicator
	OP
	
	Enumerated (TRUE)
	This IE shall be set to TRUE when the criteria for event based traffic volume measurement reporting is fulfilled.

Absence of this element means not fulfilled.
	REL-6

	Failure cause
	OP
	
	Failure cause and error information 10.3.3.14
	
	

	RB timer indicator
	MP
	
	RB timer indicator 10.3.3.28
	
	

	Establishment cause
	OP
	
	Establishment cause 10.3.3.11
	
	REL-5

	CS Call Type
	CV-ConversationalCS
	
	Enumerated (speech, video, other)
	One spare value is needed
	REL-7

	HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH state.

Note 1.
	REL-7

	Support of common E-DCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DCH enhanced random access in CELL_FACH state and Idle mode.

Note 1.
	REL-8

	Support of HS-DSCH DRX operation
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-DSCH DRX operation in CELL_FACH state.
	REL-8

	Support of MAC-i/is
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation.
	REL-8

	Support of SPS operation
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support SPS operation.
	REL-8

	Support of control channel DRX operation
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support control channel DRX operation.
	REL-8

	UE Mobility State Indicator
	MD
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4] either the High mobility state is not applicable or it has not been detected by the UE.
	REL-7

	Capability change indicator
	OP
	
	Enumerated (TRUE)
	TRUE indicates that the UE capability has changed compared to the value stored in the variable UE_CAPABILITY_TRANSFERRED.
	REL-7

	Reconfiguration Status Indicator
	OP
	
	Enumerated (TRUE)
	TRUE indicates a reconfiguration procedure is ongoing within the UE or a response message has been submitted to RLC and the UE is waiting for the layer 2 ACK.
	REL-6

	MBMS Selected Services
	OP
	
	MBMS Selected Services Short 10.3.9a.7d
	
	REL-6

	Support for Two DRX schemes in URA_PCH and CELL_PCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Two DRX schemes in URA_PCH and CELL_PCH
	REL-7

	Security Revert Status Indicator
	OP
	
	Enumerated (Reverted Back, Normal Operation)
	Reverted Back indicates this UE has reverted back to the old security configuration by aborting the ongoing security mode command. Normal Operation indicates this UE has not reverted back to the old security configuration by aborting an ongoing security mode command. The absence of this IE indicates that the UE does not support reporting of security revert status.
	REL-10

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	

	Other Information elements
	
	
	
	
	REL-10

	Logged Meas Available
	OP
	
	Enumerated (TRUE)
	Indicates the UE has logged measurements to report to the network
	REL-10

	ANR Logging Results Available
	OP
	
	Enumerated (TRUE)
	True indicates the UE has ANR logging results to report to the Network.
	REL-10


NOTE 1:
For 1.28 Mcps TDD, UE supporting HS-PDSCH in CELL_FACH always supports E-DCH enhanced random access in CELL_FACH state and Idle mode, and vice versa. And UE supporting HS-PDSCH reception in CELL_FACH state always supports HS-DSCH reception in CELL_PCH and URA_PCH state and CELL_FACH HS-DSCH DRX operation.

	Condition
	Explanation

	Failure
	This IE is mandatory present if the IE "Failure cause" is present and not needed otherwise.

	ConversationalCS
	This IE is mandatory present if the IE "Establishment cause" has the value "Originating Conversational Call" or "Emergency Call" and a CS call is being initiated. Otherwise it is not needed.


10.2.7a
CELL UPDATE FDD
NOTE:
Only for FDD.

This message is used by the UE to initiate a cell update procedure.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	U-RNTI
	MP
	
	U-RNTI 10.3.3.47
	
	

	START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	AM_RLC error indication(RB2, RB3 or RB4)
	MP
	
	Boolean
	TRUE indicates AM_RLC unrecoverable error [16] occurred on RB2, RB3 or RB4 in the UE
	

	AM_RLC error indication(RB>4)
	MP
	
	Boolean
	TRUE indicates AM_RLC unrecoverable error [16] occurred on RB>4 in the UE
	

	Cell update cause
	MP
	
	Cell update cause 10.3.3.3
	
	

	Failure cause
	OP
	
	Failure cause and error information 10.3.3.14
	
	

	RRC transaction identifier
	CV-Failure
	
	RRC transaction identifier 10.3.3.36
	
	

	RB timer indicator
	MP
	
	RB timer indicator 10.3.3.28
	
	

	Establishment cause
	OP
	
	Establishment cause 10.3.3.11
	
	

	Traffic volume indicator
	OP
	
	Enumerated (TRUE)
	This IE shall be set to TRUE when the criteria for event based traffic volume measurement reporting is fulfilled.

Absence of this element means not fulfilled.
	

	Reconfiguration Status Indicator
	OP
	
	Enumerated (TRUE)
	TRUE indicates a reconfiguration procedure is ongoing within the UE or a response message has been submitted to RLC and the UE is waiting for the layer 2 ACK.
	

	CS Call Type
	CV-ConversationalCS
	
	Enumerated (speech, video, other)
	One spare value is needed
	

	HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH state.
	

	UE Mobility State Indicator
	MD
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4] either the High mobility state is not applicable or it has not been detected by the UE.
	

	Capability change indicator
	OP
	
	Enumerated (TRUE)
	TRUE indicates that the UE capability has changed compared to the value stored in the variable UE_CAPABILITY_TRANSFERRED.
	

	Support of common E-DCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DCH enhanced random access in CELL_FACH state and Idle mode.
	

	Support of HS-DSCH DRX operation
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-DSCH DRX operation in CELL_FACH state.
	

	Support of MAC-i/is
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation.
	

	Security Revert Status Indicator
	OP
	
	Enumerated (Reverted Back, Normal Operation)
	Reverted Back indicates this UE has reverted back to the old security configuration by aborting the ongoing security mode command. Normal Operation indicates this UE has not reverted back to the old security configuration by aborting an ongoing security mode command. The absence of this IE indicates that the UE does not support reporting of security revert status.
	

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH FDD 10.3.7.45a
	
	

	Other Information elements
	
	
	
	
	

	Logged Meas Available
	OP
	
	Enumerated (TRUE)
	Indicates the UE has logged measurements to report to the network
	

	ANR Logging Results Available
	OP
	
	Enumerated (TRUE)
	True indicates the UE has ANR logging results to report to the Network.
	


	Condition
	Explanation

	Failure
	This IE is mandatory present if the IE "Failure cause" is present and not needed otherwise.

	ConversationalCS
	This IE is mandatory present if the IE "Establishment cause" has the value "Originating Conversational Call" or "Emergency Call" and a CS call is being initiated. Otherwise it is not needed.


//------------------------------------unmodified sections omitted------------------------------//
10.2.16c
INITIAL DIRECT TRANSFER
This message is used to initiate a signalling connection based on indication from the upper layers, and to transfer a NAS message.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE -> UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	PLMN identity
	OP
	
	PLMN identity 10.3.1.11
	This IE indicates the PLMN to which the UE requests the signalling connection to be established.
	REL-6

	Support of CSG
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support access control based on CSG
	REL-8

	CN information elements
	
	
	
	
	

	CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	Intra Domain NAS Node Selector
	MP
	
	Intra Domain NAS Node Selector 10.3.1.6
	
	

	NAS message
	MP
	
	NAS message 10.3.1.8
	
	

	START
	OP
	
	START 10.3.3.38
	START value to be used in the CN domain as indicated in the IE "CN domain identity". This IE shall always be present in this version of the protocol.
	

	Establishment cause
	OP
	
	Establishment cause 10.3.3.11
	
	Rel-5

	CS Call Type
	CV-ConversationalCS
	
	Enumerated (speech, video, other)
	One spare value is needed
	REL-7

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	

	MBMS joined information
	OP
	
	
	
	REL-6

	>P-TMSI
	OP
	
	P-TMSI (GSM-MAP) 10.3.1.13
	
	REL-6


	Condition
	Explanation

	ConversationalCS
	This IE is mandatory present if the IE "Establishment cause" has the value "Originating Conversational Call" or "Emergency Call", the IE "CN domain identity" has the value "CS domain" and the UE is in CELL_FACH state. Otherwise it is not needed.


//------------------------------------unmodified sections omitted------------------------------//
10.2.16d
INTER RAT HANDOVER INFO
This message is sent by the UE via another radio access technology to provide information to the target RNC when preparing for a handover to UTRAN.


RLC-SAP: N/A (Sent through a different RAT)


Logical channel: N/A (Sent through a different RAT)


Direction: UE ( UTRAN

	Information Element/Group Name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Radio Bearer IEs
	
	
	
	
	

	Predefined configuration status information
	OP
	
	Predefined configuration status information 10.3.4.5a
	
	

	Predefined configuration status information compressed
	OP
	
	Predefined configuration status information compressed 10.3.4.5b
	
	REL-5

	UE Information elements
	
	
	
	
	

	UE security information
	OP
	
	UE security information 10.3.3.42b
	
	

	UE security information2
	OP
	
	UE security information2

10.3.3.42c
	
	REL-6

	UE Specific Behaviour Information 1 interRAT
	OP
	
	UE Specific Behaviour Information 1 interRAT 10.3.3.52
	This IE shall not be included in this version of the protocol
	

	UE capability container
	OP
	
	
	
	

	>UE radio access capability
	MP
	
	UE radio access capability 10.3.3.42
	
	

	>UE radio access capability extension
	MP
	
	UE radio access capability extension 10.3.3.42a
	Although this IE is not always required, the need has been set to MP to align with the ASN.1
	

	UE radio access capability compressed
	OP
	
	UE radio access capability compressed

10.3.3.42o
	
	REL-5

	UE radio access capability comp 2
	CV-Fdd
	
	UE radio access capability comp 2 10.3.3.42oa
	
	REL-6

	UE radio access capability comp for 1.28 Mcps 
	CV-128Tdd
	
	UE radio access capability comp for 1.28 Mcps TDD 10.3.3.42ob
	
	REL-8

	Support for F-DPCH
	OP
	
	Enumerated (TRUE)
	The IE shall be set to TRUE when F-DPCH is fully supported by the UE.

Absence of this information element indicates that F-DPCH is not fully supported
	REL-12


	Condition
	Explanation

	Fdd
	This IE is mandatory present for FDD, otherwise it is not needed.

	128Tdd
	This IE is mandatory present for 1.28 Mcps TDD, otherwise it is not needed.


//------------------------------------unmodified sections omitted------------------------------//
10.2.39
RRC CONNECTION REQUEST
RRC Connection Request is the first message transmitted by the UE when setting up an RRC Connection to the network.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	Radio Bearer IEs
	
	
	
	
	

	Predefined configuration status information
	MP
	
	Boolean
	TRUE indicates the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated
	REL-5

	UE information elements
	
	
	
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	Establishment cause
	MP
	
	Establishment cause 10.3.3.11
	
	

	Protocol error indicator
	MD
	
	Protocol error indicator 10.3.3.27
	Default value is FALSE
	

	>UE Specific Behaviour Information 1 idle
	OP
	
	UE Specific Behaviour Information 1 idle

10.3.3.51
	This IE shall not be included in this version of the protocol
	

	Domain indicator
	MP
	
	CN domain identity 10.3.1.1
	
	REL-6

	CS Call type
	CV-CS-Domain
	
	Enumerated (speech, video, other)
	One spare value is needed
	REL-6

	UE capability indication
	OP
	
	Enumerated (HS-DSCH, HS-DSCH+E-DCH)
	Absence of this IE implies that neither HS-DSCH nor E-DCH are supported by the UE
	REL-6

	MBMS Selected Services
	OP
	
	MBMS Selected Services Short 10.3.9a.7d
	
	REL-6

	UE Mobility State Indicator
	MD
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4] either the High mobility state is not applicable or it has not been detected by the UE.
	REL-7

	Support for F-DPCH
	OP
	
	Enumerated (TRUE)
	The IE shall be set to TRUE when F-DPCH is fully supported by the UE.

Absence of this information element indicates that F-DPCH is not fully supported
	REL-6

	Support for Enhanced F-DPCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH state.

Note 1
	REL-7

	MAC-ehs support
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates that UE supports MAC-ehs, octet aligned transport block table, the use of special value of HE field to indicate end of an SDU for RLC AM and different HS-SCCHs in contiguous TTIs. The absence of this IE indicates that the UE does not support either MAC-ehs, octet aligned transport block table or the use of special value of HE field to indicate end of an SDU for RLC AM or different HS-SCCHs in contiguous TTIs.
	REL-7

	DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	Support of common E-DCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DCH enhanced random access in CELL_FACH state and Idle mode.

Note 1
	REL-8

	Multi cell support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support dual cell operations on adjacent frequencies
	REL-8

	Dual cell MIMO support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support dual cell with MIMO operation on adjacent frequencies.
	REL-9

	More than two cell or MIMO mode with four transmit antennas support
	OP
	
	Enumerated (higher rate, lower rate)
	For FDD, the absence of this IE indicates that the UE does not support multi-cell operation on more than two cells.

For 1.28 Mcps TDD, the absence of this IE indicates that the UE does not support MU-MIMO. If present, higher rate indicates uplink and downlink MU-MIMO, lower rate indicates uplink MU-MIMO
	REL-10

	
	
	
	
	For FDD, the absence of this IE indicates that the UE does not support multi-cell operation on more than two cells or MIMO mode with four transmit antennas.

For 1.28 Mcps TDD, the absence of this IE indicates that the UE does not support MU-MIMO. If present, higher rate indicates uplink and downlink MU-MIMO, lower rate indicates uplink MU-MIMO
	REL-11

	Pre-redirection info
	OP
	
	Pre-redirection info

10.3.3.25a
	The presence of this IE indicates the UE support of radio access technologies that the UE could be directed to, and that the UE was not redirected from EUTRA.
	REL-8

	Support of MAC-i/is
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation. 
	REL-8

	Support of SPS operation
	OP
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support SPS operation.
	REL-8

	Support for CS Voice over HSPA
	OP
	
	Enumerated (TRUE)
	The IE indicates the UE’s support for CS Voice over HSPA, if set.
	REL-8

	System Information Container Stored Indicator
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates that the UE is accessing the cell using System Information stored in the variable SYSTEM_INFORMATION_CONTAINER
	REL-9

	Support of the first Frequency Band
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates the UE supports the 1st band broadcased in SIB5/5bis.

For 1.28 Mcps TDD, the IE also indicates support band e if no band is broadcasted in SIB5/5bis.
	REL-10

	Support of the second Frequency Band
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates the UE supports the 2nd band broadcased in SIB5/5bis.

For 1.28 Mcps TDD, the IE also indicates support band f if no band is broadcasted in SIB5/5bis.
	REL-10

	CSFB Indication
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates that the RRC Connection Request is due to CSFB call initiated in E-UTRA.
	

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	

	Access stratum release indicator
	MP
	
	Enumerated(REL-4,
	Absence of the IE implies R99.

The IE also indicates the release of the RRC transfer syntax supported by the UE.

7 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8,
	
	REL-8

	
	
	
	REL-9,
	
	REL-9

	
	
	
	REL-10,
	
	REL-10

	
	
	
	REL-11,
	
	REL-11

	
	
	
	REL-12)
	
	REL-12


NOTE 1:
For 1.28 Mcps TDD, UE supporting HS-PDSCH in CELL_FACH always supports E-DCH enhanced random access in CELL_FACH state and Idle mode, and vice versa.
	Condition
	Explanation

	CS-Domain
	This IE is mandatory present if the IE "Domain indicator" has the value "CS domain". Otherwise it is not needed.


If the encoded message does not fill a transport block, the RRC layer shall insert padding according to subclause 12.1.

//------------------------------------unmodified sections omitted------------------------------//
10.2.63
UTRAN MOBILITY INFORMATION CONFIRM
This message is used to confirm the new UTRAN mobility information for the UE.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Uplink integrity protection activation info
	OP
	
	Integrity protection activation info 10.3.3.17
	
	

	Other Information Elements
	
	
	
	
	REL-7

	Deferred measurement control reading
	OP
	
	Enumerated (TRUE)
	Indicates the UE has not read SIB11, SIB11bis and SIB12.
	REL-7

	Logged Meas Available
	OP
	
	Enumerated (TRUE)
	Indicates the UE has logged measurements to report to the network
	REL-10

	RB Information elements
	
	
	
	
	

	COUNT-C activation time
	OP
	
	Activation time

10.3.3.1
	Used for radio bearers mapped on RLC-TM. Only applicable if the UE is moving to CELL_DCH state due to this procedure
	

	Uplink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	
	

	>START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	


//------------------------------------unmodified sections omitted------------------------------//
10.3.3.42
UE radio access capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access stratum release indicator
	MP
	
	Enumerated(R99)
	Indicates the release of the UE according to [35]. The IE also indicates the release of the RRC transfer syntax supported by the UE.
	

	
	CV-not_rrc_connectionSetupComplete
	
	Enumerated(REL-4,
	7 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8,
	
	REL-8

	
	
	
	REL-9,
	
	REL-9

	
	
	
	REL-10,
	
	REL-10

	
	
	
	REL-11,
	
	REL-11

	
	
	
	REL-12)
	
	REL-12

	DL capability with simultaneous HS-DSCH configuration
	CV-not_iRAT_HoInfo
	
	Enumerated(32kbps, 64kbps, 128kbps, 384kbps)
	
	REL-5

	PDCP capability
	MP
	
	PDCP capability 10.3.3.24
	
	

	RLC capability
	MP
	
	RLC capability 10.3.3.34
	
	

	Transport channel capability
	MP
	
	Transport channel capability 10.3.3.40
	
	

	RF capability FDD
	OP
	
	RF capability FDD 10.3.3.33
	
	

	RF capability TDD
	OP
	
	RF capability TDD 10.3.3.33b
	One "TDD RF capability" entity shall be included for every Chip rate capability supported.
	

	
	
	1 to 2
	
	Note 1
	REL-4

	RF capability TDD 1.28 Mcps
	CV-iRAT_HoInfo
	
	RF capability TDD 1.28 Mcps 10.3.3.33c
	Note 1
	REL-4

	Physical channel capability
	MP
	
	Physical channel capability 10.3.3.25
	
	

	UE multi-mode/multi-RAT capability
	MP
	
	UE multi-mode/multi-RAT capability 10.3.3.41
	
	

	Security capability
	MP
	
	Security capability 10.3.3.37
	
	

	UE positioning capability
	MP
	
	UE positioning capability 10.3.3.45
	
	

	Measurement capability
	OP
	
	Measurement capability 10.3.3.21
	
	

	Measurement capability TDD
	OP
	
	Measurement capability TDD 10.3.3.21b
	
	REL-8

	Device type
	MD
	
	Enumerated (DoesNotBenefitFromBatteryConsumptionOptimisation)
	Absence of this value means that the device does benefit from NW-based battery consumption optimisation.

UE may set the value to 

DoesNotBenefitFromBatteryConsumptionOptimisation when it does not foresee to particularly benefit from NW-based
The IE is not needed in the INTER RAT HANDOVER INFO message.
	REL-6

	Support for System Information Block type 11bis
	OP
	
	Enumerated (TRUE)
	
	REL-6

	
	
	
	
	The IE shall be present and set to TRUE
	REL-7

	Support for F-DPCH
	CV-not_iRAT_HoInfo 
	
	Enumerated (TRUE)
	The IE shall be set to TRUE when F-DPCH is fully supported by the UE.

Absence of this information element indicates that F-DPCH is not fully supported
	REL-6

	MAC-ehs support
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates that UE supports MAC-ehs, the use of special value of HE field to indicate end of an SDU for RLC AM, octet aligned transport block table and different HS-SCCHs in contiguous TTIs.

The absence of this IE indicates that the UE does not support either MAC-ehs, octet aligned transport block table or the use of special value of HE field to indicate end of an SDU for RLC AM or different HS-SCCHs in contiguous TTIs.
	REL-7

	UE specific capability Information LCR TDD
	OP
	
	Enumerated (NF, TriRxUniTx, TriRxTriTx, HexRxUniTx, HexRxTriTx, HexRxHexT,
	For 1.28 Mcps TDD only


	REL-7

	
	
	
	 TwoRxUniTxDiscontiguous, TwoRxTwoTxDiscontiguous, TwoRxUniTxContiguous, TwoRxTwoTxContiguous)
	TwoRxUniTxDiscontiguous and TwoRxTwoTxDiscontiguous mean that the UE is capable of supporting two non-adjacent carriers. TwoRxUniTxContiguous and TwoRxTwoTxContiguous mean that the UE is only capable of supporting two adjacent carriers. 6 spare values needed. Note 3.
	REL-10

	Support for E-DPCCH Power Boosting
	OP
	
	Enumerated

(TRUE)
	The

absence of this IE indicates that the E-DPCCH Power Boosting is not supported. The presence of this IE indicates that the E-DPCCH Power Boosting is  supported by the UE.
	REL-7

	Support of common E-DCH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DCH enhanced random access in CELL_FACH state and Idle mode.
	REL-8

	Support of MAC-i/is
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation. 
	REL-8

	Support of Common E-RGCH based interference control
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Common E-RGCH based interference control in CELL_FACH state.
	REL-11

	Support of Fallback to R99 PRACH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Fallback to R99 PRACH in CELL_FACH state and IDLE mode.
	REL-11

	Support of Concurrent deployment
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Concurrent deployment of 2ms and 10ms TTI in a cell in CELL_FACH state and IDLE mode.
	REL-11

	Support of TTI alignment and Per HARQ process
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support TTI alignment and Per HARQ process activation and de-activation in CELL_FACH state and IDLE mode.
	REL-11

	Support of SPS operation
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support SPS operation.
	REL-8

	Support of Control Channel DRX operation
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support Control Channel DRX operation
	REL-8

	Support of CSG
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support access control based on CSG
	REL-8

	Support for Two DRX schemes in URA_PCH and CELL_PCH
	OP
	
	Enumerated
(TRUE)
	The absence of this IE indicates that the UE does not support Two DRX schemes in URA_PCH and CELL_PCH
	REL-7

	Support for E-DPDCH power interpolation formula 
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DPDCH power interpolation formula when 16QAM is not configured
	REL-7

	Support for absolute priority based cell re-selection in UTRAN
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support absolute priority based cell re-selection to UTRA inter-frequency
	REL-8

	Support of MU-MIMO
	OP
	
	Enumerated (Uplink, Uplink and Downlink)
	The absence of this IE indicates that the UE does not support MU-MIMO. This IE is used for 1.28 Mcps TDD only
	REL-10

	Radio Access Capability Band Combination List
	CV-not_iRAT_HoInfo
	1 to 16
	
	The absence of this IE indicates that the UE does not support Dual Band Operation. 
	REL-9

	>Band Combination 
	MP
	
	Integer(1..256)
	The integer value n indicates that the nth DB-DC Configuration (A,B) in table 5.0AA in [21] is supported by the UE.
	REL-9

	>Supported Carrier Combination 
	OP
	
	
	Absence of this IE means that the UE only supports the carrier combination (1,1) for this band combination (A,B). If carrier combination (X,Y) is supported, then carrier combination (M,N) is supported, where 1<=M<=X and 1<=N<=Y, so the corresponding value for that carrier combination  (M,N) should be set to TRUE.

Carrier combination (X,Y) for a band combination (A,B) refers to a block of X contiguous carriers in Band A and a block of Y contiguous carriers in Band B.
	REL-10

	>>Carrier Combination (1,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,2) is supported for this band combination (A,B).
	REL-10

	>>Carrier Combination (2,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,1) is supported for this band combination (A,B).
	REL-10

	>>Carrier Combination (1,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,3) is supported for this band combination (A,B).
	REL-10

	>>Carrier Combination (3,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,1) is supported for this band combination (A,B).
	REL10

	>>Carrier Combination (2,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,2) is supported for this band combination (A,B).
	REL-10

	>>Carrier Combination (1,4)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,4) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (4,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (4,1) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (1,5)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,5) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (5,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (5,1) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (1,6)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,6) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (6,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (6,1) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (1,7)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,7) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (7,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (7,1) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (2,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,3) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (3,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,2) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (2,4)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,4) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (4,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (4,2) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (2,5)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,5) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (5,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (5,2) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (2,6)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,6) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (6,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (6,2) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (3,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,3) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (3,4)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,4) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (4,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (4,3) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (4,4)
	MP
	
	Boolean
	The value TRUE means that carrier combination (4,4) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (3,5)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,5) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (5,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (5,3) is supported for this band combination (A,B).
	REL-11

	>Supported Multiflow Combination
	OP
	
	
	Presence of this IE indicates that UE supports Multiflow for this band combination. Note 5.
	REL-11

	>>Number of cells in band A
	MP
	
	Integer(1..6)
	Total number of cells in band A that can be configured to a UE as a part of Multiflow configuration. In this version of the specification, the maximum value is 2.
	REL-11

	>>Number of frequencies in band A
	MP
	
	Integer(1..3)
	Total number of frequencies in band A, across which the Multiflow can be configured. In this version of the specification, the maximum value is 1.
	REL-11

	>>Number of cells in band B
	MP
	
	Integer(1..6)
	Total number of cells in band B that can be configured to a UE as a part of Multiflow configuration. In this version of the specification, the maximum value is 2.
	REL-11

	>>Number of frequencies in band B
	MP
	
	Integer(1..3)
	Total number of frequencies in band B, across which the Multiflow can be configured. In this version of the specification, the maximum value is 1.
	REL-11

	Support of TX Diversity on DL Control Channels by MIMO Capable UE when MIMO operation is active
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-7

	
	
	
	
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH, F-TPICH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-11

	Support of enhanced TS0
	OP
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.

The absence of this IE indicates that the UE does not support the enhanced TS0
	REL-9

	Support for cell-specific Tx diversity configuration for dual-cell operation
	CV-

Dual_Cell_HSDPA_supported
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support cell-specific Tx diversity configuration when configured for dual-cell operation. 
	REL-8

	CSG proximity indication capability
	CV-not_iRAT_HoInfo
	
	CSG proximity indication capability 10.3.3.8a
	
	REL-9

	Neighbour Cell SI acquisition capability
	CV-not_iRAT_HoInfo
	
	Neighbour Cell SI acquisition capability 10.3.3.21c
	
	REL-9

	Extended measurements Support
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE supports the extended measurement identity range 17 to 32.
	REL-9

	Support for dual cell with MIMO operation in different bands
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support dual cell with MIMO operation in different bands
	REL-10

	UE based network performance measurements parameters
	CV-not_iRAT_HoInfo
	
	UE based network performance measurements parameters 10.3.3.53
	
	REL-10

	Support of UTRAN ANR
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support UTRAN ANR.
	REL-10

	IMS Voice capability
	CV-not_iRAT_HoInfo
	
	IMS Voice capability 10.3.3.14b
	
	REL-9

	Multiflow capability
	CV-not_iRAT_HoInfo
	
	UE Multiflow capability 10.3.3.21ba
	
	REL-11

	Support of MAC-ehs window size extension
	OP
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only, the absence of this IE indicates that the UE does not support IE "MAC-ehs window size extension".

Note 4.
	REL-9

	Support of UM RLC re-establishment via reconfiguration
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support UM RLC re-establishment via reconfiguration.
	REL-10

	Support of HS-DPCCH power offset extension
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support the HS-DPCCH power offset extension.  
	REL-11

	Support of STTD on DL Control Channels when Multiflow operation is active
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that a Multiflow capable UE does not support STTD on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH, F-TPICH) when Multiflow operation is active. 
	REL-11

	Support of non-rectangular resource allocation
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.The absence of this IE indicates that the UE does not support the non-rectangular resource allocation.
	REL-12

	Support of DSAC and PPAC update in CELL_DCH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DSAC and PPAC update in CELL_DCH.
	REL-12

	Support of Enhanced Serving Cell Change for Event 1c
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Enhanced Serving Cell Change for Event 1c operation.
	REL-12

	Support of cell reselection indication reporting
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support the report of Cell Reselection Indication during common E-DCH transmission.
	REL-12

	Support of DPCCH2
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH2 transmission.
	REL-12

	Support of Serving E-DCH cell decoupling
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Serving E-DCH cell decoupling operation.
	REL-12

	Support of Radio Links without DPCH/F-DPCH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Radio Links without DPCH/F-DPCH.
	REL-12

	Note 1:
The second entity of the "RF capability TDD" is not needed in the INTER RAT HANDOVER INFO message: if both TDD 3.84/7.68 Mcps and TDD 1.28 Mcps are supported, the "RF capability TDD 1.28 Mcps" entity shall be used for TDD 1.28 Mcps; the "UE power class" in the "RF capability TDD" entity shall apply for both chip rates.

	Note 2:
For 1.28 Mcps TDD, UE supporting E-DCH enhanced random access in CELL_FACH state and Idle mode always supports HS-PDSCH reception in CELL_FACH, CELL_PCH and URA_PCH state and CELL_FACH HS-DSCH DRX operation.

	Note 3:
Two non-adjacent carriers can be in the same band or in two different bands.

	Note 4:
This IE should always be set to “TRUE” in this version of the specification.

	Note 5:
If the Multiflow scenario dual-band three cells on two frequencies is supported in band combination A&B (2 cells in band A and 1 cell in band B), then it is also supported in band combination B&A (2 cells in band B and 1 cell in band A).


	Condition
	Explanation

	not_rrc_connectionSetupComplete
	The IE is not needed in the RRC CONNECTION SETUP COMPLETE message. Otherwise the IE is mandatory present.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.

	iRAT_HoInfo
	The IE is optional in the INTER RAT HANDOVER INFO message. Otherwise, the IE is not needed.

	Dual_Cell_HSDPA_supported
	This IE is optionally present if Dual-Cell HSDPA is supported. Otherwise it is not needed.

The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.


//------------------------------------unmodified sections omitted------------------------------//
10.3.3.42oa
UE radio access capability comp 2
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	FDD physical channel capability for HS-PDSCH/E-DCH
	OP
	
	
	Absent if HS-PDSCH and E-DCH are not supported
	REL-6

	>DL capability with simultaneous HS-DSCH configuration
	OP
	
	Enumerated (32, 64, 128, 384)
	Unit: kbps.

This IE is always required, but the need is set to OP to align with ASN.1
	REL-6

	>HS-DSCH physical layer category
	MP
	
	Integer (1..64)
	As defined in [35]

Values 13...64 are spare.
	REL-6

	>HS-DSCH physical layer category extension
	OP
	
	Integer (1..20)
	As defined in [35].
See Note 1.
	REL-7

	>HS-DSCH physical layer category extension 2
	OP
	
	Integer (21..24)
	As defined in [35].
See Note 2.
	REL-8

	>HS-DSCH physical layer category extension 3
	OP
	
	Integer (25..28)
	As defined in [35].

See Note 3.
	REL-9

	>HS-DSCH physical layer category extension 4
	OP
	
	Integer (29,30)
	As defined in [35].

See Note 4.
	REL-10

	>HS-DSCH physical layer category extension 5
	OP
	
	Integer (31,32)
	As defined in [35].

See Note 5.
	REL-10

	>HS-DSCH physical layer category extension 6
	OP
	
	Integer (33,34)
	As defined in [35].

See Note 6.
	REL-11

	>HS-DSCH physical layer category extension 7
	OP
	
	Integer (35,36)
	As defined in [35].

See Note 7.
	REL-11

	>HS-DSCH physical layer category extension 8
	OP
	
	Integer (37,38)
	As defined in [35].

See Note 8.
	REL-11

	>CHOICE Support of E-DCH
	MP
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-6

	>>>E-DCH physical layer category extension
	OP
	
	Integer (7)
	As defined in [35].
	REL-7

	>>>E-DCH physical layer category extension 2
	OP
	
	Integer

(8..9)
	As defined in [35].
	REL-9

	>>>E-DCH physical layer category extension 3
	OP
	
	Integer(10..12)
	As defined in [35].
	REL-11

	>>Unsupported
	
	
	
	(no data)
	REL-6

	Support for F-DPCH
	CV-not_iRAT_HoInfo 
	
	Enumerated (TRUE)
	
	REL-6

	
	
	
	
	The IE shall be set to TRUE when F-DPCH is fully supported by the UE.

Absence of this information element indicates that F-DPCH is not fully supported
	REL-7

	HS-SCCHless HS-DSCH operation support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCHless HS-DSCH operation.
	REL-7

	Enhanced F-DPCH support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH
	REL-7

	HS-PDSCH in CELL_PCH and URA_PCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH in neither CELL_PCH nor URA_PCH states.
	REL-7

	DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	Slot Format #4 support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Slot Format #4
	REL-7

	Support for CS Voice over HSPA
	OP
	
	Enumerated (TRUE)
	The IE indicates the UE’s support for CS Voice over HSPA, if set.
	REL-8

	Support for E-DPCCH Power Boosting
	OP
	
	Enumerated

(TRUE)
	The

absence of this IE indicates that the E-DPCCH Power Boosting is not supported. The presence of this IE indicates that the E-DPCCH Power Boosting is supported by the UE.
	REL-7

	Support of MAC-i/is
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation. 
	REL-8

	Support of TX Diversity on DL Control Channels by MIMO Capable UE when MIMO operation is active
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-7

	
	
	
	
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH, F-TPICH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-11

	Support of HS-DPCCH power offset extension
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support the HS-DPCCH power offset extension.
	REL-11

	Support of DSAC and PPAC update in CELL_DCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DSAC and PPAC update in CELL_DCH.
	REL-12

	Support for DCH Enhancements
	OP
	
	Enumerated (Basic, Full)
	The absence of this IE indicates that the UE does not support DCH Enhancements
	REL-12

	Simultaneous support for DCH Enhancements and Compressed Mode operation
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support simultaneous operation of DCH Enhancements and Compressed Mode.
	REL-12

	Simultaneous support for DCH Enhancements and DPCCH Discontinuous Transmission
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support simultaneous operation of DCH Enhancements and DPCCH Discontinuous Transmission.
	REL-12


NOTE 1:
This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is configured.

NOTE 2:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation is configured.

NOTE 3:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation with MIMO on adjacent frequencies or in different bands is configured.

NOTE 4:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on three cells.

NOTE 5:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on four cells.

NOTE 6:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on five or six cells.

NOTE 7:
This IE corresponds to the HS-DSCH category supported by the UE when it is configured with multi-cell operation on seven or eight cells.

NOTE 8:
This IE corresponds to the HS-DSCH category supported by the UE when MIMO mode with four transmit antennas operation is configured.

	Condition
	Explanation

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.


//------------------------------------unmodified sections omitted------------------------------//
10.3.7.23
Inter-RAT cell info list
Contains the information for the list of measurement objects for an inter-RAT measurement.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Inter-RAT cell removal
	MP
	
	
	
	

	>Remove all inter-RAT cells
	
	
	
	(no data)
	

	>Remove some inter-RAT cells
	
	
	
	
	

	>>Removed inter-RAT cells
	MP
	1 to <maxCellMeas>
	
	
	

	>>>Inter-RAT cell id
	MP
	
	Integer(0 .. <maxCellMeas> - 1)
	
	

	>Remove no inter-RAT cells
	
	
	
	(no data)
	

	New inter-RAT cells 
	MP
	1 to <maxCellMeas>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>Inter-RAT cell id
	OP
	
	Integer(0 .. <maxCellMeas> - 1)
	
	

	>CHOICE Radio Access Technology
	MP
	
	
	
	

	>>GSM
	
	
	
	
	

	>>>Cell individual offset
	MP
	
	Integer (-50..50 )
	In dB

Used to offset measured quantity value
	

	>>>Cell selection and re-selection info
	OP
	
	Cell selection and re-selection info for SIB11/12

10.3.2.4
	See subclause 8.6.7.3


	

	>>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	

	>>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	

	>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	

	>>IS-2000
	
	
	
	
	

	>>>System specific measurement info
	MP
	
	enumerated (frequency, timeslot, colour code, output power, PN offset)
	For IS-2000, use fields from TIA/EIA/IS-2000.5,

subclause 3. 7.3.3.2.27, Candidate Frequency Neighbour List Message
	

	>>None
	
	
	(no data)
	This value has been introduced to handle the case when IE "New inter-RAT cells" is not required
	

	Cells for measurement
	OP
	1 to <maxCellMeas>
	
	
	

	>Inter-RAT cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	

	Inter-RAT cell info indication
	CV-Message
	
	Integer (0..3)
	NOTE 1 and 2
	REL-5


	Condition
	Explanation

	Message
	The IE is optionally present in the MEASUREMENT CONTROL and in the SRNS RELOCATION INFO messages, otherwise the IE is not needed.


NOTE 1:
The UTRAN may choose not to use the "Inter-RAT cell info indication" value "0" in the MEASUREMENT CONTROL message, to distinguish that case from those cases where the UE receives the IE "Inter-RAT cell info list" in SIB11 or SIB12.

NOTE 2:
In case of an SRNS relocation, if the UE has been sent the "Inter-RAT cell info indication" in the MEASUREMENT CONTROL message and the IE "Inter-RAT cell info list" is included in the SRNS RELOCATION INFO sent from the source RNC to the target RNC, the "Inter-RAT cell info indication" should be included in the IE "Inter-RAT cell info list".

NOTE 3:
If the UTRAN configures a UE with a "Inter-RAT cell info list" containing a set of GSM cells where one or more cell(s) belong to DCS 1800 band and one or more cell(s) belong to PCS 1900 band, the UE behaviour is unspecified.
//------------------------------------unmodified sections omitted------------------------------//
10.3.7.42
Intra-frequency reporting quantity for RACH reporting
Contains the reporting quantity information for an intra-frequency measurement report, which is sent on the RACH.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	SFN-SFN observed time difference reporting indicator
	MP
	
	Enumerated(No report, type 1, type 2)
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Reporting quantity
	MP
	
	Enumerated(CPICH Ec/N0, CPICH RSCP, Pathloss, No report)
	

	>TDD
	
	
	
	

	>>Reporting quantity list
	MP
	1 to 2
	
	

	>>>Reporting quantity
	MP
	
	Enumerated(Timeslot ISCP, Primary CCPCH RSCP, No report)
	


//------------------------------------unmodified sections omitted------------------------------//
13.4.40
SECONDARY_CELL_MIMO_STATUS

This variable indicates whether the secondary serving HS-DSCH cells are operating in MIMO mode. See subclause 8.5.57 for actions related to the setting of this variable.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MIMO status
	MP
	1 to 7
	Boolean
	TRUE means the secondary cell of the UE is operating in MIMO mode.

Cleared when leaving CELL_DCH state or leaving multi cell operation.
	REL-11


//------------------------------------unmodified sections omitted------------------------------//
13.4.65

SECONDARY_CELL_MIMO_MODE_WITH_FOUR_TRANSMIT_ANTENNAS_STATUS
This variable indicates whether the secondary serving HS-DSCH cells are operating in MIMO mode with four transmit antennas. See subclause 8.5.80 for actions related to the setting of this variable.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Secondary cell MIMO mode with four transmit antennas status
	MP
	1 to 3
	Boolean
	TRUE means the secondary cell of the UE is operating in MIMO mode with four transmit antennas.

Cleared when leaving CELL_DCH state or leaving multi cell operation.
	REL-11


//------------------------------------unmodified sections omitted------------------------------//
14.1.2.4
Reporting event 1D: Change of best cell
When an intra-frequency measurement configuring event 1d is set up, the UE shall:

1>
create a variable BEST_CELL_1D_EVENT related to that measurement, which shall initially contain the best cell in the active set when the measurement is initiated;

1>
delete this variable when the measurement is released.

1>
As soon as the best cell in the active set has been evaluated by the UE (and stored in the BEST_CELL_1D_EVENT variable) and provided that there is more than one cell in the active set,  trigger an immediate measurement report with IEs set as below:

2>
set in "intra-frequency measurement event results"; "Intrafrequency event identity" to "1d" and "cell measurement event results" to the CPICH info of the primary CPICH stored in the BEST_CELL_1D_EVENT variable;

2>
set the IE "measured results" and the IE "additional measured results", and the IE "measured results on secondary UL frequency" and the IE "additional measured results on secondary UL frequency" according to subclause 8.4.2

When event 1D is configured in the UE, the UE shall:

1>
if IE "useCIO" is present and its value is TRUE, take into account the Cell Individual Offset for evaluation of the Equation 1 and 2, otherwise do not take it into account.
1>
if "Measurement quantity" is "pathloss" and Equation 1 below is fulfilled for a primary CPICH that is not stored in "Best cell" in variable BEST_CELL_1D_EVENT, or if "Measurement quantity" is "CPICH Ec/N0" or "CPICH RSCP", and Equation 2 below is fulfilled for a primary CPICH that is not stored in "Best cell" in variable BEST_CELL_1D_EVENT:

NOTE:
If the equations are simultaneously fulfilled for more than one primary CPICH, the UE should report only one event 1D, triggered by the best primary CPICH.

2>
if all required reporting quantities are available for that cell, and if the equations have been fulfilled for a time period indicated by "Time to trigger" and if IE "Triggering condition 2" is absent or if it is present and that primary CPICH is part of cells allowed to trigger the event according to "Triggering condition 2":

3>
set "best cell" in the variable BEST_CELL_1D_EVENT to that primary CPICH that triggered the event;

3>
send a measurement report with IEs set as below:

4>
set in "intra-frequency measurement event results"; "Intrafrequency event identity" to "1d" and "cell measurement event results" to the CPICH info of the primary CPICH that triggered the report.

4>
set the IE "measured results" and the IE "additional measured results", and the IE "measured results on secondary UL frequency" and the IE "additional measured results on secondary UL frequency" according to subclause 8.4.2.

This event is only applicable to the CELL_DCH state. Upon transition to CELL_DCH the UE shall:

1>
set "best cell" in the variable BEST_CELL_1D_EVENT to the best cell of the primary CPICHs included in the active set.

Equation 1 (Triggering condition for pathloss)
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Equation 2 (Triggering condition for all the other measurement quantities)
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The variables in the formula are defined as follows:

MNotBest is the measurement result of a cell not stored in "best cell" in the variable BEST_CELL_1D_EVENT.

CIONotBest is the cell individual offset of a cell not stored in "best cell" in the variable BEST_CELL_1D_EVENT.

MBest is the measurement result of the cell stored in "best cell" in variable BEST_CELL_1D_EVENT.

CIOBest is the cell individual offset of a cell stored in "best cell" in the variable BEST_CELL_1D_EVENT.

H1d is the hysteresis parameter for the event 1d.

If the measurement results are pathloss or CPICH-Ec/No then MNot Best and MBest are expressed as ratios.

If the measurement result is CPICH-RSCP then MNot Best and MBest are expressed in mW.
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Figure 14.1.2.4-1 [Informative]: A primary CPICH becomes better than the previously best primary CPICH

In this figure, the parameters hysteresis and time to trigger, as well as the cell individual offsets for all cells are equal to 0.

//------------------------------------unmodified sections omitted------------------------------//
14.5.2.1
Reporting event 5A: A predefined number of bad CRCs is exceeded
When this event is ordered by UTRAN in a measurement control message, the UE shall send a measurement report when the amount of bad CRCs during a predefined sliding window exceeds a predefined number.

The following three parameters are used in the scheme:

-
Total CRC = the length of the sliding window over which the number of bad CRCs are counted.

-
Bad CRC = the number of bad CRC that is required within the latest "Total CRC" received CRCs for the event to be triggered.

-
Pending after trigger = a new event can not be triggered until "Pending after trigger" CRCs have been received.
When a DCH is established, the UE shall begin to count the number of bad CRCs within the last "Total CRC" received CRCs. No event can be triggered until at least "Total CRC" CRCs have been received. For each new received CRC, the UE shall compare the number of bad CRCs within the latest "Total CRC" received CRCs with the parameter "Bad CRC". An event shall be triggered if the number of bad CRCs is equal or larger than "Bad CRC".

At the time when the event is triggered a pending time after trigger timer is started with the length of "Pending after trigger" CRCs. A new event can not be triggered until Pending after trigger" CRCs have been received. When Pending after trigger" CRCs have been received the event evaluation start again and a new event can be triggered.
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Figure 14.5.2.1-1: Event triggered CRC error reporting
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