Page 1



3GPP TSG-WG2 Meeting #88 
R2-145349
San Francisco, USA, 17- 21 Nov 2014
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.306
	CR
	0247
	rev
	-
	Current version:
	12.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Prohibit timer for SR

	
	

	Source to WG:
	Ericsson, Nokia Networks, Samsung, NTT DoCoMo

	Source to TSG:
	R2

	
	

	Work item code:
	TEI12
	
	Date:
	2014-11-27

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The only way to stop a logical channel from requesting resources upon data arrival is to not to allocate an LCG to that logical channel when SPS is not configured. If no LCG is allocated, the logical channel will never trigger a BSR, which - if no resources are allocated - will never trigger an SR. One drawback with this solution is that data for the logical channel may be delayed for a long time or not sent at all, because the UE may not trigger an SR for a potentially very long time and it can happen that the UE is requested to go to RRC idle state before having the possibility to send an SR. Another drawback with this approach is that the logical channel will never be reported in BSR and the eNB will not know how much data is buffered for that logical channel, and thus cause inaccurate scheduling.

	
	

	Summary of change:
	Capability bit for logical channel prohibit timer for SR is introduced.

	
	

	Consequences if not approved:
	UE capability signalling for the logical channel prohibit timer for SR feature will be missing.

	
	

	Clauses affected:
	4.3.X (new)

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS/TR ... TS 36.321, TS 36.331 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Start modified section

4.3
Parameters independent of the field ue-Category
<cut >
4.3.X
MAC parameters

4.3.X.1
logicalChannelSR-ProhibitTimer-r12
This field defines whether the UE supports the logicalChannelSR-ProhibitTimer as specified in TS 36.321 [4].
<cut>
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