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This document lists all changes needed to correct problems in the TTCN implementation of test case 18.1 which is part of the ‘IMS_34229_IWD_14wk37’ test suite in ATS ‘iwd-TTCN3-B2013-03_D14wk37’.
Change 1 – f_TC_18_1_IMS
	Function name
	f_TC_18_1_IMS

	Reason for change
	Facilitate sip:+123 and sip:123 forms

	Summary of change
	Input both forms into the receive template.

Note: this CR does not address the issue of tel:+123 vs tel:123. A possible solution might be to use the same approach for tel URI’s as we propose here for sip URI’s. 

	TTCN module
	IMS/18/IMS_CC_SMSTestcases

	MCC160 Comment
	


Before change

  function f_TC_18_1_IMS() runs on IMS_PTC

  {

    var IMS_DATA_REQ v_IMS_DATA_REQ;

    var template (value) MessageHeader v_MessageHeader_MessageMT;

    var MessageHeader v_MessageHeader;

    var MESSAGE_Request v_MESSAGE_RequestRX;

    var RP_DATA_ul_Type v_MoSMS;

    var template (value) RP_ACK_Type v_RPAck_TX;

    var RP_ACK_Type v_RPAck;

    var octetstring v_EncodedSMS;

    var template (value) RP_DATA_dl_Type v_SMSdl_StatusReport;

    var SipUrl v_ContactUrl;

    var integer v_Port_us;

    var InternetProtocol_Type v_Protocol;

    var SipUrl v_PAssertedIDUrl;

    var integer v_CSeqValue := tsc_MESSAGE_CSeqValue;

    var template (present) SipUrl v_SipUrl_PsiSmsc_tel := f_SIP_BuildSipUri_RX(tsc_IMS_PSI_SMSC);

    var template (present) SipUrl v_SipUrl_PsiSmsc_sip := cr_SipUrl_Common(c_sipScheme, cr_SipUriComponent(cr_UserInfo(px_SMS_SMSC_InternationalNumber), ?));

    var template (present) SipUrl v_SipUrl_PsiSmsc := (v_SipUrl_PsiSmsc_tel, v_SipUrl_PsiSmsc_sip); /* @sic R5s140304, R5-142157 sic@ */

    var CallidString v_PrevCallId;

    var CharStringList_Type v_PrevCallIdList := {};

    f_IMS_CC_Preamble(IPCAN_SignallingOnly, IMS_REGISTERED);     /* @sic R5s140469: test case applicable for GIBA as well sic@ */

    f_IMS_CC_StartSignalling(IPCAN_MO_IMS_Signalling);

    v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrl();

    v_Port_us := f_IMS_PTC_GetPort_us();

    f_UT_IMS_TriggerSMS(MMI);

    f_IMS_TestBody_Set(true);
…
After change

     function f_TC_18_1_IMS() runs on IMS_PTC

  {

    var IMS_DATA_REQ v_IMS_DATA_REQ;

    var template (value) MessageHeader v_MessageHeader_MessageMT;

    var MessageHeader v_MessageHeader;

    var MESSAGE_Request v_MESSAGE_RequestRX;

    var RP_DATA_ul_Type v_MoSMS;

    var template (value) RP_ACK_Type v_RPAck_TX;

    var RP_ACK_Type v_RPAck;

    var octetstring v_EncodedSMS;

    var template (value) RP_DATA_dl_Type v_SMSdl_StatusReport;

    var SipUrl v_ContactUrl;

    var integer v_Port_us;

    var InternetProtocol_Type v_Protocol;

    var SipUrl v_PAssertedIDUrl;

    var integer v_CSeqValue := tsc_MESSAGE_CSeqValue;

    var template (present) SipUrl v_SipUrl_PsiSmsc_tel := f_SIP_BuildSipUri_RX(tsc_IMS_PSI_SMSC);

    var template (present) SipUrl v_SipUrl_PsiSmsc_sip := cr_SipUrl_Common(c_sipScheme, cr_SipUriComponent(cr_UserInfo((px_SMS_SMSC_InternationalNumber,"+" & px_SMS_SMSC_InternationalNumber)), ?));

    var template (present) SipUrl v_SipUrl_PsiSmsc := (v_SipUrl_PsiSmsc_tel, v_SipUrl_PsiSmsc_sip); /* @sic R5s140304, R5-142157 sic@ */

    var CallidString v_PrevCallId;

    var CharStringList_Type v_PrevCallIdList := {};

    f_IMS_CC_Preamble(IPCAN_SignallingOnly, IMS_REGISTERED);     /* @sic R5s140469: test case applicable for GIBA as well sic@ */

    f_IMS_CC_StartSignalling(IPCAN_MO_IMS_Signalling);

    v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrl();

    v_Port_us := f_IMS_PTC_GetPort_us();

    f_UT_IMS_TriggerSMS(MMI);

    f_IMS_TestBody_Set(true);
…
Change 2 – cr_UserInfo
	Template name
	 cr_UserInfo

	Reason for change
	 See Change 1

	Summary of change
	 Turned first argument into a template

	TTCN module
	 Common/IMS/IMS_SIP_Templates

	MCC160 Comment
	


Before change

  template (present) UserInfo cr_UserInfo(charstring p_UserName,

                                          template charstring p_Password := *) :=

  { /* @status    APPROVED (IMS) */

    userOrTelephoneSubscriber := p_UserName,

    password := p_Password

  }; 
After change

     template (present) UserInfo cr_UserInfo(template charstring p_UserName,

                                          template charstring p_Password := *) :=

  { /* @status    APPROVED (IMS) */

    userOrTelephoneSubscriber := p_UserName,

    password := p_Password

  };
