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	Reason for change:
	According to 24.237 12.2.3B.1, for PS to CS SRVCC for originating calls in pre-alerting state:
The SC UE shall apply the procedures in subclauses 12.2.3B.3.3 if one of the following is true:

1)
there are zero, one or more dialogs supporting a session with speech media component and a SIP INVITE request was sent by SC UE such that:

……
D)
the SC UE included in the SIP INVITE request a Contact header field containing the g.3gpp.ps2cs-srvcc-orig-pre-alerting media feature tag as described in annex C; and
E)
a SIP 1xx response to the SIP INVITE request was received where the SIP 1xx response contained a Feature-Caps header field with the g.3gpp.ps2cs-srvcc-orig-pre-alerting feature-capability indicator as described in annex C; or
Currently the SS is not sending a Feature-Caps header field indicating network support  for bSRVCC procedures.

	
	

	Summary of change:
	Include a feature-caps header field contianing the feature capability indicator “g.3gpp.ps2cs-srvcc-orig-pre-alerting” in the 183 Session Progress message sent from the SS, if the UE under test is supporting bSRVCC. A corresponding prose CR on 34.229-1 will be raised at RAN5#65.
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	A conformant UE may fail the bSRVCC test cases due to the SS not indicating network support for the feature
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Change 1
	Function name
	f_IMS_Inviteresponse_183_MessageHeaderTX()

	Reason for change
	According to 24.237 12.2.3B.1, for PS to CS SRVCC for iriginating calls in pre-alerting state:

The SC UE shall apply the procedures in subclauses 12.2.3B.3.3 if one of the following is true:

1)
there are zero, one or more dialogs supporting a session with speech media component and a SIP INVITE request was sent by SC UE such that:

……
D)
the SC UE included in the SIP INVITE request a Contact header field containing the g.3gpp.ps2cs-srvcc-orig-pre-alerting media feature tag as described in annex C; and
E)
a SIP 1xx response to the SIP INVITE request was received where the SIP 1xx response contained a Feature-Caps header field with the g.3gpp.ps2cs-srvcc-orig-pre-alerting feature-capability indicator as described in annex C; or
Currently the SS is not sending a Feature-Caps header field indicating network support  for bSRVCC procedures..

	Summary of change
	Include a feature-caps header field contianing the feature capability indicator “g.3gpp.ps2cs-srvcc-orig-pre-alerting” in the 183 Session Progress message sent from the SS, if the UE under test is supporting bSRVCC. A corresponding prose CR on 34.229-1 will be raised at RAN5#65.

	TTCN module
	IMS_Procedures_CallControl.ttcn


Before change

    function f_IMS_InviteResponse_183_MessageHeaderTX(INVITE_Request p_InviteRequest,

                                                    OptionTag_List p_AdditionalOptionTagsForRequire := tsc_OptionTagList_Empty,

                                                    charstring p_ContactUri := px_IMS_CalleeContactUri,

                                                    template (omit) SemicolonParam_List p_AditionalContactParams := omit,

                                                    boolean p_IsEmergency := false,

                                                    boolean p_Video := tsc_IMS_VideoFeature) runs on IMS_PTC return template (value) MessageHeader

  { /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    var MessageHeader v_MessageHeader_Invite := p_InviteRequest.msgHeader;

    var template (value) MessageHeader v_MessageHeader_Response := cs_MessageHeader_Dummy;

    var template (omit) SemicolonParam_List v_ContactParams := p_AditionalContactParams;

    var OptionTag_List v_OptionTag_List := tsc_OptionTagList_100rel & p_AdditionalOptionTagsForRequire;    // @sic R5-133629 sic@

    var template (value) RouteBody_List v_RouteBodyList := f_IMS_RouteSet_MO_Call_TX(p_IsEmergency);       /* @sic R5s130756 change 8: p_IsEmergency sic@ */

    v_MessageHeader_Response.recordRoute     := cs_RecordRoute(v_RouteBodyList);

    v_MessageHeader_Response.via             := v_MessageHeader_Invite.via;

    v_MessageHeader_Response.require         := cs_Require(v_OptionTag_List); // @sic R5s130333 change 3 sic@

    v_MessageHeader_Response.fromField       := v_MessageHeader_Invite.fromField;

    v_MessageHeader_Response.toField         := f_IMS_Response_ToHeaderTX(v_MessageHeader_Invite); /* @sic R5-131897, R5-132063 - generic handling of to-tags sic@ */

    v_MessageHeader_Response.rSeq            := cs_RSeq(tsc_IMS_RSeqNumFor183);

    v_MessageHeader_Response.callId          := v_MessageHeader_Invite.callId;

    v_MessageHeader_Response.sessionId       := v_MessageHeader_Invite.sessionId;   /* @sic R5s130195 BASELINE MOVING 2013 - SessionId sic@ */

    v_MessageHeader_Response.cSeq            := v_MessageHeader_Invite.cSeq;

    v_MessageHeader_Response.contentType     := cs_ContentTypeSDP;

    if (p_IsEmergency) {    // Condition A5

      v_MessageHeader_Response.pAssertedID   := cs_PAssertedId(f_SIP_BuildSipUri_lr_TX(tsc_IMS_Emergency_TelUri));

    }

    if (p_Video) { // @sic R5s130109 sic@

      v_ContactParams := f_SemicolonParam_List_Add_TX(v_ContactParams, cs_GenericParam("video"));

    }

    v_MessageHeader_Response.contact         := cs_Contact(f_SIP_BuildSipUri_TX(p_ContactUri), v_ContactParams);

    return v_MessageHeader_Response;

  }
After change


  function f_IMS_InviteResponse_183_MessageHeaderTX(INVITE_Request p_InviteRequest,

                                                    OptionTag_List p_AdditionalOptionTagsForRequire := tsc_OptionTagList_Empty,

                                                    charstring p_ContactUri := px_IMS_CalleeContactUri,

                                                    template (omit) SemicolonParam_List p_AditionalContactParams := omit,

                                                    boolean p_IsEmergency := false,

                                                    boolean p_Video := tsc_IMS_VideoFeature) runs on IMS_PTC return template (value) MessageHeader

  { /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    var MessageHeader v_MessageHeader_Invite := p_InviteRequest.msgHeader;

    var template (value) MessageHeader v_MessageHeader_Response := cs_MessageHeader_Dummy;

    var template (omit) SemicolonParam_List v_ContactParams := p_AditionalContactParams;

    var OptionTag_List v_OptionTag_List := tsc_OptionTagList_100rel & p_AdditionalOptionTagsForRequire;    // @sic R5-133629 sic@

    var template (value) RouteBody_List v_RouteBodyList := f_IMS_RouteSet_MO_Call_TX(p_IsEmergency);       /* @sic R5s130756 change 8: p_IsEmergency sic@ */

    v_MessageHeader_Response.recordRoute     := cs_RecordRoute(v_RouteBodyList);

    v_MessageHeader_Response.via             := v_MessageHeader_Invite.via;

    v_MessageHeader_Response.require         := cs_Require(v_OptionTag_List); // @sic R5s130333 change 3 sic@

    v_MessageHeader_Response.fromField       := v_MessageHeader_Invite.fromField;

    v_MessageHeader_Response.toField         := f_IMS_Response_ToHeaderTX(v_MessageHeader_Invite); /* @sic R5-131897, R5-132063 - generic handling of to-tags sic@ */

    v_MessageHeader_Response.rSeq            := cs_RSeq(tsc_IMS_RSeqNumFor183);

    v_MessageHeader_Response.callId          := v_MessageHeader_Invite.callId;

    v_MessageHeader_Response.sessionId       := v_MessageHeader_Invite.sessionId;   /* @sic R5s130195 BASELINE MOVING 2013 - SessionId sic@ */

    v_MessageHeader_Response.cSeq            := v_MessageHeader_Invite.cSeq;

    v_MessageHeader_Response.contentType     := cs_ContentTypeSDP;

    if (p_IsEmergency) {    // Condition A5

      v_MessageHeader_Response.pAssertedID   := cs_PAssertedId(f_SIP_BuildSipUri_lr_TX(tsc_IMS_Emergency_TelUri));

    }

    if (p_Video) { // @sic R5s130109 sic@

      v_ContactParams := f_SemicolonParam_List_Add_TX(v_ContactParams, cs_GenericParam("video"));

    }

    v_MessageHeader_Response.contact         := cs_Contact(f_SIP_BuildSipUri_TX(p_ContactUri), v_ContactParams);

    if (pc_BSRVCC) {

      v_MessageHeader_Response.featureCaps   := cs_FeatureCaps(tsc_IMS_FeatureCap_SrvccPreAlerting);

    }
    return v_MessageHeader_Response;

  }

Change 2
	Function name
	New constant 

	Reason for change
	 See change 1

	Summary of change
	Define feature capability indicator for bSRVCC

	TTCN module
	IMS_Common_Defs.ttcn


New constant
…………

      const charstring tsc_IMS_FeatureCap_SrvccAlerting  := "+g.3gpp.srvcc-alerting";      /* @sic R5-142287 change 1, 2 sic@

                                                                                          @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT) */

  const charstring tsc_IMS_FeatureCap_SrvccPreAlerting  := "+g.3gpp.ps2cs-srvcc-orig-pre-alerting";
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