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	Reason for change:
	As per 24.229 and section 5.1.1.6.1, 

Prior to sending a REGISTER request for deregistration, the UE shall release all dialogs that were using the contact addresses or the flow that is going to be deregistered and related to the public user identity that is going to be deregistered or to one of the implicitly registered public user identities
UE have to release the dailogs during the IMS deregistration. And also, it is preferred to release the dialog as part of testbody instead of postamble.Hence, IMS session  have been released after test purpose have been met
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Change 1
	Function Name
	function f_TC_13_4_3_26_IMS1

	Reason for change
	Missing implementation of R5-144671 –  step 31 Generic test procedure for MO release of IMS call as described in annex C.32of TS 34.229-1


	Summary of change
	Call needs to be released using f_IMS_CallReleaseMO


	Source of change
	LTE_A\source\LTE_A\13\ASRVCC_EUTRA_IMS.ttcn


Before change:

	  function f_TC_13_4_3_26_IMS1 ()runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;  /* @sic R5w140112: IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ */

    var MessageHeader v_MessageHeader_Response183;

    f_IMS_PTC_Init();

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);  // @sic R5s140587 sic@

    f_IMS_Registration();

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);  // @sic R5s140587 sic@

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    // Step 1

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri);

    // Parallel behaviour

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    // Steps 9 -11

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN); // @sic R5s140572 sic@

    fl_IMS_MOCallSetup_AnnexC21_Steps5To11(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);     // send trigger to EUTRA PTC to indicate end of step 4

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_IMS_SRVCC_AnnexC28(v_InviteRequestWithSdp.Invite, v_MessageHeader_Response183);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_MOCallSetup_AnnexC21C25_Step12_13(v_InviteRequestWithSdp);

    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite); // @sic R5-144671 sic@

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistration();

  } // f_TC_13_4_3_26_IMS1


After change:
	  function f_TC_13_4_3_26_IMS1 ()runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;  /* @sic R5w140112: IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ */

    var MessageHeader v_MessageHeader_Response183;

    f_IMS_PTC_Init();

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);  // @sic R5s140587 sic@

    f_IMS_Registration();

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);  // @sic R5s140587 sic@

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    // Step 1

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri);

    // Parallel behaviour

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    // Steps 9 -11

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN); // @sic R5s140572 sic@

    fl_IMS_MOCallSetup_AnnexC21_Steps5To11(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);     // send trigger to EUTRA PTC to indicate end of step 4

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_IMS_SRVCC_AnnexC28(v_InviteRequestWithSdp.Invite, v_MessageHeader_Response183);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_MOCallSetup_AnnexC21C25_Step12_13(v_InviteRequestWithSdp);

    // Anritsu_134326  - add step 31 Generic test procedure for MO release of IMS call as described in annex C.32of TS 34.229-1.

    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite); // @sic R5-144671 sic@
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistration();

  } // f_TC_13_4_3_26_IMS1
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