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	Reason for change:
	According to the default contents of ROUTING AREA UPDATE REQUEST given in 36.508 Table 4.7B.2-1 ,  “Update type” can be any of  000  (RA updating), 001 (combined RA/LA updating) or 010 (combined RA/LA updating with IMSI attach). 
In the TTCN implementation of 36.508 6.4.2.9 (function f_GERAN_508CheckCampOnNewGeranCell()), currently only “RA updating” or “RA/LA updating” are allowed.

	
	

	Summary of change:
	Adding “‘combined RA/LA updating with IMSI attach’” in ROUTING AREA UPDATE REQUEST Information Element “Update type”.

	
	

	Consequences if not approved:
	A conformant UE may fail this test case.
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	Other comments:
	


Change 1
	Function name
	function f_GERAN_508CheckCampOnNewGeranCell()

	Reason for change
	According to spec 36.508 Table 4.7B.2-1 : In ROUTING AREA UPDATE REQUEST Information Element “Update type” can be “000 'RA updating' or 001 'combined RA/LA updating' or 010 ‘combined RA/LA updating with IMSI attach’” but in current TTCN implementation it is using only “000 'RA updating' or 001 'combined RA/LA updating'”


	Summary of change
	Adding “‘combined RA/LA updating with IMSI attach’” in ROUTING AREA UPDATE REQUEST Information Element “Update type”.

	TTCN module
	IWD_14wk37_LTE\LTE_IWD_14wk37\Common\GERAN\GERAN_CommonFunctions.ttcn


Before change

  function f_GERAN_508CheckCampOnNewGeranCell(GERAN_CellId_Type p_CellId,

                                              boolean p_WaitForXID := true,

                                              integer p_NSAPI := 0, // @sic R5s130833 sic@

                                              boolean p_SGSNChange := false,

                                              boolean p_SRVCC := false) runs on GERAN_PTC

  {

    f_GERAN_RAU(p_CellId, '0'B, (tsc_I_UpdateTypeRAOnly, tsc_I_UpdateTypeCombined), true, p_WaitForXID, p_NSAPI, p_SGSNChange, p_SRVCC); // @sic R5s110087, R5s110720, R5s120967, R5s140158 sic@

    f_GERAN_PreliminaryPass(__FILE__, __LINE__, "");

  }
After change

   function f_GERAN_508CheckCampOnNewGeranCell(GERAN_CellId_Type p_CellId,

                                              boolean p_WaitForXID := true,

                                              integer p_NSAPI := 0, // @sic R5s130833 sic@

                                              boolean p_SGSNChange := false,

                                              boolean p_SRVCC := false) runs on GERAN_PTC

  {

    f_GERAN_RAU(p_CellId, '0'B, (tsc_I_UpdateTypeRAOnly, tsc_I_UpdateTypeCombined, tsc_I_UpdateTypeCombinedWithIMSI), true, p_WaitForXID, p_NSAPI, p_SGSNChange, p_SRVCC); // @sic R5s110087, R5s110720, R5s120967, R5s140158 sic@

    f_GERAN_PreliminaryPass(__FILE__, __LINE__, "");

  }
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