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	Other comments:
	Impact Rel-11 and later releases.

The associated CR (R5-145499) to TS 36.508 removes the condition ‘MBMS_Interband’ as it is not needed.


<Start of modified section>
17.4.2a
Cell reselection to inter- band cell to start MBMS service reception

17.4.2a.1
Test Purpose (TP)

(1)

with { UE in E-UTRAN RRC IDLE state on a cell broadcasting SIB15 and interested to receive a MBMS service}

ensure that {

  when { SIB15 indicates that the MBMS service is available on a frequency of a neighbour cell on a different frequency band }

    then { UE performs cell reselection to the neighbour cell on the different frequency band even if the serving cell is better and starts MBMS reception }

            }

17.4.2a.2
Conformance requirements

Same as test case 17.4.2.
17.4.2a.3
Test description

17.4.2a.3.1
Pre-test conditions
Same as test case 17.4.2 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 2 with TA# set to TAI-2.

NOTE: 
TA# of Cell 10 shall be different from Cell 1 (TAI-1) to trigger TAU procedure in step 1 in Table 17.4.2.3.2-2.
17.4.2a.3.2
Test procedure sequence
Same as test case 17.4.2 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 2
17.4.2a.3.3
Specific message contents
Same as test case 17.4.2 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 2


<End of modified section>
<Start of next modified section>

17.4.3a
Handover to inter-band cell to start MBMS service reception
17.4.3a.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_Connected state AND on a cell broadcasting SIB15 and interested to receive a MBMS service }

ensure that {

  when { SIB15 indicates that the MBMS service is available on a frequency of a neighbour cell on a different frequency band }

    then { UE transmits a MBMSInterestIndication message indicating interest in MBMS reception on the frequency }

            }

(2)

with { UE in E-UTRA RRC_Connected state AND having transmitted a MBMSInterestIndication message indicating interest in MBMS reception on a frequency of a neighbour cell on a different frequency band }

ensure that {

  when { UE receives RRCConnectionReconfiguration message including a mobilityControlInfo indicating a the E-UTRA frequency of the inter-frequency neighbour cell }

    then { UE performs inter-band handover and starts MBMS reception }

            }

17.4.3a.2
Conformance requirements

Same as test case 17.4.3.
17.4.3a.3
Test description

17.4.3a.3.1
Pre-test conditions
Same as test case 17.4.3 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3

17.4.3a.3.2
Test procedure sequence
Same as test case 17.4.3 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3

17.4.3a.3.3
Specific message contents
Same as test case 17.4.3 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3

<End of modified section>
<Start of next modified section>

17.4.9.2
CA / Start MBMS reception on Non-Serving Cell / Continue MBMS reception on SCell after SCell addition / Inter-band CA
17.4.9.2.1
Test Purpose (TP)

Same as TC 17.4.9.1 but applied to Inter-band CA case.
17.4.9.2.2
Conformance requirements

Same as TC 17.4.9.1.
17.4.9.2.3
Test description

17.4.9.2.3.1
Pre-test conditions

Same as test case 17.4.9.1 with the following differences:

-
Cell configuration: Cell 10 replaces Cell 3

17.4.9.2.3.2
Test procedure sequence

Same as test case 17.4.9.1 with the following differences:

-
Cell configuration: Cell 10 replaces Cell 3. 

17.4.9.2.3.3
Specific message contents
Same as test case 17.4.9.1 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3.


-
Specific message content of MeasConfig in Table 17.4.9.2.3.3-1 replaces content in Table 17.4.9.1.3.3-5.

Table 17.4.9.2.3.3-1: MeasConfig (Table 17.4.9.1.3.3-4)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/Remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	Cell 1
	

	    measObjectId[2]
	IdMeasObject-f5
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f5)
	Cell 10
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f5
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
<Start of next modified section>

17.4.10.2
CA / Start MBMS reception on SCell / Continue MBMS reception on Non-Serving after SCell release / Inter-band CA
17.4.10.2.1
Test Purpose (TP)

Same as TC 17.4.10.1 but applied to Inter-band CA case.
17.4.10.2.2
Conformance requirements

Same as TC 17.4.10.1.
17.4.10.2.3
Test description

17.4.10.2.3.1
Pre-test conditions

Same as test case 17.4.10.1 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3

17.4.10.2.3.2
Test procedure sequence

Same as test case 17.4.10.1 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3.
17.4.10.2.3.3
Specific message contents
Same as test case 17.4.10.1 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3.

<End of modified section>
<Start of next modified section>

17.4.11.2
CA / Start MBMS reception on PCell / Continue MBMS reception after swap of SCell and PCell / Inter-band CA
17.4.11.2.1
Test Purpose (TP)

Same as TC 17.4.11.1 but applied to Inter-band CA case.
17.4.11.2.2
Conformance requirements

Same as TC 17.4.11.1.
17.4.11.2.3
Test description

17.4.11.2.3.1
Pre-test conditions

Same as test case 17.4.11.1 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3

17.4.11.2.3.2
Test procedure sequence

Same as test case 17.4.11.1 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3.
17.4.11.2.3.3
Specific message contents
Same as test case 17.4.11.1 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3. 


