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6.4.2
Common Positioning
–
CommonIEsRequestCapabilities
The CommonIEsRequestCapabilities carries common IEs for a Request Capabilities LPP message Type. 

-- ASN1START

CommonIEsRequestCapabilities ::= SEQUENCE {


...

}

-- ASN1STOP

–
CommonIEsProvideCapabilities
The CommonIEsProvideCapabilities carries common IEs for a Provide Capabilities LPP message Type. 

-- ASN1START

CommonIEsProvideCapabilities ::= SEQUENCE {


...
}

-- ASN1STOP

–
CommonIEsRequestAssistanceData
The CommonIEsRequestAssistanceData carries common IEs for a Request Assistance Data LPP message Type. 

-- ASN1START

CommonIEsRequestAssistanceData ::= SEQUENCE {


primaryCellID

ECGI

OPTIONAL,
-- Cond EUTRA


...

}

-- ASN1STOP

	Conditional presence
	Explanation

	EUTRA
	The field is mandatory present for E-UTRA access. The field shall be omitted for non-EUTRA user plane support.


	CommonIEsRequestAssistanceData  field descriptions

	primaryCellID

This parameter identifies the current primary cell for the target device. 


–
CommonIEsProvideAssistanceData
The CommonIEsProvideAssistanceData carries common IEs for a Provide Assistance Data LPP message Type. 

-- ASN1START

CommonIEsProvideAssistanceData ::= SEQUENCE {


...

}

-- ASN1STOP

–
CommonIEsRequestLocationInformation

The CommonIEsRequestLocationInformation carries common IEs for a Request Location Information LPP message Type. 

-- ASN1START

CommonIEsRequestLocationInformation ::= SEQUENCE {


locationInformationType

LocationInformationType,


triggeredReporting


TriggeredReportingCriteria
OPTIONAL,
-- Cond ECID

    periodicalReporting         PeriodicalReportingCriteria OPTIONAL,
-- Need ON


additionalInformation

AdditionalInformation

OPTIONAL,
-- Need ON


qos






QoS






OPTIONAL,
-- Need ON


environment




Environment




OPTIONAL,
-- Need ON


locationCoordinateTypes

LocationCoordinateTypes

OPTIONAL,
-- Need ON


velocityTypes



VelocityTypes



OPTIONAL,
-- Need ON


...

}

LocationInformationType ::= ENUMERATED {


locationEstimateRequired,


locationMeasurementsRequired,


locationEstimatePreferred, 


locationMeasurementsPreferred,


...

}

PeriodicalReportingCriteria ::=

SEQUENCE {


reportingAmount





ENUMERATED {












ra1, ra2, ra4, ra8, ra16, ra32,












ra64, ra-Infinity











} DEFAULT ra-Infinity,


reportingInterval




ENUMERATED {












noPeriodicalReporting, ri0-25,












ri0-5, ri1, ri2, ri4, ri8, ri16, ri32, ri64











}

}

TriggeredReportingCriteria ::=

SEQUENCE {


cellChange






BOOLEAN,


reportingDuration




ReportingDuration,


...

}

ReportingDuration ::=



INTEGER (0..255)

AdditionalInformation ::= ENUMERATED {


onlyReturnInformationRequested,


mayReturnAditionalInformation,


...

}

QoS ::= SEQUENCE {


horizontalAccuracy


HorizontalAccuracy

OPTIONAL,
-- Need ON


verticalCoordinateRequest
BOOLEAN,


verticalAccuracy


VerticalAccuracy

OPTIONAL,
-- Need ON


responseTime



ResponseTime


OPTIONAL,
-- Need ON


velocityRequest



BOOLEAN,






...

}


HorizontalAccuracy ::= SEQUENCE {


accuracy

INTEGER(0..127),


confidence

INTEGER(0..100),


...

}

VerticalAccuracy ::= SEQUENCE {


accuracy

INTEGER(0..127), 


confidence

INTEGER(0..100),


...

}

ResponseTime ::= SEQUENCE {


time







INTEGER (1..128),


...,



[[
responseTimeEarlyFix-r12

INTEGER (1..128)

OPTIONAL

-- Need ON

]]

}

Environment ::= ENUMERATED {


badArea,


notBadArea,


mixedArea,


...

}

-- ASN1STOP

	Conditional presence
	Explanation

	ECID
	The field is optionally present, need ON, if ECID is requested. Otherwise it is not present.


	CommonIEsRequestLocationInformation  field descriptions

	locationInformationType

This IE indicates whether the server requires a location estimate or measurements. For ‘locationEstimateRequired’, the target device shall return a location estimate if possible, or indicate a location error if not possible. For ‘locationMeasurementsRequired’, the target device shall return measurements if possible, or indicate a location error if not possible. For ‘locationEstimatePreferred’, the target device shall return a location estimate if possible, but may also or instead return measurements for any requested position methods for which a location estimate is not possible. For ‘locationMeasurementsPreferred’, the target device shall return location measurements if possible, but may also or instead return a location estimate for any requested position methods for which return of location measurements is not possible.

	triggeredReporting

This IE indicates that triggered reporting is requested and comprises the following subfields:

· cellChange: If this field is set to TRUE, the target device provides requested location information each time the primary cell has changed.

· reportingDuration: Maximum duration of triggered reporting in seconds. A value of zero is interpreted to mean an unlimited (i.e. "infinite") duration. The target device should continue triggered reporting for the reportingDuration or until an LPP Abort or LPP Error message is received. 
The triggeredReporting field should not be included by the location server and shall be ignored by the target device if the periodicalReporting IE or responseTime IE is included in CommonIEsRequestLocationInformation.

	periodicalReporting

This IE indicates that periodic reporting is requested and comprises the following subfields:

· reportingAmount indicates the number of periodic location information reports requested. Enumerated values correspond to 1, 2, 4, 8, 16, 32, 64, or infinite/indefinite number of reports. If the reportingAmount is ‘infinite/indefinite’, the target device should continue periodic reporting until an LPP Abort message is received. The value ‘ra1’ shall not be used by a sender.

· reportingInterval indicates the interval between location information reports and the response time requirement for the first location information report.  Enumerated values ri0-25, ri0-5, ri1, ri2, ri4, ri8, ri16, ri32, ri64 correspond to reporting intervals of 1, 2, 4, 8, 10, 16, 20, 32, and 64 seconds, respectively. Measurement reports containing no measurements or no location estimate are required when a reportingInterval expires before a target device is able to obtain new measurements or obtain a new location estimate. The value ’noPeriodicalReporting’ shall not be used by a sender.

	additionalInformation

This IE indicates whether a target device is allowed to return additional information to that requested. If this IE indicates ‘onlyReturnInformationRequested’ then the target device shall not return any additional information to that requested by the server. If this IE indicates ‘mayReturnAdditionalInformation’ then the target device may return additional information to that requested by the server. If a location estimate is returned, any additional information is restricted to that associated with a location estimate (e.g. might include velocity if velocity was not requested but cannot include measurements). If measurements are returned, any additional information is restricted to additional measurements (e.g. might include E-CID measurements if A-GNSS measurements were requested but not E-CID measurements).

	Qos

This IE indicates the quality of service and comprises a number of sub-fields. In the case of measurements, some of the sub-fields apply to the location estimate that could be obtained by the server from the measurements provided by the target device assuming that the measurements are the only sources of error. Fields are as follows:

· horizontalAccuracy indicates the maximum horizontal error in the location estimate at an indicated confidence level. The ‘accuracy’ corresponds to the encoded uncertainty as defined in 3GPP TS 23.032 [15] and ‘confidence’ corresponds to confidence as defined in 3GPP TS 23.032 [15].
· verticalCoordinateRequest indicates whether a vertical coordinate is required (TRUE) or not (FALSE)
· verticalAccuracy indicates the maximum vertical error in the location estimate at an indicated confidence level and is only applicable when a vertical coordinate is requested. The ‘accuracy’ corresponds to the encoded uncertainty altitude as defined in 3GPP TS 23.032 [15] and ‘confidence’ corresponds to confidence as defined in 3GPP TS 23.032 [15].
· responseTime
·  time indicates the maximum response time as measured between receipt of the RequestLocationInformation and transmission of a ProvideLocationInformation. This is given as an integer number of seconds between 1 and 128. If the periodicalReporting IE is included in CommonIEsRequestLocationInformation, this field should not be included by the location server and shall be ignored by the target device (if included). 
· responseTimeEarlyFix indicates the maximum response time as measured between receipt of the RequestLocationInformation and transmission of a ProvideLocationInformation containing early location measurements or an early location estimate. This is given as an integer number of seconds between 1 and 128. When this IE is included, a target should send a ProvideLocationInformation (or more than one ProvideLocationInformation if location information will not fit into a single message) containing early location information according to the responseTimeEarlyFix IE and a subsequent ProvideLocationInformation (or more than one ProvideLocationInformation if location information will not fit into a single message) containing final location information according to the time IE. A target shall omit sending a ProvideLocationInformation if the early location information is not available at the expiration of the time value in the responseTimeEarlyFix IE. A server should set the responseTimeEarlyFix IE to a value less than that for the time IE. A target shall ignore the responseTimeEarlyFix IE if its value is not less than that for the time IE.
· velocityRequest indicates whether velocity (or measurements related to velocity) is requested (TRUE) or not (FALSE).
All QoS requirements shall be obtained by the target device to the degree possible but it is permitted to return a response that does not fulfill all QoS requirements if some were not attainable. The single exception is time which shall always be fulfilled – even if that means not fulfilling other QoS requirements. 

	Environment

This field provides the target device with information about expected multipath and non line of sight (NLOS) in the current area. The following values are defined:

· badArea:

possibly heavy multipath and NLOS conditions (e.g. bad urban or urban).

· notBadArea: 
no or light multipath and usually LOS conditions (e.g. suburban or rural).

· mixedArea: 
environment that is mixed or not defined.

If this field is absent, a default value of ‘mixedArea’ applies.

	locationCoordinateTypes

This field provides a list of the types of location estimate that the target device may return when a location estimate is obtained by the target.

	velocityTypes

This fields provides a list of the types of velocity estimate that the target device may return when a velocity estimate is obtained by the target.


–
CommonIEsProvideLocationInformation
The CommonIEsProvideLocationInformation carries common IEs for a Provide Location Information LPP message Type.

-- ASN1START

CommonIEsProvideLocationInformation ::= SEQUENCE {


locationEstimate


LocationCoordinates

OPTIONAL,


velocityEstimate


Velocity




OPTIONAL,


locationError


LocationError


OPTIONAL,


...,

[[
earlyFixReport-r12
EarlyFixReport-r12

OPTIONAL 

]]
}

LocationCoordinates ::= CHOICE {


ellipsoidPoint







Ellipsoid-Point,


ellipsoidPointWithUncertaintyCircle 


Ellipsoid-PointWithUncertaintyCircle,


ellipsoidPointWithUncertaintyEllipse


EllipsoidPointWithUncertaintyEllipse,


polygon









Polygon,


ellipsoidPointWithAltitude




EllipsoidPointWithAltitude,


ellipsoidPointWithAltitudeAndUncertaintyEllipsoid













EllipsoidPointWithAltitudeAndUncertaintyEllipsoid,


ellipsoidArc








EllipsoidArc,


...

}

Velocity ::= CHOICE {


horizontalVelocity






HorizontalVelocity,


horizontalWithVerticalVelocity



HorizontalWithVerticalVelocity,


horizontalVelocityWithUncertainty


HorizontalVelocityWithUncertainty,


horizontalWithVerticalVelocityAndUncertainty













HorizontalWithVerticalVelocityAndUncertainty,


...

}

LocationError ::= SEQUENCE {


locationfailurecause


LocationFailureCause,


...

}

LocationFailureCause ::= ENUMERATED {


undefined,


requestedMethodNotSupported,


positionMethodFailure, 


periodicLocationMeasurementsNotAvailable,


...

}
EarlyFixReport-r12 ::= ENUMERATED {


noMoreMessages,

moreMessagesOnTheWay
}
-- ASN1STOP

	CommonIEsProvideLocationInformation  field descriptions

	locationEstimate

This field provides a location estimate using one of the geographic shapes defined in 3GPP TS 23.032 [15]. Coding of the values of the various fields internal to each geographic shape follow the rules in [15]. The conditions for including this field are defined for the locationInformationType field in a Request Location Information message.

	velocityEstimate

This field provides a velocity estimate using one of the velocity shapes defined in 3GPP TS 23.032 [15]. Coding of the values of the various fields internal to each velocity shape follow the rules in [15].

	locationError

This field shall be included if and only if a location estimate and measurements are not included in the LPP PDU. The field includes information concerning the reason for the lack of location information. The LocationFailureCause ‘periodicLocationMeasurementsNotAvailable’ shall be used by the target device if periodic location reporting was requested, but no measurements or location estimate are available when the reportingInterval expired.

	earlyFixReport

This field shall be included if and only if the ProvideLocationInformation message contains early location measurements or an early location estimate. The target device shall set the values of this field as follows:
· noMoreMessages: 


This is the only or last ProvideLocationInformation message used to deliver the 








entire set of early location information.
· moreMessagesOnTheWay: 
This is one of multiple ProvideLocationInformation messages used to deliver the 








entire set of early location information (if early location information will not fit into a 







single message). 


–
CommonIEsAbort

The CommonIEsAbort carries common IEs for an Abort LPP message Type. 

-- ASN1START

CommonIEsAbort ::= SEQUENCE {


abortCause


ENUMERATED {


undefined,



stopPeriodicReporting,



targetDeviceAbort,



networkAbort,



...


}

}

-- ASN1STOP

	CommonIEsAbort field descriptions

	abortCause

This IE defines the request to abort an ongoing procedure. The abort cause ‘stopPeriodicReporting’ should be used by the location server to stop any ongoing location reporting configured as periodicalReporting or triggeredReporting in the CommonIEsRequestLocationInformation.


–
CommonIEsError

The CommonIEsError carries common IEs for an Error LPP message Type. 

-- ASN1START

CommonIEsError ::= SEQUENCE {


errorCause

ENUMERATED {



undefined,



lppMessageHeaderError, 



lppMessageBodyError,



epduError,



incorrectDataValue,



...


}

}

-- ASN1STOP

	CommonIEsError field descriptions

	errorCause

This IE defines the cause for an error. ‘lppMessageHeaderError’, ‘lppMessageBodyError’ and ‘epduError’ is used if a receiver is able to detect a coding error in the LPP header (i.e., in the common fields), LPP message body or in an EPDU, respectively.


