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	Reason for change:
	The current text 'RAN assistance parameters received in SystemInformationBlockType17 are valid only if the UE is camped on a suitable cell.' suggests that the UE shall re-acquire SIB17 if the cell temporarily becomes unsuitable, while it can still check validity of the stored version based on the value tag according to the current RRC system information procedures.
For the consistent behavior, UE should not use RAN assistance parameters from both SIB17 and RRCConnectionReconfiguration messages.

The term 'camped normally' is more typical 36.304 terminology.



	
	

	Summary of change:
	· changed word valid to used (as the invalidity requires reacqusition of SIB).
· removed words 'received in SystemInformationBlockType17' to cover both SIB17 and RRCConnectionReconfiguration messages.
· changed words 'camped on a suitable cell' to 'camped normally', which is more typical terminology.
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	UE may need to acquire SIB17 frequently whenever the cell becomes unsuitable.
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5.6
RAN-assisted WLAN interworking

The purpose of this procedure is to facilitate RAN-assisted WLAN interworking.
5.6.1
RAN assistance parameter handling in RRC_IDLE

RAN assistance parameters may be provided to the UE in SystemInformationBlockType17 or in the RRCConnectionReconfiguration message. RAN assistance parameters are used only if the UE is camped normally.
Upon T350 expiry or upon cell selection/reselection the UE shall discard the RAN assistance parameters received in the RRCConnectionReconfiguration message and apply the RAN assistance parameters received in SystemInformationBlockType17.
The upper layers in the UE shall be notified (see TS 24.302 [28]) whenever changes in the current RAN assistance parameters occur, if upper layers require so.
