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5.2.1A
General numbering issues

Every attempt shall be made to use continuous numbering as described in the remainder of 5.2. However, if continuous numbering cannot be maintained, a new element may be inserted in existing text using an appropriate alphanumeric designation that does not disturb the existing numbering scheme. This applies to all elements (e.g. clause, subclause, annex, figure, table, note, list).

EXAMPLE 1:
It is necessary to update a 3GPP TS. A new clause needs to be inserted between the existing clauses 8 and 9. A new clause 8A may be inserted in preference to re-numbering the existing clauses.

EXAMPLE 2:
A new figure needs to be inserted between existing figures 4 and 5. A new figure 4A may be inserted to avoid re-numbering of all subsequent figures.

Similarly, an existing element may be deleted and replaced with the term "Void." to minimize disruption to the numbering scheme. However, the title of the deleted element may be retained.

EXAMPLE 3:
During the updating of a 3GPP TS, it is decided that annex C is no longer required. The title of annex C remains while the content simply becomes "Void.". Later annexes may therefore remain unchanged.

EXAMPLE 4:
It is decided to delete a note 3, so the text of note 3 becomes "Void." and there is no need to re‑number note 4.

Once a TS or TR is under change control, changing existing clause, figure, table, annex, etc. numbers is strongly deprecated, since external documents might reference specific clauses (figures, tables, ...) of the TS/TR.
[...]

5.2.4
Paragraph

"Hanging paragraphs" such as those shown in the following example shall be avoided since reference to them is ambiguous.

EXAMPLE:
In the following example, the hanging paragraphs indicated cannot be uniquely identified as being in "clause 5" since strictly speaking the paragraphs in 5.1 and 5.2 are also in clause 5. To avoid this problem it would be necessary either to identify the unnumbered paragraphs as subclause "5.1 Xxxxxxxxxxxx" and to renumber the existing 5.1 and 5.2 accordingly (as shown), or to add a new subclause header immediately below the header for clause 5 numbered it 5.0.
If hanging paragraphs are to be removed from a TS or TR already under change control, the renumbering of existing (sub)clauses being deprecated (see clause 5.2.1A), the newly introduced clause shall be numbered 5.0 (using the above example) and clauses 5.1 and 5.2 remain unchanged.
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[...]

Annex H (informative):
3GPP styles and various information

[...]
H.4
Sequence numbering

You may use sequence numbering (Insert Field Seq) for tables, figures, equations, references, etc. Use the sequence identifiers shown in the following table.

Table H.2: Sequence numberings

	Sequence
	Bookmark name
	Description

	seq bib
	bib_xx
	for bibliography entries

	seq equ
	equ_xx
	for equations (note 1)

	seq fig
	fig_xx
	for figures (note 1)

	seq ref
	ref_xx
	for references

	seq tab
	tab_xx
	for tables (note 1)

	NOTE 1:
Reset the sequence numbering to one for the first item of each annex of a 3GPP TS or 3GPP TR by using the switch \r1 (e.g. { seq fig \r1 }).

NOTE 2:
"xx" represents the identifier for the particular object concerned, e.g. fig_ProcessControl. Do not use bookmarks of the form "fig_fig1". You can use underscores as separators in sequence identifiers if necessary.


Thus the title of a table will read:

Table { seq tab }: Table title

where the italic part represents the sequence field code.

Bookmark each entry in a sequence (select it and use Edit Bookmark Add), using a bookmark name of the form shown in table H2. You can then refer to the table, figure, reference, etc. from the text by inserting a sequence field citing the same sequence identifier and the particular bookmark required. For example, table 1 has been bookmarked "tab_Seq_Num". Thus a reference to this table from the text reads:

… see table { seq tab tab_Seq_Num } …

where the italic part represents the sequence field code.

You can force Word to recalculate and refresh the display of sequence numbers and their references by selecting the text and pressing F9.
Do not use Word's cross-referencing tool (Insert, Cross-reference), since it implies the use of automatic heading or caption numbering.

When drafting is complete and the TS or TR is ready to be presented to the TSG for placing under change control, hard code all automatic number sequences (Ctrl‑Shift‑F9) that might have been used.  Thereafter, manual numbering shall be used.  This will avoid invalidating references from extermal documents to particular clauses / tables / etc. in the document under consideration (see clause 5.2.1A).

Do not use automatic clause numbering.
