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1 Introduction

In RAN4#74, WI handling for dual uplink CA of Band 1 + Band 42 was discussed [1]. Across the discussion, RAN4 confirmed that new work item (WI) for dual uplink CA of Band 1 and Band 42 should be made so, we propose this WI as generic one covering all of FDD-TDD 2UL CA. Note that there was no objection to start work for dual uplink CA of Band 1 and Band 42 in RAN4#74 [2] (to be submitted and approved in RAN4#74-bis). 
2 Objective
The objectives of this work item are the following

· Specify the band combination specific RF requirements for the inter-band dual uplink carrier aggregation scenarios of FDD and TDD bands. The following table describes the considered band combinations of this WI:
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_1A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	


· For CA_1A-42A, at least followings are assumed as assumption.  

· Use of 2 CCs for UL and 2CC for DL; (UL, DL) = (B1+B42, B1), (B1+B42, B42) and (B1+B42, B1+B42).
· Both of Band 1 or Band 42 should be configured as PCell.
· For UE which supports dual uplink CA of Band 1 and Band 42, simultaneous Tx of both bands shall be possible.  This means that even when Band 42 is configured as UL or DL in certain subframe, Band 1 DL and UL should be also supported at the same timing of certain subframe.  Namely, UE requirements should be specified with considering simultaneous Tx/Rx case (enough cross band isolation is needed).

· Develop the additional performance requirements for this band combination in the relevant specifications.

· RAN5 testing aspects will also be considered.
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