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<< Unchanged sections omitted >>
6.2.5A.1.3
Minimum conformance requirements

For uplink carrier aggregation the UE is allowed to set its configured maximum output power PCMAX,c for serving cell c and its total configured maximum output power PCMAX.

 The configured maximum output power PCMAX,c  on serving cell c shall be set as specified in subclause 6.2.5.
For uplink inter-band carrier aggregation, MPR c and A-MPR c apply per serving cell c and are specified in clause 6.2.3 and clause 6.2.4, respectively. P-MPR c accounts for power management for serving cell c. PCMAX,c . PCMAX,c  is calculated under the assumption that the transmit power is increased independently on all component carriers.
For uplink intra-band contiguous carrier aggregation, MPR c = MPR and A-MPR c = A-MPR with MPR and A-MPR specified in clause 6.2.3A and clause 6.2.4A respectively. There is one power management term for the UE, denoted P-MPR c, and P-MPR c = P-MPR. PCMAX,c  is calculated under the assumption that the transmit power is increased by the same amount in dB on all component carriers.

The total configured maximum output power PCMAX shall be set within the following bounds:


PCMAX_L ≤ PCMAX ≤ PCMAX_H
For uplink inter-band carrier aggregation with one serving cell c per operating band, 


PCMAX_L = MIN {10log10∑ MIN [pEMAX,c/ (tC,c), pPowerClass/(mprc·a-mprc·tC,c ·tIB,c) , pPowerClass/(pmprc·tC,c) ], PPowerClass}

PCMAX_H = MIN{10 log10 ∑ pEMAX,c , PPowerClass}
where
-
pEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [5];

-
PPowerClass is the maximum UE power specified in Table 6.2.2A.1.3-1 without taking into account the tolerance specified in the Table 6.2.2A.1.3-1; pPowerClass is the linear value of PPowerClass;

-
mpr c and a-mpr c are the linear values of MPR c and A-MPR c as specified in subclause 6.2.3 and subclause 6.2.4, respectively; 
-
pmprc is the linear value of P-MPR c; 
-
tC,c is the linear value of TC,ctC,c = 1.41 when Note 2 in Table 6.2.2A.1.3-1 applies for a serving cell c, otherwise tC,c = 1;
-
tIB,c  is the linear value of the inter-band relaxation term TIB,c of the serving cell c as specified in Table 6.2.5.3-2; otherwise tIB,c.

For uplink intra-band contiguous carrier aggregation,

PCMAX_L = MIN{10 log10 ∑ PEMAX,c - TC , PPowerClass - MAX(MPR + A-MPR+ ΔTIB,c, P-MPR ) - TC}
PCMAX_H = MIN{10 log10 ∑ PEMAX,c , PPowerClass}

where

-
PEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [5] ;

-
PPowerClass is the maximum UE power specified in Table 6.2.2A.1.3-1 without taking into account the tolerance specified in the Table 6.2.2A.1.3-1;

-
MPR and A-MPR are specified in clause 6.2.3A and clause 6.2.4A respectively ;
-
TIB,c is the additional tolerance for serving cell c as specified in Table 6.2.5.3-2 ;
-
P-MPR is the power management term for the UE ;

-
TC is the highest value TC,c among all serving cells c in the subframe over both timeslots. TC,c = 1.5 dB when Note 2 in Table  6.2.2A.1.3-1 applies to the serving cell c; otherwise TC,c = 0 dB.

For each subframe, the PCMAX_L is evaluated per slot and given by the minimum value taken over the transmission(s) within the slot; the minimum PCMAX_L over the two slots is then applied for the entire subframe. PPowerClass shall not be exceeded by the UE during any period of time.

The measured maximum output power PUMAX over all serving cells shall be within the following ran
ge:

PCMAX_L - T(PCMAX_L) ≤ PUMAX ≤ PCMAX_H + T(PCMAX_H
)


PUMAX = 10 log10 ∑ PUMAX,c
where

-
PUMAX,c denotes the measured maximum output power for serving cell c expressed in linear scale.

The tolerance T(PCMAX) is defined by the table below and applies to PCMAX_L and PCMAX_H separately.

Table 6.2.5A.1.3-1: PCMAX tolerance

	PCMAX
(dBm)
	Tolerance T(PCMAX)
Intra-band with two active UL serving cells
(dB)
	Tolerance T(PCMAX)
Inter-band with two active UL serving cells
(dB)

	21 ≤ PCMAX ≤ 23
	2.0
	2.0

	20 ≤ PCMAX < 21
	[2.5]
	TBD

	19 ≤ PCMAX < 20
	[3.5]
	TBD

	18 ≤ PCMAX < 19
	[4.0]
	TBD

	13 ≤ PCMAX < 18
	[5.0]
	TBD

	8 ≤ PCMAX < 13
	[6.0]
	TBD

	-40 ≤ PCMAX < 8
	[7.0]
	TBD


The normative reference for this requirement is TS 36.101 [2] clause 6.2.5A.

<< Unchanged sections omitted >>
6.5.1A.1.4
Test description

6.5.1A.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.5.1A.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexe A.2 and A3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.1A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
PCC and SCC mapped on physical component carriers (CC) according to the notation: PCC-SCC: CCi-CCj, which means PCC on CCi and SCC on CCj, with CCi/j frequencies defined in TS36.508 as above.
	C: Low range, High range
PCC-SCC: CC1-CC2 or CC2-CC1 as appropriate for Note 2

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	Lowest NRB_agg
Highest NRB_agg
(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCCs
NRB
	CC Mod
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	75
	75
	QPSK
	75+75
	QPSK
	130
	P_75@0
	S_55@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3A.3-1 for UE supporting two uplink carriers is tested per Test CA configuration.
Note 3:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


<< End of changes >>
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