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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2013-03_D14wk49’.
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3. Corrections required for all IMS test cases
Change 1 – Correction to function ‘f_Get_508_EPSQoS’
	Function name
	f_Get_508_EPSQoS ()

	Reason for change
	Wrong QCI values used. As per TS 36.508 Table 4.5.2.4-3, for EPS QoS the QCI value for EPS bearer context #2 should be 5 instead of 9 (see referenced Table 6.6.1-1).

	Summary of change
	QCI value used for IMS EPS bearers set to 5, and QCI value for non-IMS EPS Bearers set to 9.

	TTCN module
	LTE\ Common\EUTRA_Templates\EPS_NAS_Templates.ttcn

	MCC160 Comment
	


Before change

...

  /* @desc      Get the Default QoS according to 36.508 clause 4.7.3-6
   * @param     p_BearerContextNumber
   * @return    template (value) EPS_QualityOfService
   * @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS)
   */
  function f_Get_508_EPSQoS(template (omit) BEARER_CONTEXT_TYPE p_BearerContextNumber) return template (value) EPS_QualityOfService
  { /* @sic R5-144797: parameter p_BearerContextNumber sic@ */
    var template (value) EPS_QualityOfService v_QoS;
    var BEARER_CONTEXT_TYPE v_BearerContextNumber;
    if (isvalue(p_BearerContextNumber)) {
      v_BearerContextNumber := valueof(p_BearerContextNumber);
    } else {
      if (pc_IMS) {
        v_BearerContextNumber := DEF_1;
      } else {
        v_BearerContextNumber := DEF_2;
      }
    }
    select (v_BearerContextNumber){   /* @sic R5-144797: v_QoS does not depend on pc_IMS anymore sic@ */
      case (DEF_1) {
        v_QoS := cs_508_EPS_QoS_Default_1;
      }
      case else {
        v_QoS := cds_EPS_QoS_Def_nonGBR_QCI;  
      }
    }
    return v_QoS;
  }
... 
After change

...

  /* @desc      Get the Default QoS according to 36.508 clause 4.7.3-6
   * @param     p_BearerContextNumber
   * @return    template (value) EPS_QualityOfService
   * @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS)
   */
  function f_Get_508_EPSQoS(template (omit) BEARER_CONTEXT_TYPE p_BearerContextNumber) return template (value) EPS_QualityOfService
  { /* @sic R5-144797: parameter p_BearerContextNumber sic@ */
    var template (value) EPS_QualityOfService v_QoS;
    var BEARER_CONTEXT_TYPE v_BearerContextNumber;
    if (isvalue(p_BearerContextNumber)) {
      v_BearerContextNumber := valueof(p_BearerContextNumber);
    } else {
      if (pc_IMS) {
        v_BearerContextNumber := DEF_1;
      } else {
        v_BearerContextNumber := DEF_2;
      }
    }
    select (v_BearerContextNumber){   /* @sic R5-144797: v_QoS does not depend on pc_IMS anymore sic@ */
      case (DEF_1) {
        v_QoS := cds_EPS_QoS_Def_nonGBR_QCI; 
      }
      case else {
        v_QoS := cs_508_EPS_QoS_Default_1;   
      }
    }
    return v_QoS;
  }
... 
