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Change 1
	Function name
	f_TC_13_4_3_28_IMS1

	Reason for change
	Call need to be answered prior to the execution of34.229 C.21

	Summary of change
	Call needs to be accepted using f_UT_AnswerCall()

	TTCN module
	ASRVCC_EUTRA_IMS.TTCN


Before change

    function f_TC_13_4_3_28_IMS1 ()runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp; /* @sic R5w140112: v_InviteRequestWithSdp instead of v_InviteRequest sic@ */

    var IMS_ResponseWithSdp_Type v_ResponseWithSdp;

    var IMS_Response_Type v_SessionInProgress183;

    var SipUrl v_ContactUrl;
.....

.....

    // Parallel behaviour Table 13.4.3.28.3.2-3

    /* Expected sequence defined in annex C.28 of TS 34.229-1

     * Generic test procedure for SIP UPDATE after aSRVCC handover failure/cancelled

     */

    f_IMS_SRVCC_AnnexC28(v_InviteRequestWithSdp.Invite);

    // Steps 12-13 expected sequence defined in annex C.21 of TS 34.229-1

    f_IMS_MTCallSetup_Common_Steps12_13(v_InviteRequestWithSdp);

    f_IMS_CallReleaseMT(v_InviteRequestWithSdp.Invite, v_ContactUrl); // @sic R5-145340 sic@

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistration();

  } // f_TC_13_4_3_28_IMS1
After change

      function f_TC_13_4_3_28_IMS1 ()runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp; /* @sic R5w140112: v_InviteRequestWithSdp instead of v_InviteRequest sic@ */

    var IMS_ResponseWithSdp_Type v_ResponseWithSdp;

    var IMS_Response_Type v_SessionInProgress183;

    var SipUrl v_ContactUrl;
....
.....

    // Parallel behaviour Table 13.4.3.28.3.2-3

    /* Expected sequence defined in annex C.28 of TS 34.229-1

     * Generic test procedure for SIP UPDATE after aSRVCC handover failure/cancelled

     */

    f_IMS_SRVCC_AnnexC28(v_InviteRequestWithSdp.Invite);

     f_UT_AnswerCall(MMI); 

    // Steps 12-13 expected sequence defined in annex C.21 of TS 34.229-1

    f_IMS_MTCallSetup_Common_Steps12_13(v_InviteRequestWithSdp);

    f_IMS_CallReleaseMT(v_InviteRequestWithSdp.Invite, v_ContactUrl); // @sic R5-145340 sic@

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistration();

  } // f_TC_13_4_3_28_IMS1

