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	RP-150351
	R3-150401
	Correction on AP IDs for Dual Connectivity
	36.401
	0069
	1
	F
	12.1.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150351
	R3-150402
	Corrections on the usage of SeNB UE AMBR in dual connectivity
	36.423
	0782
	1
	F
	12.4.2
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150351
	R3-150404
	Corrections of Dual Connectivity in general
	36.423
	0790
	1
	F
	12.4.2
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150351
	R3-150406
	Corrections for Dual Connectivity
	36.423
	0804
	2
	F
	12.4.2
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150351
	R3-150407
	Correction on Data Transmission over X2
	36.424
	0021
	1
	F
	12.1.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150351
	R3-150408
	Correction on DL USER DATA (PDU Type 0) Format for multiple PDCP PDUs
	36.425
	0001
	1
	F
	12.0.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150351
	R3-150426
	Introduction of Cause values for Dual Connectivity
	36.423
	0802
	1
	F
	12.4.2
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-150351
	R3-150471
	Correction on SeNB behaviour for distinguishing uplink PDCP PDUs
	36.423
	0806
	1
	F
	12.4.2
	LTE_SC_enh_dualC-Core
	Rel-12
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