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	The indentation error was corrected

Impact Analysis
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The correction only affects connection reconfigurations using full configuration
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5.3.10.3
DRB addition/ modification

The UE shall:

1>
for each drb-Identity value included in the drb-ToAddModList that is not part of the current UE configuration (DRB establishment including the case when full configuration option is used):

2>
establish a PDCP entity and configure it with the current security configuration and in accordance with the received pdcp-Config;

2>
establish an RLC entity or entities in accordance with the received rlc-Config;

2>
establish a DTCH logical channel in accordance with the received logicalChannelIdentity and the received logicalChannelConfig;

2>
if the RRCConnectionReconfiguration message includes the fullConfig IE:

3>
associate the established DRB with corresponding included eps-BearerIdentity;

2>
else:

3>
indicate the establishment of the DRB and the eps-BearerIdentity of the established DRB(s) to upper layers;

1>
for each drb-Identity value included in the drb-ToAddModList that is part of the current UE configuration (DRB reconfiguration):

2>
if the pdcp-Config is included:

3>
reconfigure the PDCP entity in accordance with the received pdcp-Config;

2>
if the rlc-Config is included:

3>
reconfigure the RLC entity or entities in accordance with the received rlc-Config;

2>
if the logicalChannelConfig is included:

3>
reconfigure the DTCH logical channel in accordance with the received logicalChannelConfig;

NOTE:
Removal and addition of the same drb-Identity in single radioResourceConfiguration is not supported.

