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	Reason for change:
	The reasons for each change are given as follows:

1. Capturing RAN2 agreements on dual connectivity
2. Correcting typos

	
	

	Summary of change:
	The changes in the specification are listed as follows:

RAN2 agreements:

1
A UE indicating support for different UL/DL configurations and support for DC supports also different UL/DL configuration within the MCG as well as within the SCG. (Captured in both 36.331 and 36.306, 7.7.1)
2: 
For a TDD band combination, if the UE indicates support of simultaneousRx-Tx and for DC, the UE also supports dual connectivity with different UL/DL configurations between PCell and PSCell. (Captured in 36.331)
3
For a TDD/FDD band combination, the UE indicating both dc-Support-r12 and tdd-FDD-CA-PCellDuplex shall also support TDD/FDD CA within a cell group containing at least one FDD band and at least one TDD band. (Already reflected in 36.306, 4.3.4.28)
4
For a TDD/FDD band combination, indication of dc-Support-r12 implies that the UE supports TDD/FDD DC in this band combination. (Captured in 36.331)
5
Remove singleDuplexModeCG-r12. (Captured in both 36.331 and 36.306)
Typo corrections:

1. In section 4.3.5.4, the procedure text is changed to be not restricted to CA.
2. In section 4.3.5.9, the descriptions related to simultaneousRx-Tx is removed.
3. In subclause 4.3.5.9 the capability name extended-MaxMeasId has been corrected to extendedMaxMeasId.
4. In 4.3.20.1, 4.3.20.2 editorials have been fixed (i.e. the word “are” have been replaced with “is”).



	
	

	Consequences if not approved:
	1. RAN2 agreements on dual connectivity are not captured.
2. Typos exist in the specification.
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	Other comments:
	


Next Modified Subclause
4.3.4.37
Void

Next Modified Subclause
4.3.5.4
simultaneousRx-Tx
This field defines whether the UE supports simultaneous reception and transmission for inter-band TDD band combination. 

Next Modified Subclause
4.3.5.9
dc-Support-r12
This field defines whether synchronous DC and power control mode 1 is supported by the UE which is capable of extendedMaxMeasId, multipleTimingAdvance for a given band combination. If the band combination entry is comprised of a single band, DC is supported for the intra-band contiguous band combination. If the band combination entry is comprised of multiple bands, DC is supported for the inter-band or intra-band non-contiguous band combination. 

Next Modified Subclause
4.3.20.1
drb-TypeSplit-r12
This field defines whether the DRB type of Split bearer is supported by the UE which is capable of DC.

4.3.20.2
drb-TypeSCG-r12
This field defines whether the DRB type of SCG bearer is supported by the UE which is capable of DC.
Next Modified Subclause
7.7.1
Different UL/ DL configuration for TDD inter-band carrier aggregation
It is mandatory to support different UL/ DL configuration for UEs supporting inter-band TDD carrier aggregation band combinations and for UEs supporting inter-band TDD dual connectivity band combinations within cell group(s) including at least two TDD bands. 
