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	Reason for change:
	The second paragraph and NOTE of section 5.6.1 are completely covered by sections 5.6.12.4 and 5.6.12.5 of RRC specificiation as shown below.
5.6.12.4
T350 expiry or stop

The UE shall:

1>
if T350 expires or is stopped:

2>
release the wlan-OffloadDedicated and inform upper layers about the release;

2>
if the wlan-OffloadConfigCommon corresponding to the RPLMN is broadcast by the cell:

3>
apply the wlan-OffloadConfigCommon corresponding to the RPLMN included in SystemInformationBlockType17;
3>
forward the wlan-OffloadConfigCommon corresponding to the RPLMN to upper layer;

5.6.12.5
Cell re-selection while T350 is running

The UE shall:

1>
if cell reselection occurs while T350 is running:
2>
stop timer T350;
2> perform the actions as specified in 5.6.12.4;
The third paragraph of section 5.6.1 can be captured in the RRC specification to avoid duplication.
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	The second paragraph, NOTE and third paragraph of section 5.6.1 removed.
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5
Process and procedure descriptions
…
5.6
RAN-assisted WLAN interworking

The purpose of this procedure is to facilitate RAN-assisted WLAN interworking.
5.6.1
RAN assistance parameter handling in RRC_IDLE

RAN assistance parameters may be provided to the UE in SystemInformationBlockType17 or in the RRCConnectionReconfiguration message. RAN assistance parameters are used only if the UE is camped normally.




