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10.1.5.1
Contention based random access procedure
The contention based random access procedure is outlined on Figure 10.1.5.1-1 below:


[image: image1.emf]UE eNB

Random Access Preamble 1

Random Access Response 2

Scheduled Transmission 3

Contention Resolution

4


Figure 10.1.5.1-1: Contention based Random Access Procedure

The four steps of the contention based random access procedures are:

1)
Random Access Preamble on RACH in uplink: 

-
There are two possible groups defined and one is optional. If both groups are configured the size of message 3 and the pathloss are used to determine which group a preamble is selected from. The group to which a preamble belongs provides an indication of the size of the message 3 and the radio conditions at the UE. The preamble group information along with the necessary thresholds are broadcast on system information.

2)
Random Access Response generated by MAC on DL-SCH:

-
Semi-synchronous (within a flexible window of which the size is one or more TTI) with message 1;

-
No HARQ;

-
Addressed to RA-RNTI on PDCCH;

-
Conveys at least RA-preamble identifier, Timing Alignment information for the pTAG, initial UL grant and assignment of Temporary C-RNTI (which may or may not be made permanent upon Contention Resolution);

-
Intended for a variable number of UEs in one DL-SCH message.

3)
First scheduled UL transmission on UL-SCH:

-
Uses HARQ;

-
Size of the transport blocks depends on the UL grant conveyed in step 2.

-
For initial access:

-
Conveys the RRC Connection Request generated by the RRC layer and transmitted via CCCH;

-
Conveys at least NAS UE identifier but no NAS message;

-
RLC TM: no segmentation.
-
For RRC Connection Re-establishment procedure:

-
Conveys the RRC Connection Re-establishment Request generated by the RRC layer and transmitted via CCCH;

-
RLC TM: no segmentation;

-
Does not contain any NAS message.

-
After handover, in the target cell:

-
Conveys the ciphered and integrity protected RRC Handover Confirm generated by the RRC layer and transmitted via DCCH;

-
Conveys the C-RNTI of the UE (which was allocated via the Handover Command);

-
Includes an uplink Buffer Status Report when possible.

-
For other events:

-
Conveys at least the C-RNTI of the UE.
4)
Contention Resolution on DL:

-
Early contention resolution shall be used i.e. eNB does not wait for NAS reply before resolving contention;
-
Not synchronised with message 3;

-
HARQ is supported;

-
Addressed to:
-
The Temporary C-RNTI on PDCCH for initial access and after radio link failure;

-
The C-RNTI on PDCCH for UE in RRC_CONNECTED.
-
HARQ feedback is transmitted only by the UE which detects its own UE identity, as provided in message 3, echoed in the Contention Resolution message;

-
For initial access and RRC Connection Re-establishment procedure, no segmentation is used (RLC-TM).

The Temporary C-RNTI is promoted to C-RNTI for a UE which detects RA success and does not already have a C-RNTI; it is dropped by others. A UE which detects RA success and already has a C-RNTI, resumes using its C-RNTI.

When CA is configured, the first three steps of the contention based random access procedures occur on the PCell while contention resolution (step 4) can be cross-scheduled by the PCell.
When DC is configured, the first three steps of the contention based random access procedures occur on the PCell in MCG and PSCell in SCG. When CA is configured in SCG, the first three steps of the contention based random access procedures occur on the PSCell while contention resolution (step 4) can be cross-scheduled by the PSCell.
10.1.5.2
Non-contention based random access procedure
The non-contention based random access procedure is outlined on Figure 10.1.5.2-1 below:
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Figure 10.1.5.2-1: Non-contention based Random Access Procedure
The three steps of the non-contention based random access procedures are:

0)
Random Access Preamble assignment via dedicated signalling in DL:

-
eNB assigns to UE a non-contention Random Access Preamble (a Random Access Preamble not within the set sent in broadcast signalling).

-
Signalled via:

-
HO command generated by target eNB and sent via source eNB for handover;

-
PDCCH in case of DL data arrival or positioning;

-
PDCCH for initial UL time alignment for a sTAG.

1)
Random Access Preamble on RACH in uplink: 

-
UE transmits the assigned non-contention Random Access Preamble.

2)
Random Access Response on DL-SCH:

-
Semi-synchronous (within a flexible window of which the size is two or more TTIs) with message 1;

-
No HARQ;
-
Addressed to RA-RNTI on PDCCH;
-
Conveys at least:

-
Timing Alignment information and initial UL grant for handover;

-
Timing Alignment information for DL data arrival;

-
RA-preamble identifier;
-
Intended for one or multiple UEs in one DL-SCH message.

When performing non-contention based random access on the PCell while CA is configured, the Random Access Preamble assignment via PDCCH of step 0, step 1 and 2 of the non-contention based random access procedure occur on the PCell. In order to establish timing advance for a sTAG, the eNB may initiate a non-contention based random access procedure with a PDCCH order (step 0) that is sent on a scheduling cell of activated SCell of the sTAG. Preamble transmission (step 1) is on the indicated SCell and Random Access Response (step 2) takes place on PCell.
When performing non-contention based random access on the PCell or PSCell while DC is configured, the Random Access Preamble assignment via PDCCH of step 0, step 1 and 2 of the non-contention based random access procedure occur on the corresponding cell. In order to establish timing advance for a sTAG, the eNB may initiate a non-contention based random access procedure with a PDCCH order (step 0) that is sent on a scheduling cell of activated SCell of the sTAG not including PSCell. Preamble transmission (step 1) is on the indicated SCell and Random Access Response (step 2) takes place on PCell for MCG and PSCell for SCG.
10.1.6
Radio Link Failure

Two phases govern the behaviour associated to radio link failure as shown on Figure 10.1.6-1:

-
First phase:

-
started upon radio problem detection;

-
leads to radio link failure detection;

-
no UE-based mobility;

-
based on timer or other (e.g. counting) criteria (T1).

-
Second Phase:

-
started upon radio link failure detection or handover failure;

-
leads to RRC_IDLE;

-
UE-based mobility;

-
Timer based (T2).
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Figure 10.1.6-1: Radio Link Failure

Table 10.1.6-1 below describes how mobility is handled with respect to radio link failure:

Table 10.1.6-1: Mobility and Radio Link Failure

	Cases
	First Phase
	Second Phase
	T2 expired

	UE returns to the same cell
	Continue as if no radio problems occurred
	Activity is resumed by means of explicit signalling between UE and eNB
	Go via RRC_IDLE

	UE selects a different cell from the same eNB
	N/A
	Activity is resumed by means of explicit signalling between UE and eNB
	Go via RRC_IDLE

	UE selects a cell of a prepared eNB (NOTE)
	N/A
	Activity is resumed by means of explicit signalling between UE and eNB
	Go via RRC_IDLE

	UE selects a cell of a different eNB that is not prepared (NOTE)
	N/A
	Go via RRC_IDLE
	Go via RRC_IDLE

	NOTE: 
a prepared eNB is an eNB which has admitted the UE during an earlier executed HO preparation phase, or obtains the UE context during the Second Phase.


In the Second Phase, in order to resume activity and avoid going via RRC_IDLE when the UE returns to the same cell or when the UE selects a different cell from the same eNB, or when the UE selects a cell from a different eNB, the following procedure applies:

-
The UE stays in RRC_CONNECTED;

-
The UE accesses the cell through the random access procedure;

- 
The UE identifier used in the random access procedure for contention resolution (i.e. C‑RNTI of the UE in the cell where the RLF occurred + physical layer identity of that cell + short MAC-I based on the keys of that cell) is used by the selected eNB to authenticate the UE and check whether it has a context stored for that UE:

-
If the eNB finds a context that matches the identity of the UE, or obtains this context from the previously serving eNB, it indicates to the UE that its connection can be resumed;

-
If the context is not found, RRC connection is released and UE initiates procedure to establish new RRC connection. In this case UE is required to go via RRC_IDLE.

The radio link failure procedure applies also for RNs, with the exception that the RN is limited to select a cell from its DeNB cell list. Upon detecting radio link failure, the RN discards any current RN subframe configuration (for communication with its DeNB), enabling the RN to perform normal contention-based RACH as part of the re-establishment. Upon successful re-establishment, an RN subframe configuration can be configured again using the RN reconfiguration procedure.
For DC, PCell supports above phases. In addition, the first phase of the radio link failure procedure is supported for PSCell. However, upon detecting RLF on the PSCell, the re-establishment procedure is not triggered at the end of the first phase. Instead, UE shall inform the radio link failure of PSCell to the MeNB.
NOTE:
If the recovery attempt in the second phase fails, the details of the RN behaviour in RRC_IDLE to recover an RRC connection are up to the RN implementation.

11.1.1
Downlink Scheduling

In the downlink, E-UTRAN can dynamically allocate resources (PRBs and MCS) to UEs at each TTI via the C-RNTI on PDCCH(s). A UE always monitors the PDCCH(s) in order to find possible allocation when its downlink reception is enabled (activity governed by DRX when configured). When CA is configured, the same C-RNTI applies to all serving cells.

In addition, E-UTRAN can allocate semi-persistent downlink resources for the first HARQ transmissions to UEs:

-
RRC defines the periodicity of the semi-persistent downlink grant;

-
PDCCH indicates whether the downlink grant is a semi-persistent one i.e. whether it can be implicitly reused in the following TTIs according to the periodicity defined by RRC.

When required, retransmissions are explicitly signalled via the PDCCH(s). In the sub-frames where the UE has semi-persistent downlink resource, if the UE cannot find its C-RNTI on the PDCCH(s), a downlink transmission according to the semi-persistent allocation that the UE has been assigned in the TTI is assumed. Otherwise, in the sub-frames where the UE has semi-persistent downlink resource, if the UE finds its C-RNTI on the PDCCH(s), the PDCCH allocation overrides the semi-persistent allocation for that TTI and the UE does not decode the semi-persistent resources.

When CA is configured, semi-persistent downlink resources can only be configured for the PCell and only PDCCH allocations for the PCell can override the semi-persistent allocation. When DC is configured, semi-persistent downlink resources can only be configured for the PCell or PSCell. Only PDCCH allocations for the PCell can override the semi-persistent allocation for PCell and only PDCCH allocations for the PSCell can override the semi-persistent allocation for PSCell.
11.1.2
Uplink Scheduling

In the uplink, E-UTRAN can dynamically allocate resources (PRBs and MCS) to UEs at each TTI via the C-RNTI on PDCCH(s). A UE always monitors the PDCCH(s) in order to find possible allocation for uplink transmission when its downlink reception is enabled (activity governed by DRX when configured). When CA is configured, the same C-RNTI applies to all serving cells.

In addition, E-UTRAN can allocate a semi-persistent uplink resource for the first HARQ transmissions and potentially retransmissions to UEs:

-
RRC defines the periodicity of the semi-persistent uplink grant;

-
PDCCH indicates whether the uplink grant is a semi-persistent one i.e. whether it can be implicitly reused in the following TTIs according to the periodicity defined by RRC.

In the sub-frames where the UE has semi-persistent uplink resource, if the UE cannot find its C-RNTI on the PDCCH(s), an uplink transmission according to the semi-persistent allocation that the UE has been assigned in the TTI can be made. The network performs decoding of the pre-defined PRBs according to the pre-defined MCS. Otherwise, in the sub-frames where the UE has semi-persistent uplink resource, if the UE finds its C-RNTI on the PDCCH(s), the PDCCH allocation overrides the persistent allocation for that TTI and the UE’s transmission follows the PDCCH allocation, not the semi-persistent allocation. Retransmissions are either implicitly allocated in which case the UE uses the semi-persistent uplink allocation, or explicitly allocated via PDCCH(s) in which case the UE does not follow the semi-persistent allocation.

NOTE:
there is no blind decoding in uplink and when the UE does not have enough data to fill the allocated resource, padding is used.

When the UE is provided with valid uplink grants in several serving cells in one TTI, the order in which the grants are processed during logical channel prioritisation and whether joint or serial processing is applied are left up to UE implementation. 

Similarly as for the downlink, semi-persistent uplink resources can only be configured for the PCell and only PDCCH allocations for the PCell can override the semi-persistent allocation. When DC is configured, semi-persistent uplink resources can only be configured for the PCell or PSCell. Only PDCCH allocations for the PCell can override the semi-persistent allocation for PCell and only PDCCH allocations for the PSCell can override the semi-persistent allocation for PSCell.
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