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5.4.1.2
OTDOA Assistance Data Elements

This subclause defines the OTDOA assistance data elements which shall be provided to the UE in the tests in LPP Provide Assistance Data messages. 

-
OTDOA REFERENCE CELL INFO
Table 5.4.1.2-1: OTDOA-ReferenceCellInfo

	Derivation Path: 36.355 clause 6.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	OTDOA-ReferenceCellInfo ::= SEQUENCE {
	
	Cell 1
	

	   physCellId
	0 
	
	

	   cellGlobalId SEQUENCE {
	
	
	

	      mcc
	As defined for Cell 1 in 36.508 [8]
	
	

	      mnc
	As defined for Cell 1 in 36.508 [8]
	
	

	      cellidentity
	As defined for E-UTRAN Cell Identifier for Cell 1 in 36.508 [8]
	
	

	   }
	
	
	

	   earfcnRef
	Not present
	Same as the serving cell
	

	   antennaPortConfig
	Not present
	Same as the serving cell
	

	   cpLength
	Normal
	
	

	   prsInfo SEQUENCE {
	
	
	

	      prs-Bandwidth
	PRS are transmitted over the used system bandwidth (see subclause 5.2.2) 
	
	

	      prs-ConfigurationIndex
	FDD: 2
TDD: 4
	
	

	      numDL-Frames
	sf-1
	
	

	      prs-MutingInfo-r9
	Not present
	PRS muting is not used.
	

	   }
	
	
	

	}
	
	
	


-
OTDOA NEIGHBOUR CELL INFO LIST
Table 5.4.1.2-2: OTDOA-NeighbourCellInfoList

	Derivation Path: 36.355 clause 6.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	OTDOA-NeighbourCellInfoList ::= SEQUENCE (SIZE(1)) OF SEQUENCE {
	
	
	

	  SEQUENCE (SIZE(2)) OF SEQUENCE {
	
	Cell 2
	

	     physCellId
	2
	
	

	     cellGlobalId SEQUENCE {
	
	
	

	       mcc
	As defined for Cell 2 in 36.508 [8]
	
	

	       mnc
	As defined for Cell 2 in 36.508 [8]
	
	

	       cellidentity
	As defined for E-UTRAN Cell Identifier for Cell 2 in 36.508 [8]
	
	

	     }
	
	
	

	     earfcn
	Not present
	Same as for the reference cell
	

	     cpLength
	Not present
	Same as for the reference cell
	

	     prsInfo
	Not present
	Same as for the reference cell
	

	     antennaPortConfig
	Not present
	Same as for the reference cell
	

	     slotNumberOffset
	Not present
	Slot timing is the same as for reference cell
	

	     prs-SubframeOffset
	Not present
	
	

	     expectedRSTD
	8192
	Value 0
	

	     expectedRSTD-Uncertainty
	10
	About 1 s
	

	    }
	
	
	

	  SEQUENCE {
	
	Cell 4
	

	     physCellId
	4
	
	

	     cellGlobalId SEQUENCE {
	
	
	

	       mcc
	As defined for Cell 4 in 36.508 [8]
	
	

	       mnc
	As defined for Cell 4 in 36.508 [8]
	
	

	       cellidentity
	As defined for E-UTRAN Cell Identifier for Cell 4 in 36.508 [8]
	
	

	     }
	
	
	

	     earfcn
	Not present
	Same as for the reference cell
	

	     cpLength
	Not present
	Same as for the reference cell
	

	     prsInfo
	Not present
	Same as for the reference cell
	

	     antennaPortConfig
	Not present
	Same as for the reference cell
	

	     slotNumberOffset
	Not present
	Slot timing is the same as for reference cell
	

	     prs-SubframeOffset
	Not present
	
	

	     expectedRSTD
	8192
	Value 0
	

	     expectedRSTD-Uncertainty 
	10
	About 1 s
	

	    }
	
	
	

	  }
	
	
	

	}
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