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6.2
Sensitivity

6.2.1
Sensitivity Coarse Time Assistance

6.2.1.1
Definition and applicability

Sensitivity with coarse time assistance is the minimum level of GNSS satellite signals required for the UE to make an A-GNSS position estimate to a specific accuracy and within a specific response time when the network only provides coarse time assistance.

The requirements and this test apply to all types of UTRA for the UE that supports A-GNSS.

This test case includes sub-test cases dependent on the GNSS supported by the UE. Each sub-test case is identified by a Sub-Test Case Number as defined in Table 6.2.1.1.

Table 6.2.1.1: Sub-Test Case Number Definition

	Sub-Test Case Number
	Supported GNSS

	1
	UE supporting A-GLONASS only

	2
	UE supporting A-Galileo only

	3
	UE supporting A-GPS and Modernized GPS only

	4
	UE supporting A-GPS and A-GLONASS only

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only


6.2.1.2
Minimum requirements

The first fix position estimates shall meet the accuracy and response time requirements in table 6.2.1.2-3 for the parameters specified in table 6.2.1.2-1.


	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	


Table 6.2.1.2-1: Test parameters for Sensitivity Coarse Time Assistance

	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 6.2.1.2-2

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference high signal power level 
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	GPS(1)
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	GLONASS
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	BDS
	Reference high signal power level
	dBm
	-136

	
	Reference low signal power level
	dBm
	-145

	NOTE 1: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.
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6.2.1.5
Test Requirements

For the parameters specified in table 6.2.1.5-1 the UE shall meet the requirements and the success rate specified in table 6.2.1.5-3 with a confidence level of 95% according to Annex D.


	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	


Table 6.2.1.5-1: Test parameters for Sensitivity Coarse Time Assistance

	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 6.2.1.5-2

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(1.8

	Galileo
	Reference high signal power level 
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	GPS(1)
	Reference high signal power level
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	GLONASS
	Reference high signal power level
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	BDS
	Reference high signal power level
	dBm
	-135

	
	Reference low signal power level
	dBm
	-144

	NOTE 1: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.
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7.1.1.4
Minimum conformance requirements

The first fix position estimates shall meet the accuracy and response time requirements in table 7.1.1.2 for the parameters specified in table 7.1.1.3 or 7.1.1.4.
Table 7.1.1.2: Requirements Sensitivity Coarse time assistance

	Success rate
	2-D position error
	Max response time

	95 %
	100 m
	20 s


Table 7.1.1.3: Parameters Sensitivity Coarse time assistance - Sub-Test 1

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse time assistance error range
	seconds
	(2

	GPS L1 C/A Signal for one satellites
	dBm
	-142

	GPS L1 C/A Signal for remaining satellites
	dBm
	-147



	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	


Table 7.1.1.4: Parameters Sensitivity Coarse time assistance - Sub-Tests 2 to 5 and Sub-Tests 9, 10
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 7.1.1.5

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(2

	Galileo
	Reference high signal power level 
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	GPS(1)
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	GLONASS
	Reference high signal power level
	dBm
	-142

	
	Reference low signal power level
	dBm
	-147

	BDS
	Reference high signal power level
	dBm
	-136

	
	Reference low signal power level
	dBm
	-145

	NOTE 1: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


<<  UNCHANGED CONTENT OMITTED >>

7.1.1.6
Test requirement

For the parameters specified in table 7.1.1.6 or 7.1.1.7 the UE shall meet the requirements and the success rate specified in table 7.1.1.9 with a confidence level of 95% according to Annex D.

Table 7.1.1.6: Test parameters Sensitivity Coarse time assistance - Sub-Test 1

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse Time assistance error range
	seconds
	(1.8

	GPS L1 C/A Signal for one satellite
	dBm
	-141

	GPS L1 C/A Signal for remaining satellites
	dBm
	-146



	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	


Table 7.1.1.7: Test parameters Sensitivity Coarse time assistance - Sub-Tests 2 to 5 and Sub-Tests 9, 10
	System
	Parameters
	Unit
	Value

	
	Number of generated satellites per system
	-
	See Table 7.1.1.8

	
	Total number of generated satellites 
	-
	6

	
	HDOP range
	
	1.4 to 2.1

	
	Propagation conditions 
	-
	AWGN

	
	GNSS coarse time assistance error range
	seconds
	(1.8

	Galileo
	Reference high signal power level 
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	GPS(1)
	Reference high signal power level
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	GLONASS
	Reference high signal power level
	dBm
	-141

	
	Reference low signal power level
	dBm
	-146

	BDS
	Reference high signal power level
	dBm
	-135

	
	Reference low signal power level
	dBm
	-144

	NOTE 1: ”GPS” here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.
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