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Change 1
	Function name
	TC_11_2_6()

	Reason for change
	IMS1 PTC is never started

	Summary of change
	Start IMS1 PTC for this test case



	TTCN module
	LTE_Testsuite.ttcn


Before change

  testcase TC_11_2_6() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   Handling of Local Emergency Numbers List provided during Attach and Normal tracking area update procedures

    var EUTRA_PTC    v_EUTRA      := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(720);

    v_EUTRA := EUTRA_PTC.create alive;

    v_IMS2 := IMS_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(v_EUTRA, v_IMS1, v_IMS2);

    v_EUTRA.start(f_TC_11_2_6_EUTRA());

    v_IMS2.start(f_TC_11_2_6_IMS2());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }
After change

  testcase TC_11_2_6() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   Handling of Local Emergency Numbers List provided during Attach and Normal tracking area update procedures

    var EUTRA_PTC    v_EUTRA      := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(720);

    v_EUTRA := EUTRA_PTC.create alive;

    v_IMS1 := IMS_PTC.create alive;  

    v_IMS2 := IMS_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(v_EUTRA, v_IMS1, v_IMS2);

    v_EUTRA.start(f_TC_11_2_6_EUTRA());

    v_IMS1.start(f_TC_11_2_6_IMS1());  

    v_IMS2.start(f_TC_11_2_6_IMS2());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }
Change 2
	Function name
	fl_EUTRA_GenericIMS_MO_SpeechCall_11_2_6

	Reason for change
	The IP routing table info is never updated following cell change to EUTRA cell C, prior to starting IMS MO call at step 20A.

	Summary of change
	2.
Add call to f_IP_ChangeEutraCell() in fl_EUTRA_GenericIMS_MO_SpeechCall_11_2_6()

	TTCN module
	IMS_EmergencyCall.ttcn


Before change

      module IMS_EmergencyCall {

  import from EUTRA_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from EUTRA_Component all;

  import from EUTRA_CellInfo all;

  import from EUTRA_ASP_TypeDefs all;

  import from EUTRA_ASP_SrbDefs all;
  .....
.....

  function fl_EUTRA_GenericIMS_MO_SpeechCall_11_2_6(EUTRA_CellId_Type p_CellId,

                                                    charstring p_Digits,

                                                    charstring p_Step)  runs on EUTRA_PTC

  {

    var template (value) RadioBearerList_Type v_DrbConfigList := {cs_OneDRB_ConfigAM(tsc_DRB1), cs_OneDRB_ConfigAM(tsc_DRB2), cs_OneDRB_ConfigUM(tsc_DRB3)};

    var EPS_BearerIdentity v_EpsDefBearerId := '6'H;

    //Cause the UE to start a "call"

    f_UT_RequestIMSCall(UT, p_Digits);

    //@siclog "Steps 1-8" siclog@

    f_EUTRA_ServiceRequestAndActivate_SRB2_DRB(p_CellId,

                                               0,

                                               0,

                                               omit,

                                               omit,

                                               omit,

                                               omit,

                                               omit,

                                               false,

                                               -,

                                               omit);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, p_Step);

    // Send trigger to IMS PTC

    // Steps 9 to 11 are executed in IMS PTC

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_RRCConnectionReconfigurationWithPiggyNAS_DrbReconfig(p_CellId,

                                                                 tsc_RRC_TI_Def,

                                                                 {tsc_DRB2},

                                                                 {cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                 cs_508_ActDedicatedEPSBearerCxtReq(tsc_EpsDedicatedBearerId,

                                                                                                                    tsc_PTI_Unassigned,

                                                                                                                    cs_LinkedId(hex2bit(tsc_EpsDefaultBearerId)),

                                                                                                                    cds_EPS_QoS_Dedicated_4, // @sic R5s140590 sic@

                                                                                                                    f_EUTRA_Get_508_TrafficFlowTemplate(4, tsc_EpsDedicatedBearerId)))},

                                                                 UM_Mode);

    //@siclog "Step 15" siclog@

    SRB.receive(car_SRB2_NasPdu_IND(p_CellId,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_ActDedicatedEPSBearerCxtAccept(tsc_EpsDedicatedBearerId))));

    //Wait for completion of IMS signalling

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_Delay (1.0);

    fl_EUTRA_ReleaseEpsBearerAndRRCConnection(IMS[tsc_Index_PDN1], p_CellId, v_EpsDefBearerId, v_DrbConfigList);  

  }
After change

    module IMS_EmergencyCall {

  import from EUTRA_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from EUTRA_Component all;

  import from EUTRA_CellInfo all;

  import from EUTRA_ASP_TypeDefs all;

  import from EUTRA_ASP_SrbDefs all;
  ....
.....

  import from IP_PTC_CtrlMsgs all;  
.....

.....
    function fl_EUTRA_GenericIMS_MO_SpeechCall_11_2_6(EUTRA_CellId_Type p_CellId,

                                                    charstring p_Digits,

                                                    charstring p_Step)  runs on EUTRA_PTC

  {

    var template (value) RadioBearerList_Type v_DrbConfigList := {cs_OneDRB_ConfigAM(tsc_DRB1), cs_OneDRB_ConfigAM(tsc_DRB2), cs_OneDRB_ConfigUM(tsc_DRB3)};

    var EPS_BearerIdentity v_EpsDefBearerId := '6'H;
     f_IP_ChangeEutraCell(IP, p_CellId);  
    //Cause the UE to start a "call"

    f_UT_RequestIMSCall(UT, p_Digits);

    //@siclog "Steps 1-8" siclog@

    f_EUTRA_ServiceRequestAndActivate_SRB2_DRB(p_CellId,

                                               0,

                                               0,

                                               omit,

                                               omit,

                                               omit,

                                               omit,

                                               omit,

                                               false,

                                               -,

                                               omit);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, p_Step);

    // Send trigger to IMS PTC

    // Steps 9 to 11 are executed in IMS PTC

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_RRCConnectionReconfigurationWithPiggyNAS_DrbReconfig(p_CellId,

                                                                 tsc_RRC_TI_Def,

                                                                 {tsc_DRB2},

                                                                 {cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                 cs_508_ActDedicatedEPSBearerCxtReq(tsc_EpsDedicatedBearerId,

                                                                                                                    tsc_PTI_Unassigned,

                                                                                                                    cs_LinkedId(hex2bit(tsc_EpsDefaultBearerId)),

                                                                                                                    cds_EPS_QoS_Dedicated_4, // @sic R5s140590 sic@

                                                                                                                    f_EUTRA_Get_508_TrafficFlowTemplate(4, tsc_EpsDedicatedBearerId)))},

                                                                 UM_Mode);

    //@siclog "Step 15" siclog@

    SRB.receive(car_SRB2_NasPdu_IND(p_CellId,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_ActDedicatedEPSBearerCxtAccept(tsc_EpsDedicatedBearerId))));

    //Wait for completion of IMS signalling

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_Delay (1.0);

    fl_EUTRA_ReleaseEpsBearerAndRRCConnection(IMS[tsc_Index_PDN1], p_CellId, v_EpsDefBearerId, v_DrbConfigList);  

  }
