
3GPP TSG-RAN WG5 Testing 
R5s150340
01 Jan – 31 Dec 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.523-3
	CR
	2733
	rev
	-
	Current version:
	12.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction of GCF WI-154 IMS Emergency call Testcase 11.2.4

	
	

	Source to WG:
	Anritsu Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	TEI9_Test
	
	Date:
	2015-04-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	 After secuity context updated locally, this value is not updated in the security context in IMS servier

	 
	

	Summary of change:
	Updated Security context usijng v_SecurityContext instead of v_SecurityContextValue

	
	

	
	

	Consequences if not approved:
	A conformant UE may fail the test case. 

	
	

	Clauses affected:
	11.2.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Change 1
	Function name
	fl_IMS_Server_SecurityContextCloseTCP()

	Reason for change
	After secuity context updated locally, this value is not updated in the security context in IMS servier

	Summary of change
	Updated Security context usijng v_SecurityContext instead of v_SecurityContextValue

	TTCN module
	Common\IP_PTC\IP_PTC_IMS_Handler.ttcn

	MCC160 Comment
	


Before change
…

function fl_IMS_Server_SecurityContextCloseTCP(inout IMS_Server_Type p_ImsServer,

                                                 IMS_SecurityContextEnum_Type p_SecurityContextEnum,

                                                 boolean p_WaitForCNF := true) runs on IP_PTC

  {

    var template (omit) IMS_SecurityContext_Type v_SecurityContext := fl_IMS_Server_GetSecurityContext(p_ImsServer, p_SecurityContextEnum);

    var IMS_SecurityContext_Type v_SecurityContextValue;

    if (isvalue(v_SecurityContext)) {

      v_SecurityContextValue := valueof(v_SecurityContext);

      f_TcpClient_CloseConnection(v_SecurityContextValue.TcpClient, p_WaitForCNF);

      f_TcpServer_CloseConnection(v_SecurityContextValue.TcpServer, p_WaitForCNF);

      v_SecurityContext.TcpClient := omit;

      v_SecurityContext.TcpServer := omit;

      fl_IMS_Server_SetSecurityContext(p_ImsServer, p_SecurityContextEnum, v_SecurityContextValue);

    }

  }…
After change
…
  function fl_IMS_Server_SecurityContextCloseTCP(inout IMS_Server_Type p_ImsServer,

                                                 IMS_SecurityContextEnum_Type p_SecurityContextEnum,

                                                 boolean p_WaitForCNF := true) runs on IP_PTC

  {

    var template (omit) IMS_SecurityContext_Type v_SecurityContext := fl_IMS_Server_GetSecurityContext(p_ImsServer, p_SecurityContextEnum);

    var IMS_SecurityContext_Type v_SecurityContextValue;

    if (isvalue(v_SecurityContext)) {

      v_SecurityContextValue := valueof(v_SecurityContext);

      f_TcpClient_CloseConnection(v_SecurityContextValue.TcpClient, p_WaitForCNF);

      f_TcpServer_CloseConnection(v_SecurityContextValue.TcpServer, p_WaitForCNF);

      v_SecurityContext.TcpClient := omit;

      v_SecurityContext.TcpServer := omit;

      fl_IMS_Server_SetSecurityContext(p_ImsServer, p_SecurityContextEnum, v_SecurityContext); //1124 NK

    }

  }
