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	Reason for change:
	After the implementation of CR’s R5s150209, R5s150211 and R5s150212, a 300 Sec delay Timer was added in the Test case to allow the UE to change mode to Automatic PLMN selection. To handle this timer the Guard timer for these test cases also needs to be increased.

	
	

	Summary of change:
	Increased the Guard Timer for Test cases cases 9.2.1.2.9, 9.2.3.2.11, 9.2.3.1.15 and 9.2.3.1.15a by 300 sec.

	
	

	Consequences if not approved:
	A conforment UE may not pass the test case.
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Change 1
	Function name
	testcase TC_9_2_3_1_15a()

	Reason for change
	After the implementation of CR’s R5s150209, R5s150211 and R5s150212, a 300 Sec delay Timer was added in the Test case to allow the UE to change mode to Automatic PLMN selection. To handle this timer the Guard timer for these test cases also needs to be increased.

	Summary of change
	Increased the Guard Timer for Test cases cases 9.2.1.2.9, 9.2.3.2.11, 9.2.3.1.15 and 9.2.3.1.15a by 300 sec.

	TTCN module
	LTE_IRAT_IWD_15wk18\LTE_IRAT_Testsuite.ttcn


Before change

    testcase TC_9_2_3_1_15a() runs on MTC_LTE_IRAT system SYSTEM_LTE_IRAT {

    // @purpose

    //   Normal tracking area update / Rejected / PLMN not allowed / Single Frequency operation

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(960);
After change

    testcase TC_9_2_3_1_15a() runs on MTC_LTE_IRAT system SYSTEM_LTE_IRAT {

    // @purpose

    //   Normal tracking area update / Rejected / PLMN not allowed / Single Frequency operation

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(1260);
Change 2
	Function name
	testcase TC_9_2_3_1_15()

	Reason for change
	After the implementation of CR’s R5s150209, R5s150211 and R5s150212, a 300 Sec delay Timer was added in the Test case to allow the UE to change mode to Automatic PLMN selection. To handle this timer the Guard timer for these test cases also needs to be increased.

	Summary of change
	Increased the Guard Timer for Test cases cases 9.2.1.2.9, 9.2.3.2.11, 9.2.3.1.15 and 9.2.3.1.15a by 300 sec.

	TTCN module
	LTE_IRAT_IWD_15wk18\LTE_IRAT_Testsuite.ttcn


Before change
    testcase TC_9_2_3_1_15() runs on MTC_LTE_IRAT system SYSTEM_LTE_IRAT {

    // @purpose

    //   Normal tracking area update / Rejected / PLMN not allowed

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(960);
After change
    testcase TC_9_2_3_1_15() runs on MTC_LTE_IRAT system SYSTEM_LTE_IRAT {

    // @purpose

    //   Normal tracking area update / Rejected / PLMN not allowed

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(1260);
Change 3
	Function name
	testcase TC_9_2_3_2_11()

	Reason for change
	After the implementation of CR’s R5s150209, R5s150211 and R5s150212, a 300 Sec delay Timer was added in the Test case to allow the UE to change mode to Automatic PLMN selection. To handle this timer the Guard timer for these test cases also needs to be increased.

	Summary of change
	Increased the Guard Timer for Test cases cases 9.2.1.2.9, 9.2.3.2.11, 9.2.3.1.15 and 9.2.3.1.15a by 300 sec.

	TTCN module
	LTE_IRAT_IWD_15wk18\LTE_IRAT_Testsuite.ttcn


Before change
    testcase TC_9_2_3_2_11() runs on MTC_LTE_IRAT system SYSTEM_LTE_IRAT {

    // @purpose

    //   Combined tracking area update / Rejected / PLMN not allowed

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(900);
After change
  testcase TC_9_2_3_2_11() runs on MTC_LTE_IRAT system SYSTEM_LTE_IRAT {

    // @purpose

    //   Combined tracking area update / Rejected / PLMN not allowed

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(1200);
Change 4
	Function name
	testcase TC_9_2_1_2_9()

	Reason for change
	After the implementation of CR’s R5s150209, R5s150211 and R5s150212, a 300 Sec delay Timer was added in the Test case to allow the UE to change mode to Automatic PLMN selection. To handle this timer the Guard timer for these test cases also needs to be increased.

	Summary of change
	Increased the Guard Timer for Test cases cases 9.2.1.2.9, 9.2.3.2.11, 9.2.3.1.15 and 9.2.3.1.15a by 300 sec.

	TTCN module
	LTE_IRAT_IWD_15wk18\LTE_IRAT_Testsuite.ttcn


Before change
  testcase TC_9_2_1_2_9() runs on MTC_LTE_IRAT system SYSTEM_LTE_IRAT {

    // @purpose

    //   Combined attach / rejected / PLMN not allowed 

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(600);

After change
  testcase TC_9_2_1_2_9() runs on MTC_LTE_IRAT system SYSTEM_LTE_IRAT {

    // @purpose

    //   Combined attach / rejected / PLMN not allowed 

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(900);
