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	Other comments:
	


1
Changes required to ASN.1 messages

1.1
ASN.1 Baseline Moving - 36.355
LPP ASN.1 is upgraded to 36.355-c40, see also analysis in R5w150110.

ASN.1 Changes
Fixing previous errors

· “ARFCN-ValueEUTRA-v9a0 ::=
INTEGER (maxEARFCN+1..maxEARFCN2)” replaced by 
“ARFCN-ValueEUTRA-v9a0 ::=
INTEGER (maxEARFCN-Plus1..maxEARFCN2)”

· In “NeighbourMeasurementElement” physCellIdNeighbor is replaced with physCellIdNeighbour --> No change in TTCN. 
Non-critical extensions with extension marker (ellipsis)

	ResponseTime
	responseTimeEarlyFix-r12
	Set to “omit” in cs_LppRequestLocationInfo

	CommonIEsProvideLocationInformation
	earlyFixReport-r12
	Set to “*” in cr_CommonIEsProvideLocationInformation

	OTDOA-ProvideCapabilities
	interFreqRSTDmeasurement-r10
additionalNeighbourCellInfoList-r10
	(no changes)

	GNSS-GenericAssistDataElement
	bds-DifferentialCorrections-r12
bds-GridModel-r12
	Set to “omit” in
cs_AgnssProvideAssistData_UEA_GpsAndGlonass_NoAA
cs_AgnssProvideAssistData_UEA_GpsAndGlonass_AA
cs_AgnssProvideAssistData_UEA_Galileo_NoAA
cs_AgnssProvideAssistData_UEA_Galileo_AA
cs_AgnssProvideAssistData_UEA_Glonass_NoAA
cs_AgnssProvideAssistData_UEA_Glonass_AA
cs_AgnssProvideAssistData_UEA_Gps_NoAA
cs_AgnssProvideAssistData_UEA_Gps_AA
cs_AgnssProvideAssistData_UEB_GpsAndGlonass
cs_AgnssProvideAssistData_UEB_Galileo
cs_AgnssProvideAssistData_UEB_Glonass
cs_AgnssProvideAssistData_UEB_Gps

	GNSS-NavModelSatelliteElement
	svHealthExt-v1240
	Set to “omit” in cs_GNSS_NavModelSatelliteElement_Galileo,
cs_GNSS_NavModelSatelliteElement_Glonass;
cs_GNSS_NavModelSatelliteElement_Gps

	GNSS-ClockModel
	bds-ClockModel-r12
	(no changes)

	GNSS-OrbitModel
	bds-KeplerianSet-r12
	(no changes)

	GNSS-Almanac
	toa-ext-v1240
ioda-ext-v1240
	Set to “omit” in
cs_AgnssProvideAssistData_UEA_GpsAndGlonass_NoAA
cs_AgnssProvideAssistData_UEA_Galileo_NoAA
cs_AgnssProvideAssistData_UEA_Glonass_NoAA
cs_AgnssProvideAssistData_UEA_Gps_NoAA

	GNSS-AlmanacElement
	keplerianBDS-Almanac-r12
	(no changes)

	GNSS-UTC-Model
	utcModel5-r12
	(no changes)

	GNSS-GenericAssistDataReqElement
	bds-DifferentialCorrectionsReq-r12
bds-GridModelReq-r12
	Set to “omit” in cs_GNSS_GenericAssistDataReqElement

	GNSS-GenericAssistDataSupportElement
	bds-DifferentialCorrectionsSupport-r12
bds-GridModelSupport-r12
	(no changes)

	GNSS-ID
	bds
	(no changes)


Non-backwards compatible changes (Galileo)

As all the Galileo test cases are going to be moved to Rel-12, these changes will not cause backwards compatibilty problems with the UE. 
	NeQuickModelParameter
	Change in value ranges for ai0, ai1, ai2
	(no changes)

	StandardClockModelList
	· Change in value ranges for stanClockAF2, stanClockAF1, stanClockAF0
· New mandatory field “sisa”
	· (no changes)
· Added “sisa” field in cs_GNSS_NavModelSatelliteElement_Galileo

	keplerianBDS-Almanac-r12
	Changes in mandatory fields
Change in value ranges for kepAlmanacAF0, kepAlmanacAF1
	(no changes)



1.2
ASN.1 Baseline Moving - OMA-TS-LPPe
OMA-TS-LPPe is upgraded to version V1_0-20140108-C, see also analysis in R5w150110.

ASN.1 Workarounds

· there shall be no comma at the end of OMA-LPPe-Sensor-ProvideCapabilities:

1) -- ASN1START

2) OMA-LPPe-Sensor-ProvideCapabilities ::= SEQUENCE {

3) 
motionStateSupport




NULL
OPTIONAL, --Cond MotionStateSupport

4) 
secondarySupport




NULL
OPTIONAL, --Cond SecondarySupport

5) 
...,

6) 
barometricPressureSupport


NULL
OPTIONAL, --Cond BarometricPressureSupport
7) }

8) -- ASN1STOP

ASN.1 Changes

Non-critical extensions with extension marker (ellipsis)

	OMA-LPPe-WLAN-AP-Type
	ieee802-11ac,

ieee802-11ad
	(no changes)

	OMA-LPPe-CommonIEsProvideLocationInformation
	locationSource
	(no changes)

	OMA-LPPe-WLAN-AP-LocationInformation
	apTransmitPower,

apAntennaGain,
ueSignaltoNoise,

ueSignalStrength,        apSignalStrengthDelta,        ueSignalStrengthDelta,        apSignaltoNoiseDelta, 

ueSignaltoNoiseDelta, 
operatingClass 


	(no changes)

	OMA-LPPe-WLAN-AP-RequestLocationInformation
	additionalRequestedMeasurements
	(no changes)

	OMA-LPPe-WLAN-AP-ProvideCapabilities
	additional-wlan-ecid-MeasSupported
	(no changes)

	OMA-LPPe-WLAN-AP-LocationServerErrorCauses
	apTPNotAvailable,

apAGNotAvailable,

ueSNNotAvailable,

ueRSSINotAvailable,

ocNotAvailable


	(no changes)

	OMA-LPPe-WLAN-AP-TargetDeviceErrorCauses
	apTPNotAvailable,

apAGNotAvailable,

ueSNNotAvailable,

ueRSSINotAvailable,

ocNotAvailable


	(no changes)


