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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2013-03_D15wk18’.
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3. Corrections to generic DRB release in ATS_15wk18
Change 1 – Correction to function ‘f_EUTRA_RRC_ConnectionRelease_Local’
	Function name
	f_EUTRA_RRC_ConnectionRelease_Local ()

	Reason for change
	When preparing for DRB release by capturing all DRB IDs in a list, the used variable “k” is not incremented. This results in a list which always contains of only the last DRB Id.

	Summary of change
	“k := k + 1” added at the end of the loop.

	TTCN module
	\Common\EUTRA\EUTRA_RRCSteps.ttcn

	MCC160 Comment
	


Before change

...
  //----------------------------------------------------------------------------
  /*
   * @desc      RRC connection release acc. to 36.523-3 clause 7.18
   * @param     p_CellId
   * @param     p_TimingAtT
   * @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS)
   */
  function f_EUTRA_RRC_ConnectionRelease_Local(EUTRA_CellId_Type p_CellId,
                                               SubFrameTiming_Type p_TimingAtT) runs on EUTRA_PTC
  { /* NOTE: the function schedules all steps to release and reconfigure the SRBs and (default) DRB
     *       => this will in fact happen in the future */
    /* @sic R5-110803 change 13 sic@ */
    /* @sic R5s110634 MCC160 implementation of change 1.1: new parameter p_DrbConfigList sic@ */
    /* @sic R5s110743: release MeasGapConfig sic@ */
    /* @sic R5s150338: p_DrbConfigList removed sic@ */
    var SubFrameTiming_Type v_Timing := p_TimingAtT;
    var DRB_IdentityList_Type v_DrbIdList := {};
    var PdcpCountInfoList_Type v_PdcpCountInfoList := f_EUTRA_SS_PdcpCount_GetAll(p_CellId);
    var integer k := 0;
    var integer i;
    for (i := 0; i < lengthof(v_PdcpCountInfoList); i := i + 1) {
      if (ischosen(v_PdcpCountInfoList[i].RadioBearerId.Drb)) {
        v_DrbIdList[k] := v_PdcpCountInfoList[i].RadioBearerId.Drb;     /* @sic R5s150338: release all DRBs being configured at the SS sic@ */
      }
    }
    /* Step 1 at T: disable the UL grant
...
After change

...
  //----------------------------------------------------------------------------
  /*
   * @desc      RRC connection release acc. to 36.523-3 clause 7.18
   * @param     p_CellId
   * @param     p_TimingAtT
   * @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS)
   */
  function f_EUTRA_RRC_ConnectionRelease_Local(EUTRA_CellId_Type p_CellId,
                                               SubFrameTiming_Type p_TimingAtT) runs on EUTRA_PTC
  { /* NOTE: the function schedules all steps to release and reconfigure the SRBs and (default) DRB
     *       => this will in fact happen in the future */
    /* @sic R5-110803 change 13 sic@ */
    /* @sic R5s110634 MCC160 implementation of change 1.1: new parameter p_DrbConfigList sic@ */
    /* @sic R5s110743: release MeasGapConfig sic@ */
    /* @sic R5s150338: p_DrbConfigList removed sic@ */
    var SubFrameTiming_Type v_Timing := p_TimingAtT;
    var DRB_IdentityList_Type v_DrbIdList := {};
    var PdcpCountInfoList_Type v_PdcpCountInfoList := f_EUTRA_SS_PdcpCount_GetAll(p_CellId);
    var integer k := 0;
    var integer i;
    for (i := 0; i < lengthof(v_PdcpCountInfoList); i := i + 1) {
      if (ischosen(v_PdcpCountInfoList[i].RadioBearerId.Drb)) {
        v_DrbIdList[k] := v_PdcpCountInfoList[i].RadioBearerId.Drb;     /* @sic R5s150338: release all DRBs being configured at the SS sic@ */
        k := k + 1;
      }
    }
    /* Step 1 at T: disable the UL grant

... 
Change 2 – Correction to functions ‘f_GenericProcedure_12_1_1’  and ‘f_GenericProcedure_12_1_2’
	Function name
	f_GenericProcedure_12_1_1 ()   + 
f_GenericProcedure_12_1_2 ()

	Reason for change
	Duplicated deletion of DRB2 at the end of step 6 in both functions handling the generic TC 12.1.x procedure.

	Summary of change
	Removed double deletion of DRB2.

	TTCN module
	\LTE\12\DRB_12.ttcn

	MCC160 Comment
	


Before change

...
    // configure SS in normal grant transmission
    //@sic R5-104796 DRX support on SS mandated sic@
    //@sic  R5s100293 sic@
    f_EUTRA_StartDefULGrantTransmission(eutra_Cell1);
    //@siclog step 5A-5B siclog@
    //@sic R5-106566 sic@
    f_EUTRA_OpenUE_TestLoopMode(eutra_Cell1);
    // step 6
    f_EUTRA_RRC_ConnectionRelease(p_CellId);
    // Note the f_EUTRA_RRC_ConnectionRelease reconfig's on SS side DRB1; other additional DRB's needs to be released and will
    // be configured in new sub test;
    f_EUTRA_SS_DRB_Release_NoDRB1(p_CellId, p_NoOfAddDRBs_AM, p_NoOfAddDRBs_UM);
  };
...

After change

...
    // configure SS in normal grant transmission
    //@sic R5-104796 DRX support on SS mandated sic@
    //@sic  R5s100293 sic@
    f_EUTRA_StartDefULGrantTransmission(eutra_Cell1);
    //@siclog step 5A-5B siclog@
    //@sic R5-106566 sic@
    f_EUTRA_OpenUE_TestLoopMode(eutra_Cell1);
    // step 6
    f_EUTRA_RRC_ConnectionRelease(p_CellId);
    // Note the f_EUTRA_RRC_ConnectionRelease reconfig's on SS side DRB1; other additional DRB's needs to be released and will
    // be configured in new sub test;
    //f_EUTRA_SS_DRB_Release_NoDRB1(p_CellId, p_NoOfAddDRBs_AM, p_NoOfAddDRBs_UM);
  };

... 
