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Change 1
	Template name
	function f_TC_13_4_4_2_EUTRA()  

	Reason for change
	Missing implementation of test step 2 as per prose.
(Note:- That is, Missing change 1 bullet 1 per R5s140804)

	Summary of change
	Add delay to allow UE to camp on Cell2 prior to paging procedure 

	TTCN module
	LTE_IRAT\source\LTE_IRAT\13\MultiLayer_Procedures_EC2K.ttcn


Before change

	  function f_TC_13_4_4_2_EUTRA()  runs on EUTRA_PTC

  { // Pre-registration at 1xRTT and Cell reselection / 1x Ordered Registration

    var IRAT_CoOrd_SysInfo_Type v_CDMA2000SysInfo;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    :

    :    

    //Preamble to ensure USIM is updated with valid TAI and to bring UE to initial state

    f_EUTRA_Preamble_CDMA2000_PreRegistration(eutra_Cell1, STATE2_IDLEUPDATE, true, px_RAND);

    //Send trigger to inform start of Test Body

    f_IRAT_SendCoOrd(CDMA2000, cms_IRAT_Trigger);

    f_EUTRA_TestBody_Set(true);

    //Set RS EPRE and parameters according to T1

    f_EUTRA_SetCellPowerList(v_CellPowerList_AtT1);    

    //@siclog "Step 2-10" siclog@

    f_EUTRA_UE_Page_Def(eutra_Cell2); //@sic R5s140804 sic@

    f_EUTRA_ServiceRequestAndActivate_SRB2_DRB(eutra_Cell2);

    f_IRAT_SendCoOrd(CDMA2000, cms_IRAT_Trigger);


After change

	  function f_TC_13_4_4_2_EUTRA()  runs on EUTRA_PTC

  { // Pre-registration at 1xRTT and Cell reselection / 1x Ordered Registration

    var IRAT_CoOrd_SysInfo_Type v_CDMA2000SysInfo;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    :

    :    

    //Preamble to ensure USIM is updated with valid TAI and to bring UE to initial state

    f_EUTRA_Preamble_CDMA2000_PreRegistration(eutra_Cell1, STATE2_IDLEUPDATE, true, px_RAND);

    //Send trigger to inform start of Test Body

    f_IRAT_SendCoOrd(CDMA2000, cms_IRAT_Trigger);

    f_EUTRA_TestBody_Set(true);

    //Set RS EPRE and parameters according to T1

    f_EUTRA_SetCellPowerList(v_CellPowerList_AtT1);

    //@siclog "Step 2-10" siclog@
    f_Delay(10.0);
    f_EUTRA_UE_Page_Def(eutra_Cell2); //@sic R5s140804 sic@

    f_EUTRA_ServiceRequestAndActivate_SRB2_DRB(eutra_Cell2);

    f_IRAT_SendCoOrd(CDMA2000, cms_IRAT_Trigger);


