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	Reason for change:
	Test case expects detach procedure to cell I or L in step 15. In current implementation TTCN expects EPS mobile identity (Detach request) from cell I or L what is incorrect.

According to  spec 24.008 chap. 5.5.2.2.1:

If the UE has a valid GUTI, the UE shall populate the EPS mobile identity IE with the valid GUTI. If the UE does not have a valid GUTI, the UE shall populate the EPS mobile identity IE with its IMSI.
In step 15 UE has valid GUTI because attach procedure was done in cell A. TTCN should expects EPS mobile identity in Detach request message from cell A.

	
	

	Summary of change:
	Use function      f_EUTRA_UE_DetachMO_Idle instead of f_EUTRA_UE_DetachMO where we are able to modify detach request message.

	
	

	Consequences if not approved:
	A conformant UE may fail the test case
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Change 1
	Function name
	fl_TC_9_2_1_1_1a_and9_2_1_1_1b_Body

	Reason for change
	Test case expects detach procedure to cell I or L in step 15. In current implementation TTCN expects EPS mobile identity (Detach request) from cell I or L what is incorrect.

According to  spec 24.008 chap. 5.5.2.2.1:
If the UE has a valid GUTI, the UE shall populate the EPS mobile identity IE with the valid GUTI. If the UE does not have a valid GUTI, the UE shall populate the EPS mobile identity IE with its IMSI.
In step 15 UE has valid GUTI because attach procedure was done in cell A. TTCN should expects EPS mobile identity in Detach request message from cell A. 

	Summary of change
	Use function      f_EUTRA_UE_DetachMO_Idle instead of f_EUTRA_UE_DetachMO where we are able to modify detach request message.

	TTCN module
	\LTE\source\LTE\9_2\ NAS_Attach_EOnly.ttcn


Before change

    //@siclog "Step 15" siclog@

    //Check: does the UE send DETACH on cell I resp L ?

    if ( pc_SwitchOnOff  or  pc_USIM_Removal  ) { //@sic R5s110307 sic@

      f_EUTRA_UE_DetachMO(v_EUTRA_CellIdIorL); // @sic R5s150216 change 3 sic@
      f_EUTRA_RRC_ConnectionRelease(v_EUTRA_CellIdIorL); // @sic R5s100545 sic@ @sic R5s100527 sic@

    }

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 15");
After change

    //@siclog "Step 15" siclog@

    //Check: does the UE send DETACH on cell I resp L ?

    if ( pc_SwitchOnOff  or  pc_USIM_Removal  ) { //@sic R5s110307 sic@

      f_EUTRA_UE_DetachMO_Idle(v_EUTRA_CellIdIorL,  

                               fl_EUTRA_UE_Detach_SwitchOffUe_ExpectedDetachRequest(eutra_CellA),

                               cr_NAS_Indication(tsc_SHT_IntegrityProtected, cr_508_SERVICE_REQUEST(f_EUTRA_SecurityKSIasme_Get())));
      f_EUTRA_RRC_ConnectionRelease(v_EUTRA_CellIdIorL); // @sic R5s100545 sic@ @sic R5s100527 sic@

    }

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 15");
