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1. Overview

This document lists all changes needed to correct problems in the TTCN implementation of test case 6.1.1.9 which is part of the LTE/SAE test suite in the ‘iwd-TTCN3-B2013-03_D14wk49’ ATS delivery.

The test case can be demonstrated to run with one LTE UE (see section 5). Execution logs are provided as evidence.
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3. Verification Test Summary

Test Case:
TC_6_1_1_9
Test Group:
LTE_IWD_14wk49
ATS Version:
iwd-TTCN3-B2013-03_D14wk49
System Simulator used:
Anite Conformance Toolset solution
UE’s used:
Qualcomm MSM 8994 Bolt
Verification Status:
PASS


4. Corrections required for test case 6.1.1.9
Change 1 – Correction to Guard Timer value for the TC 6.1.1.9 
	Function name
	TC_6_1_1_9()

	Reason for change
	In test case there are two idle mode generic timers for 360 seconds which makes a total of 720 sec timer.But the master guard timer is of only 360 seconds.

	Summary of change
	Guard Timer value increased to 1200 seconds.

	TTCN module
	Idle_PLMNSelection.ttcn

	MCC160 Comment
	


Before change
  testcase TC_6_1_1_9() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   PLMN selection of RPLMN or (E)HPLMN / Manual mode

    var EUTRA_PTC    v_EUTRA      := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(360);

    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(v_EUTRA, v_IMS1, v_IMS2);

    v_EUTRA.start(f_TC_6_1_1_9_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }
After change
 testcase TC_6_1_1_9() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   PLMN selection of RPLMN or (E)HPLMN / Manual mode

    var EUTRA_PTC    v_EUTRA      := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(1200);
    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(v_EUTRA, v_IMS1, v_IMS2);

    v_EUTRA.start(f_TC_6_1_1_9_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }
5. Execution Log Files
1) Qualcomm MSM 8994 Bolt
The Qualcomm MSM 8994 Bolt UE passed this test case on Anite Conformance Toolset Solution in LTE TDD path on band 40. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file: 
TC_6_1_1_9_Qualcomm.htm   
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