
3GPP TSG-RAN WG5 Testing 
R5s150209
01 Jan – 31 Dec 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.523-3
	CR
	2674
	rev
	-
	Current version:
	12.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction for GCF WI-086 EMM test case 9.2.1.2.9

	
	

	Source to WG:
	Anite

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2015-03-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	In current TTCN implementation at step  28 – 30, UE’s mode is changed to Manual PLMN selection. After this the UE is never changed back to Automatic PLMN selection.

	
	

	Summary of change:
	Changed the UE mode to Automatic PLMN selection before the postamble. Similar changes already done for TC 9.2.1.1.13.

	
	

	Consequences if not approved:
	UE will remain in Manual selection mode which might cause TC’s following these test case to Fail.. 

	
	

	Clauses affected:
	9.2.1.2.9

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Change 1
	Function name
	f_TC_9_2_1_2_9_EUTRA

	Reason for change
	In current TTCN implementation at step  28 – 30, UE’s mode is changed to Manual PLMN selection. After this the UE is never changed back to Automatic PLMN selection.



	Summary of change
	Changed the UE mode to Automatic PLMN selection before the postamble. Similar changes already done for TC 9.2.1.1.13.

	TTCN module
	 LTE_IRAT\9_2\NAS_Attach_UG.ttcn


Before change

function f_TC_9_2_1_2_9_EUTRA() runs on EUTRA_PTC

  { /* ombined attach / rejected / PLMN not allowed */

    f_EUTRA_NAS_Init (LTE_CellsOnDifferentPLMN, c10, LTE_NAS_Replacef3_f1);   // @sic R5-113805 sic@ @sic R5-121081 sic@

    f_UT_ConfigureCombinedAttach (UT); // @sic R5-103815 sic@

   // Create cells and send out system information for CellI (serving) and Cell G (non-suitable)

    f_EUTRA_CellConfig_Def(eutra_CellH);

    f_EUTRA_CellConfig_Def(eutra_CellG);

    f_EUTRA_CellConfig_Def(eutra_CellI);

    // If pc_GERAN or pc_UTRAN supported by UE, wait for other RAT to update TMSI-1, P-TMSI-1and RAI-1, and GPRS update status is "GU1:UPDATED"

    f_EUTRA_PreambleOtherRAT (eutra_CellG, Combined);              // @sic R5-113805 sic@

    f_EUTRA_UE_Detach_SwitchOffUe ( eutra_CellG, RRC_IDLE, -, Combined); // @sic R5s110176 sic@

    f_EUTRA_TestBody_Set(true);

    fl_EUTRA_9_2_1_2_9_Body();

   // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellG, E1_IDLE, Combined); // @sic R5s110176 sic@

  }
After change

          function f_TC_9_2_1_2_9_EUTRA() runs on EUTRA_PTC

  { /* ombined attach / rejected / PLMN not allowed */

    f_EUTRA_NAS_Init (LTE_CellsOnDifferentPLMN, c10, LTE_NAS_Replacef3_f1);   // @sic R5-113805 sic@ @sic R5-121081 sic@

    f_UT_ConfigureCombinedAttach (UT); // @sic R5-103815 sic@

   // Create cells and send out system information for CellI (serving) and Cell G (non-suitable)

    f_EUTRA_CellConfig_Def(eutra_CellH);

    f_EUTRA_CellConfig_Def(eutra_CellG);

    f_EUTRA_CellConfig_Def(eutra_CellI);

    // If pc_GERAN or pc_UTRAN supported by UE, wait for other RAT to update TMSI-1, P-TMSI-1and RAI-1, and GPRS update status is "GU1:UPDATED"

    f_EUTRA_PreambleOtherRAT (eutra_CellG, Combined);              // @sic R5-113805 sic@

    f_EUTRA_UE_Detach_SwitchOffUe ( eutra_CellG, RRC_IDLE, -, Combined); // @sic R5s110176 sic@

    f_EUTRA_TestBody_Set(true);

    fl_EUTRA_9_2_1_2_9_Body();

   // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_SetCellPower (eutra_CellH, tsc_NonSuitableOffCellRS_EPRE); 

    f_EUTRA_SetCellPower (eutra_CellI, tsc_NonSuitableOffCellRS_EPRE); 

    f_UT_AutomaticPLMN_Select ( UT );

    //wait 300 seconds to let UE complete automatic PLMN search

    f_Delay(300.0);
    f_EUTRA_Postamble(eutra_CellG, E1_IDLE, Combined); // @sic R5s110176 sic@

  }
