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	Reason for change:
	1) The exceptions for NeighCellsCRS-Info-r11, CRS-AssistanceInfoList-r11 and MBSFN-SubframeConfigList of RadioResourceConfigDedicated-SRB2-DRB are not specified in test case. 

2) 9.3.1.3.1_E, the minimum test time is not sufficient. For example, 9.3.1.1.1, the minimum test time is 8000, and padding data is transmitted in 8sub/frame, however in 9.3.1.3.1_E, padding data is transmitted in 4sub/frame.

3) In G.5.4, 9.3.1.3.1_E is FDD, and minimum test time for TDD is not necessary. Note:other test cases also have similar problem
.

4) cqi-ReportConfig in PhysicalConfigDedicated-DEFAULT is excluded according to 36.331.
5) Typos 


	
	

	Summary of change:
	1) The exceptions for NeighCellsCRS-Info-r11, CRS-AssistanceInfoList-r11 and MBSFN-SubframeConfigList of RadioResourceConfigDedicated-SRB2-DRB are specified in test case. 

2) 9.3.1.3.1_E, the minimum test time is specified twice much of the original value. MNS is changed from 100000 to 200000.
3) In G.5.4, minimum test time is updated based on test cases. For example, the test case is FDD, and then MNS is only specified with FDD.
4) cqi-ReportConfig in PhysicalConfigDedicated-DEFAULT is spefified Not present.
5) Typos are corrected.
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	Other comments:
	This is an update of R5-151477 and the outcome of 1 revision.


<< Unchanged sections omitted >>
9.3.1.3.1_E.1.4.2
Test procedure
1.
Set the parameters of bandwidth, reference channel, the propagation condition, antenna configuration and the SNR according to Table 9.3.1.3.1_E.1.3-1 as appropriate.

2.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC (Table A.4-4) according to CQI value 8 and keep it regardless of the wideband and subband CQI value sent by the UE. Continue transmission of the PDSCH until 2000 wideband CQI reports, respectively for subframe set CCSI,0 and for subframe set CCSI,1, and full-size subband CQI reports for each full-size subband have been gathered. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission every 5 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. In this process the SS collects wideband CQI reports every 5 ms and also cases where UE transmits nothing in its CQI timing are counted as wideband CQI and full-size subband CQI reports.

3.
Set up a relative frequency distribution for the reported wideband CQI-values for subframe set CCSI,0 and for subframe set CCSI,1 . Calculate respectively the median value (wideband Median CQI is the CQI that is at or crosses 50% distribution from the lower wideband CQI side). These CQI-values are declared respectively as wideband Median CQI0 and Median CQI1.

4.
Check if “2000* %/100 ≤ number of CQI reports with index 0 for each full-size subband ≤ 2000*%/100”.
(2000= No of full-size subband reports, 100 because of %) If yes, continue with step5, otherwise goto step 7.

5.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC (Table A.4-4) according to the wideband Median CQI0 and Median CQI1 in each TTI randomly selected full-size subband regardless of UE wideband and full-size subband CQI report. Note that each full-size subband is selected in equal probability. The SS sends downlink MAC padding bits on the DL RMC. The transport format to be used is defined in Annex A.4 Table A.4-6. SS schedules the UL transmission every 5 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput during ABS according to Annex G.5.3. Declare the throughput as 
[image: image1.wmf]median

t

.6.
The SS shall transmit PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC (Table A.4-4) according to the highest UE reported full-size subband CQI value in one full-size subband selected among the subbands in which UE reports the highest full-size subband CQI. Subband differential CQI offset level is selected from {0, 1, 2, -1}. Note that the SS shall send PDSCH in the same full-size subband until next UE report is available. In case when same full-size subbands are reported subsequently as subbands with highest full-size subband CQI, the SS shall select for transmission a different subband with respect to the last selection. The SS sends downlink MAC padding bits on the DL RMC. The transport format to be used is defined in Annex A.4 Table A.4-6. SS schedules the UL transmission every 5 ms to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure the average throughput during ABS and (NACK /(ACK + NACK)) according to Annex G.5.3. Declare the throughput as 
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. If the ratio (
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 / 
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) ≥  and (NACK /(ACK + NACK)) ≥ ε pass the UE for this test and go to step 8. Otherwise, go to step 7.

7.
If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 6) for the other SNR point as appropriate. Otherwise fail the UE.

8.
If both tests have not been done, then repeat the same procedure (steps 1 to 7) with test conditions according to the table 9.3.1.3.1_E.1.3-1 for the other Test as appropriate. Otherwise pass the UE.

<< Unchanged sections omitted >>
9.3.1.3.1_E.1.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 5.2A.5.1 with the following exceptions:

Table 9.3.1.3.1_E.1.4.3-1: RadioResourceConfigDedicated-SRB2-DRB(n, m)
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternFDD-r10
	‘0000010000000100

0000010000000100

00000100’
	BIT STRING (SIZE (40))
	

	    }
	
	
	

	  }
	
	
	

	  neighCellsCRS-Info-r11 ::= CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      CRS-AssistancedInfoList-r11 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r11{
	
	2 entries
	

	        CRS-AssistancedInfo-r11 ::= SEQUENCE {
	
	
	

	          physCellId-r11
	6
	
	Cell 2

	
	1
	
	Cell 3

	          antennaPortsCount-r11
	an1
	
	Cell 2, Cell 3

	          mbsfn-SubframeConfigList-r11::= SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig{
	
	
	Cell 2, Cell 3

	            MBSFN-SubframeConfig:: = SEQUENCE {
	
	
	

	              radioframeAllocationPeriod
	n1
	
	

	              radioframeAllocationOffset
	0
	
	

	              subframeAllocation CHOICE{
	
	
	

	                oneFrame
	‘000000’ B
	non-MBSFN
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.1.3.1_E.1.4.3-2: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	Not present
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	}
	
	
	


Table 9.3.1.3.1_E.1-3: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.508 [7] clause 4.6.3, Table 4.6.3-2AA CQI-ReportConfig-r10-DEFAULT_

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportAperiodic-r10
	rm30
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	 Not present
	
	

	  pmi-RI-Report-r9
	Not present
	
	

	  csi-SubframePatternConfig-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      csi-MeasSubframeSet1-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	'0101010101010101

0101010101010101

01010101'
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	      csi-MeasSubframeSet2-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	'1010101010101010

1010101010101010

10101010'
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< End of changes >>
<< Unchanged sections omitted >>
G.5.4
Number of samples for throughput ratios

TT for γ and MNS are based on theoretical estimations.

Table G.5.4-1: Test time for testing throughput ratios

	Test
	Demodulation scenario:

RMC (Bandwidth, allocated RBs,

modulation, coding)

[Antenna configuration, correlation]

Propagation condition, Doppler
	Γ
	Minimum Number of Subframes (MNS)

(MNS = active and inactive Subframes,

more details in Annex G.3.5 and table G.3.5-1)
	Γ including TT
	BLER

	
	
	
	FDD
	TDD
	
	

	9.3.1.1.1

9.3.1.1.2
	(10 MHz, 6, variable modulation and coding)

[1x2, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	100000

For denominator- and nominator- measurement each
	170000

For denominator- and nominator- measurement each
	γ =1.09
	BLER=0.05, no TT

No of samples: subset of ACKs and NACKs in the MNS for throughput.

	9.3.1.2.1_D
	(10 MHz, 6, variable modulation and coding)

[2x2, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	100000

For denominator- and nominator- measurement each
	NA

	γ =1.09
	BLER=0.05, no TT

No of samples: subset of ACKs and NACKs in the MNS for throughput.

	9.3.1.2.2_D
	(10 MHz, 6, variable modulation and coding)

[2x2, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	NA

	170000

For denominator- and nominator- measurement each
	γ =1.09
	BLER=0.05, no TT

No of samples: subset of ACKs and NACKs in the MNS for throughput.

	9.3.1.3.1_E
	(10 MHz, 6, variable modulation and coding)

[1x2, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	200000

For denominator- and nominator- measurement each
	NA

	γ =1.09
	BLER=0.01, no TT

No of samples: subset of ACKs and NACKs in the MNS for throughput.

	9.3.1.3.2_E
	(10 MHz, 6, variable modulation and coding)

[1x2, full]

Special propagation according to clause B.2.4, 5Hz
	1.1
	NA

	170000

For denominator- and nominator- measurement each
	γ =1.09
	BLER=0.01, no TT

No of samples: subset of ACKs and NACKs in the MNS for throughput.

	9.3.2.1.1

9.3.2.1.2
	(10 MHz or 5MHz according to test, full, variable modulation and coding)

[1x2, high]

EPA5
	1.05
	100000

For denominator- and nominator- measurement each
	170000

For denominator- and nominator- measurement each
	γ =1.04
	BLER=0.02, no TT

No of samples for FDD: subset of ACKs and NACKs in the MNS for throughput.

No of samples for TDD: subset of  filtered ACKs and NACKs in the MNS for throughput.

	9.3.2.1.1_1

9.3.2.1.2_1
	(10 MHz or 5MHz according to test, partial, variable modulation and coding)

[1x2, high]

EPA5
	1.05
	100000

For denominator- and nominator- measurement each
	170000

For denominator- and nominator- measurement each
	γ =1.04
	BLER=0.02, no TT

No of samples for FDD: subset of ACKs and NACKs in the MNS for throughput.

No of samples for TDD: subset of  filtered ACKs and NACKs in the MNS for throughput.

	9.3.2.2.1_D
	(10 MHz, full, variable modulation and coding)

[4x2, high]

EPA5
	1.05
	100000

For denominator- and nominator- measurement each
	NA

	γ =1.04
	BLER=0.02, no TT

No of samples for FDD: subset of ACKs and NACKs in the MNS for throughput.

	9.3.2.2.2_D
	(10 MHz, full, variable modulation and coding)

[8x2, high]

EPA5
	1.05
	NA

	170000

For denominator- and nominator- measurement each
	γ =1.04
	BLER=0.02, no TT

No of samples for TDD: subset of  filtered ACKs and NACKs in the MNS for throughput.

	9.3.3.1.1

9.3.3.1.2
	10 MHz, full(however unequal SNR), variable modulation and coding)

[1x2, full]

Special:
propagation according to clause B.2.4, 5Hz
	1.6
	100000

For denominator- and nominator- measurement each
	170000

For denominator- and nominator- measurement each
	1.50
	

	9.3.4.1.1

9.3.4.1.2
	Same as 9.3.3
	1.2
	100000
	170000
	1.19
	

	9.3.4.2.1

9.3.4.2.2
	Same as 9.3.3
	1.15
	100000
	170000
	1.14
	

	9.3.5.1.1

9.3.5.1.2
	variable modulation and coding, 1x2 Low, EPA5
	1.8
	100000
	170000
	1.79
	

	9.3.5.2.1

9.3.5.2.2
	variable modulation and coding, 2x2 Low, EPA5
	1.8
	100000
	170000
	1.79
	

	9.4.1.1.1

9.4.1.1.2
	R.10

(10 MHz, full, QPSK, 1/3) [2x2, Low] EVA5
	1.1
	100000
	170000
	γ =1.09
	

	9.4.1.2.1

9.4.1.2.2
	R.14-1
(10 MHz, partial, 16QAM,1/2) [4x2, Low] EVA5
	1.2
	100000
	170000
	1.19
	

	9.4.2.1.1

9.4.2.1.2
	R.30

(20 MHz, full, 16QAM, 1/2) [2x2, Low] EPA5
	1.2
	100000
	170000
	γ =1.19
	

	9.4.2.1.1_1

9.4.2.1.2_1
	R.11-3 or
R.11

 (10 MHz, partial or full, 16QAM, 1/2) [2x2, Low] EPA5
	1.2
	100000
	170000
	γ =1.19
	

	9.4.2.2.1
	R.14-2 FDD

(10MHz, 3, 16 QAM, ½) [4x2, low] EVA5
	1.2
	100000
	NA
	1.19
	

	9.4.2.2.2
	R.14-2 TDD

(10MHz, 3, 16QAM, ½) [4x2, low] EVA5
	1.15
	NA
	170000
	1.14
	

	9.4.1.3.1_D
	R.44

(10 MHz, partial, QPSK, 1/3) [4x2, Low] EPA5
	1.2
	100000
	NA
	γ =1.19
	

	9.4.1.3.2_D
	R.45-1 or R.45

(10 MHz, partial or full, 16QAM, 1/2) [8x2, High] EVA5
	1.2
	NA
	170000
	γ =1.19
	

	9.4.2.3.1_D
	R.45-1 or R.45

(10 MHz, partial or full, 16QAM, 1/2) [4x2, Low] EVA5
	1.3
	100000
	NA
	γ =1.29
	

	9.4.2.3.2_D
	R.45-1 or R.45

(10 MHz, partial or full, 16QAM, 1/2) [8x2, High] EVA5
	3.5
	NA
	170000
	γ =3.49
	

	9.5.1.1

9.5.1.2
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
EPA5
	Test21=1.05
Test12=1                                                                                   

Test32=1.1
	100000
	170000
	Test21=1.04
Test12=0.99
Test32=1.09
	

	9.5.1.1_1

9.5.1.2_1
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
EPA5
	Test21=1.05
Test12=1                                                                                   

Test3: 1=0.90 2=1.10
	100000
	170000
	Test21=1.04
Test12=0.99
Test3: 1=0.89 2=1.09
	

	9.5.1.1_2

9.5.1.2_2
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
 EPA5
	Test21=1.05
Test12=1
Test3: 1=0.90
	100000
	170000
	Test21=1.04
Test12=0.99
Test3: 1=0.89
	

	9.5.2.1_D

9.5.2.2_D
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
EPA5
	Test21=1.05

Test31=0.9 Test12=1.00
	100000
	170000
	Test21=1.04

Test31=0.89
Test12=0.99
	

	9.5.3.1_C.1

9.5.3.2_C.1
	(10MHz, full, variable modulation and coding)

[2x2, low according to test]
EPA5
	Test11=0.9
Test21=1.05
	800000
	340000
	Test11=0.89
Test21=1.04
	

	9.5.4.1_E

9.5.4.2_E
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
EPA5
	Test21=1.05

Test31=0.9 Test12=1.00
	100000
	170000
	Test21=1.04

Test31=0.89
Test12=0.99
	

	9.5.5.1_F.2

9.5.5.2_F.2
	(10MHz, full, variable modulation and coding)

[2x2, low or high according to test]
EPA5
	Test21=1.00
	100000
	170000
	Test21=0.99
	


<< End of changes >>
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