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<<< Start of changes>>>
6.2.4A.6
A-MPR for CA_NS_06
If the UE is configured to CA_7C and it receives IE CA_NS_06 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.6-1.

Table 6.2.4A.6-1: Contiguous Allocation A-MPR for CA_NS_06
	CA Bandwidth Class C
	RBend
	LCRB [RBs]
	A-MPR for QPSK and 16-QAM [dB]

	100RB/100RB
	0 –22
	>0
	≤ 4 dB

	
	23 – 99
	> max(0,RBend – 25)
	≤ 2 dB

	
	100 – 142
	> 75
	≤ 3 dB

	
	143 – 177
	>70
	≤ 5 dB

	
	178 – 199
	> 0
	≤ 10 dB


	75RB/75RB
	0 – 7
	>0
	≤ 5 dB

	
	8- 74
	> max(0,RBend – 10)
	≤ 2 dB

	
	75 – 109
	>64
	≤ 2 dB

	
	110 – 144 
	>35
	≤ 6 dB

	
	145 – 149
	>0
	≤ 10 dB

	50RB/100RB

and 100RB/50RB
	0 – 10
	> 0
	≤ 5 dB

	
	11 – 75
	> max(0, RB_End – 25)
	≤ 2 dB

	
	76 – 103
	> 50
	≤ 3 dB

	
	104 – 144
	> 25
	≤ 6 dB

	
	145 – 149
	> 0
	≤ 10 dB

	75RB/100RB

and

100RB/75RB
	0 – 15
	> 0
	≤ 5 dB

	
	16 – 75 
	> max(0, RB_End – 15)
	≤ 2 dB

	
	76 – 120
	> 50
	≤ 3 dB

	
	121 – 160
	> 50
	≤ 6 dB

	
	161 – 174
	> 0
	≤ 10 dB


If the UE is configured to CA_7C and it receives IE CA_NS_06 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows:

A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA =
-13.33A + 17.5

; 0 ≤ A < 0.15

-6.47A + 16.47


; 0.15 ≤ A ≤ 1
Where A = NRB_alloc / NRB_agg.
<<< End of changes>>>

