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	Reason for change:
	The content of comment for item A.4.2.1.1-1/1 “support of CS fallback” is not clear.

	
	

	Summary of change:
	The functions of (CS Voice only) or (IMS PS voice preferred, CS Voice as secondary) or (CS voice preferred, IMS PS Voice as secondary) is used to avoid any confusion. 
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	Other comments:
	


.4.2
UE Service Capabilities

A.4.2.1
3GPP Standardised UE Service Capabilities

A.4.2.1.1
Bearer Services

Table A.4.2.1.1-1: Definition of Bearer Services

	Item
	Definition of Bearer Services
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of CS fallback
	24.301
	Rel-8
	pc_CS_fallback
	The UE supports CS fallback for voice calls. If true, [8] pc_CS and at least one of pc_FDD, pc_TDD_HCR, pc_TDD_LCR, pc_TDD_VHCR or pc_UMTS_GSM is also true.

If pc_CS_fallback is true, pc_SMS_SGs shall be set to true A UE with the voice domain preference set to (CS Voice only) or (IMS PS voice preferred, CS Voice as secondary) or (CS voice preferred, IMS PS Voice as secondary) shall set this PICS to true.

	2
	Support of SMS over SGs
	24.301
	Rel-8
	pc_SMS_SGs
	The UE supports SMS over SGs and is configured for SMS over SGs.

If it is set to true, at least one of pc_SMS_SGs_MT and pc_SMS_SGs_MO is true.

If it is set to true, pc_combined_attach shall be set to true

	3
	Support of 1xCS fallback
	24.301
	Rel-8
	pc_1xCSfallback
	

	4
	Support of IMS emergency call
	22.101
	Rel-9
	pc_IMS_emergency_call
	For Rel-9 or later releases: mandatory for UEs which supports IMS speech.

	5
	Support of eMBMS
	36.331
	Rel-9
	pc_eMBMS
	The UE supports eMBMS.

	6
	Support of Enhanced 1xCS fallback
	23.272
	Rel-9
	pc_Enhanced_1xCSfallback
	

	7
	Support of eMBMS service continuity
	36.306, 6.3.1

(Note 2)
	Rel-11
	pc_eMBMS_SC
	The UE supports eMBMS service continuity.

	8
	Supports Offload to/from WLAN and supports S2b
	36.304, 5.6.2

24.302, 6.10.4
	Rel-12
	pc_E-UTRA_WLAN_offload
	

	Note 1:
A UE may support one or more of bearer service 1, 2, 3, 4 or 5.

Note 2:
See [19] subclause 17.4 for general assumptions of the MBMS service Continuity test cases.
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