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<Start of modified section>
NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	IDLE MODE
	
	
	
	
	
	
	

	<<< Rows skipped >>>

	13
	Multi-layer Procedures
	
	
	
	
	
	
	

	13.1.1
	Activation and deactivation of additional packet radio bearer in E-UTRA
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.1.2
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection / MO call
	Rel-8
	C48
	UEs supporting E-UTRA and UTRA and CS fallback and speech
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.1.2a
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection including System Information / MO call
	Rel-9
	C104
	UEs supporting E-UTRA and UTRA and CS fallback and use of the UTRA system information provided by RRCConnectionRelease upon redirection and speech
	pc_eFDD
	
	Note 3
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	Rel‑9 UTRA TDD

	13.1.3
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with redirection / MT call
	Rel-8
	C84
	UEs supporting E-UTRA and UTRA and CS fallback and speech and PS domain services and CS domain services simultaneously
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.1.4
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with Handover / MT call
	Rel-8
	C81F
	UEs supporting E-UTRA and UTRA and CS fallback and Feature Group Indicator 8 and speech and PS domain services and CS domain services simultaneously
	pc_eFDD
	
	
	

	
	
	
	C81T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.1.5
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with Handover / MO call
	Rel-8
	C81F
	UEs supporting E-UTRA, UTRA, CS fallback and Feature Group Indicator 8 and speech and PS domain services and CS domain services simultaneously
	pc_eFDD
	
	
	

	
	
	
	C81T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.1.7
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with redirection / MT call
	Rel-8
	C57
	UEs supporting E-UTRA and GERAN and CS fallback and speech
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.1.8
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with redirection / MO call
	Rel-8
	C60
	UEs supporting E-UTRA and GERAN and CS fallback and speech
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.1.9
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with CCO without NACC / MO call
	Rel-8
	C96F
	UEs supporting E-UTRA and GERAN and CS fallback and Feature Group Indicator 10 and speech
	pc_eFDD
	
	
	

	
	
	
	C96T
	
	pc_eTDD
	
	
	

	13.1.10
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with CCO without NACC / MT call
	Rel-8
	C96F
	UEs supporting E-UTRA and GERAN and CS fallback and Feature Group Indicator 10 and speech
	pc_eFDD
	
	
	

	
	
	
	C96T
	
	pc_eTDD
	
	
	

	13.1.11
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with PSHO / EDTM not supported / MT call
	Rel-8
	C110F
	UEs supporting E-UTRA and GERAN and CS fallback and PS handover from E-UTRAN to GERAN and Feature Group Indicator 23 and speech
	pc_eFDD
	
	
	

	
	
	
	C110T
	
	pc_eTDD
	
	
	

	13.1.12
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with PSHO / EDTM not supported / MO call
	Rel-8
	C110F
	UEs supporting E-UTRA and GERAN and CS fallback and PS handover from E-UTRAN to GERAN and Feature Group Indicator 23 and speech
	pc_eFDD
	
	
	

	
	
	
	C110T
	
	pc_eTDD
	
	
	

	13.1.13
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with PSHO / EDTM supported / MT call
	Rel-8
	C111F
	UEs supporting E-UTRA and GERAN and EDTM and CS fallback and PS handover from E-UTRAN to GERAN and Feature Group Indicator 23 and speech
	pc_eFDD
	
	
	

	
	
	
	C111T
	
	pc_eTDD
	
	
	

	13.1.15
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection / MT call / UTRAN cell is barred
	Rel-8
	C48
	UEs supporting E-UTRA and UTRA and CS fallback and speech
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.1.16
	Emergency call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with handover
	Rel-8
	C105F
	UEs supporting E-UTRA and UTRA and CS fallback and Feature Group Indicator 8 and speech
	pc_eFDD
	
	
	

	
	
	
	C105T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.1.17
	Call setup from E-UTRAN RRC_IDLE / mobile originating 1xCS fallback emergency call to 1xRTT
	Rel-8
	C41
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.1.18
	Call setup from E-UTRAN RRC_IDLE / mobile originating enhanced 1xCS fallback emergency call to 1xRTT
	Rel-9
	C116
	UEs supporting E-UTRA and 1xRTT and Enhanced 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.2.1
	RRC connection reconfiguration / E-UTRA to E-UTRA
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.3.1.1
	Intra-system connection re-establishment / Radio link recovery while T310 is running
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.3.1.2
	Intra-system connection re-establishment / Re-establishment of a new connection when further data is to be transferred
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.3.1.3
	RRC connection reconfiguration / Full configuration / DRB establishment
	Rel-9
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.3.2.1
	Inter-system connection re-establishment / E-UTRAN to UTRAN / Further data are to be transferred
	Rel-8
	C01
	UEs Supporting E-UTRA and UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.3.2.2
	Inter-system connection re-establishment / E-UTRAN to GPRS / Further data are to be transferred
	Rel-8
	C05
	UEs Supporting E-UTRA and GERAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.1.2
	Inter-frequency mobility / E-UTRA to E-UTRA packet
	Rel-8
	C21F
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	C21T
	
	pc_eTDD
	
	
	

	13.4.1.3
	Intra-system mobility / E-UTRA FDD to E-UTRA TDD to E-UTRA FDD packet
	Rel-8
	C63
	UEs supporting E-UTRA FDD and TDD and FDD Feature Group Indicator 25and FDD Feature Group Indicator 30 and TDD Feature Group Indicator 25 and TDD Feature Group Indicator 30
	
	
	
	

	13.4.1.4
	Inter-band mobility / E-UTRA to E-UTRA packet
	Rel-9
	C185F
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25 and more than 1 FDD or TDD E-UTRA band
	pc_eFDD
	
	Note 3
	

	
	
	
	C185T
	
	pc_eTDD
	
	
	

	13.4.1.5
	RRC connection reconfiguration / Handover/ Full configuration / DRB establishment
	Rel-9
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.2.1
	Inter-system mobility / E-UTRA to UTRA packet
	Rel-8
	C36F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	
	
	

	
	
	
	C36T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.2.2
	Inter-system mobility / E-UTRAN to GPRS packet
	Rel-8
	C107F
	UEs supporting E-UTRA and GERAN and PS handover from E-UTRAN to GERAN and Feature Group Indicator 23
	pc_eFDD
	
	
	

	
	
	
	C107T
	
	pc_eTDD
	
	
	

	13.4.2.4
	Inter-system mobility / Service based redirection from UTRA to E-UTRA
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.2.5
	Inter-system mobility / Service based redirection from GSM/GPRS to E-UTRA
	Rel-8
	C114
	UEs supporting E-UTRA and GERAN and CCN towards E-UTRAN and E-UTRAN Neighbour Cell measurement reporting and Network controlled cell reselection to E-UTRAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.2.6
	Inter-RAT PS Handover / from GPRS packet transfer to E-UTRA cell
	Rel-8
	C89
	UEs supporting E-UTRA and GERAN and GERAN to E-UTRAN PS Handover
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.2.7
	Inter-RAT PS Handover / Synchronised / From GPRS Packet_transfer to E-UTRA cell (CCN mode)
	Rel-8
	C89
	UEs supporting E-UTRA and GERAN and GERAN to E-UTRAN PS Handover
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.2.8
	Inter-RAT PS Handover / Synchronised / From GPRS Packet_transfer to E-UTRA cell (NC2 mode)
	Rel-8
	C89
	UEs supporting E-UTRA and GERAN and GERAN to E-UTRAN PS Handover
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.1
	Inter-system mobility / E-UTRA voice to UTRA CS voice / SRVCC
	Rel-8
	C112F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 7 and Feature Group Indicator 8 and Feature Group Indicator 22 and Feature Group Indicator 27 and SRVCC and IM S voice
	pc_eFDD
	
	
	

	
	
	
	C112T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.2
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / SRVCC
	Rel-8
	C112F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 7 and Feature Group Indicator 8 and Feature Group Indicator 22 and Feature Group Indicator 27 and SRVCC and IM S voice
	pc_eFDD
	
	
	

	
	
	
	C112T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.3
	Inter-system mobility / E-UTRA voice to GSM CS voice / SRVCC
	Rel-8
	C144F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 7 and Feature Group Indicator 9 and Feature Group Indicator 23 and SRVCC from E-UTRAN to GERAN/UTRAN and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS”
	pc_eFDD
	
	
	

	
	
	
	C144T
	
	pc_eTDD
	
	
	

	13.4.3.4
	Inter-system mobility / E-UTRA voice to UTRA CS voice / Unsuccessful case / Retry on old cell / SRVCC
	Rel-8
	C112F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 7 and Feature Group Indicator 8 and Feature Group Indicator 22 and Feature Group Indicator 27 and SRVCC and IM S voice
	pc_eFDD
	
	
	

	
	
	
	C112T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.5
	Inter-system mobility / E-UTRA voice to GSM CS voice / Unsuccessful case / Retry on old cell / SRVCC
	Rel-8
	C144F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 7 and Feature Group Indicator 9 and Feature Group Indicator 23 and SRVCC from E-UTRAN to GERAN/UTRAN and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS”
	pc_eFDD
	
	
	

	
	
	
	C144T
	
	pc_eTDD
	
	
	

	13.4.3.6
	Inter-system mobility / E-UTRA PS voice + PS Data / HO cancelled / Notification procedure/ SRVCC
	Rel-9
	C160F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 7, 8, 22 and 27 and SRVCC and IMS voice and Notification procedure
	pc_eFDD
	
	Note 3
Either TC 13.4.3. 6 or TC 13.4.3.41 shall be executed.

(Note 9)
	Rel-8 UTRA FDD

	
	
	
	C160T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.7
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MO call
	Rel-10
	C159F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C159T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.8
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MO call / Forked responses
	Rel-10
	C159F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C159T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.9
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MO call / SRVCC HO failure
	Rel-10
	C159F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C159T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.10
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MT call
	Rel-10
	C159F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C159T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.11
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MT call / SRVCC HO failure
	Rel-10
	C159F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C159T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.12
	Void
	
	
	
	
	
	
	

	13.4.3.13
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MT call / SRVCC HO cancelled / User answers in PS domain
	Rel-10
	C161F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC and Notification procedure
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C161T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.14
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / aSRVCC / MO call
	Rel-10
	C159F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C159T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.15
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / aSRVCC / MO call / SRVCC HO cancelled
	Rel-10
	C161F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC and Notification procedure
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C161T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.16
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / aSRVCC / MT call
	Rel-10
	C159F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C159T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.17
	Void
	
	
	
	
	
	
	

	13.4.3.18
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / bSRVCC / MO call
	Rel-12
	C201F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and bSRVCC
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C201T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.19
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / bSRVCC / MO call / SRVCC HO cancelled
	Rel-12
	C202F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and bSRVCC and Notification procedure
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C202T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.20
	Inter-system mobility / E-UTRA voice to UTRA CS voice / bSRVCC / MO call / SRVCC HO failure
	Rel-12
	C201F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and bSRVCC
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	C201T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	13.4.3.21
	Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call
	Rel-12
	C198F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 7, 9 and 23 and SRVCC from E-UTRAN to GERAN/UTRAN and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” AND bSRVCC
	pc_eFDD
	
	Note 3
	

	
	
	
	C198T
	
	pc_eTDD
	
	
	

	13.4.3.22
	Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call / SRVCC HO cancelled
	Rel-12
	C199F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 7, 9 and 23 and SRVCC from E-UTRAN to GERAN/UTRAN and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” AND bSRVCC AND Notification procedure
	pc_eFDD
	
	Note 3
	

	
	
	
	C199T
	
	pc_eTDD
	
	
	

	13.4.3.23
	Inter-system mobility / E-UTRA voice to GSM CS voice / bSRVCC / MO call / SRVCC HO failure
	Rel-12
	C198F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 7, 9 and 23 and SRVCC from E-UTRAN to GERAN/UTRAN and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” AND bSRVCC
	pc_eFDD
	
	Note 3
	

	
	
	
	C198T
	
	pc_eTDD
	
	
	

	13.4.3.24
	Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MO call
	Rel-10
	C193F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 7, 9 and 23 and SRVCC from E-UTRAN to GERAN/UTRAN and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” AND aSRVCC
	pc_eFDD
	
	Note 3
	

	
	
	
	C193T
	
	pc_eTDD
	
	
	

	13.4.3.25
	Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MO call / Forked responses
	Rel-10
	C193F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 7, 9 and 23 and SRVCC from E-UTRAN to GERAN/UTRAN and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” AND aSRVCC
	pc_eFDD
	
	Note 3
	

	
	
	
	C193T
	
	pc_eTDD
	
	
	

	13.4.3.26
	Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MO call / SRVCC HO failure
	Rel-10
	C193F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 7, 9 and 23 and SRVCC from E-UTRAN to GERAN/UTRAN and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” AND aSRVCC
	pc_eFDD
	
	Note 3
	

	
	
	
	C193T
	
	pc_eTDD
	
	
	

	13.4.3.27
	Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MT call
	Rel-10
	C193F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 7, 9 and 23 and SRVCC from E-UTRAN to GERAN/UTRAN and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” AND aSRVCC
	pc_eFDD
	
	Note 3
	

	
	
	
	C193T
	
	pc_eTDD
	
	
	

	13.4.3.28
	Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MT call / SRVCC HO failure
	Rel-10
	C193F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 7, 9 and 23 and SRVCC from E-UTRAN to GERAN/UTRAN and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” AND aSRVCC
	pc_eFDD
	
	Note 3
	

	
	
	
	C193T
	
	pc_eTDD
	
	
	

	13.4.3.29
	Void
	
	
	
	
	
	
	

	13.4.3.30
	Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MT call / SRVCC HO cancelled / User answers in PS domain
	Rel-10
	C200F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 7, 9 and 23 and SRVCC from E-UTRAN to GERAN/UTRAN and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” AND aSRVCC AND Notification procedure
	pc_eFDD
	
	Note 3
	

	
	
	
	C200T
	
	pc_eTDD
	
	
	

	13.4.3.31
	nter-system mobility / GERAN CS voice to E-UTRA voice / rSRVCC
	Rel-11
	C219
	UEs supporting E-UTRA and GERAN and IMS voice and rSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.32
	Inter-system mobility / UTRA CS voice to E-UTRA voice / rSRVCC
	Rel-11
	C217
	UEs supporting E-UTRA and UTRA and IMS voice and rSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.33
	Inter-system mobility / GERAN CS voice to E-UTRA voice / alerting / rSRVCC / MO call
	Rel-11
	C220
	UEs supporting E-UTRA and GERAN and IMS voice and rSRVCC and rSRVCC in alerting state
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.34
	Inter-system mobility / UTRA CS voice to E-UTRA voice / alerting / rSRVCC / MO call
	Rel-11
	C218
	UEs supporting E-UTRA and UTRA and IMS voice and rSRVCC and rSRVCC in alerting state
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.35
	Inter-system mobility / GERAN CS voice to E-UTRA voice / alerting / rSRVCC / MT call
	Rel-11
	C220
	UEs supporting E-UTRA and GERAN and IMS voice and rSRVCC and rSRVCC in alerting state
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.36
	Inter-system mobility / UTRA CS voice to E-UTRA voice / alerting / rSRVCC / MT call
	Rel-11
	C218
	UEs supporting E-UTRA and UTRA and IMS voice and rSRVCC and rSRVCC in alerting state
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.37
	Inter-system mobility / GERAN CS voice to E-UTRA voice / rSRVCC / HO cancelled
	Rel-11
	C219
	UEs supporting E-UTRA and GERAN and IMS voice and rSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.38
	Inter-system mobility / UTRA CS voice to E-UTRA voice / rSRVCC / HO cancelled
	Rel-11
	C217
	UEs supporting E-UTRA and UTRA and IMS voice and rSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.39
	Inter-system mobility / UTRA CS voice + PS data to E-UTRA voice + PS data / rSRVCC
	Rel-11
	C217
	UEs supporting E-UTRA and UTRA and IMS voice and IMS and rSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.40
	Intersystem mobility / UTRA CS voice to E-UTRA voice / rSRVCC / Multiple voice calls with mid-call feature 
	Rel-11
	C232
	UEs supporting E-UTRA and UTRA and IMS voice and IMS and rSRVCC and multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.41
	Inter-system mobility / E-UTRA PS voice to GSM CS voice / HO cancelled / Notification procedure / SRVCC
	Rel-9
	C144F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 7 and Feature Group Indicator 9 and Feature Group Indicator 23 and SRVCC from E-UTRAN to GERAN/UTRAN and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS”
	pc_eFDD
	
	Either TC 13.4.3. 6 or TC 13.4.3.41 shall be executed (Note 9)
	

	
	
	
	C144T
	
	pc_eTDD
	
	
	

	13.4.4.1
	Pre-registration at 1xRTT and Cell reselection / 1x Zone Registration
	Rel-9
	C41
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.4.2
	Pre-registration at 1xRTT and Cell reselection / 1x Ordered Registration
	Rel-9
	C41
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.4.3
	Inter-system session management / eHRPD Multiple PDN setup in eHRPD pre-registration state
	Rel-9
	C42F
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 12 and Feature Group Indicator 26
	pc_eFDD
	
	
	

	
	
	
	C42T
	
	pc_eTDD
	
	
	

	13.4.4.4
	Inter-system session management / Pre-registration at HRPD and Cell reselection / HRPD Zone Registration
	Rel-9
	C42F
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 12 and Feature Group Indicator 26
	pc_eFDD
	
	
	

	
	
	
	C42T
	
	pc_eTDD
	
	
	

	13.4.4.5
	Pre-Registration at 1xRTT / Power Down Registration
	Rel-9
	C116
	UEs supporting E-UTRA and 1xRTT and Enhanced 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.5.1
	MTSI MO speech call / SCM / 0% access probability skip for MTSI MO speech call
	Rel-12
	C183
	UEs supporting E-UTRA and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.5.2
	MTSI MO video call / SCM / 0% access probability skip for MTSI MO video call
	Rel-12
	C223
	UE supporting E-UTRA and MTSI Video call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
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