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<<Unchanged sections omitted >>
7.3A.2
Reference sensitivity level for CA (intra-band contiguous DL CA without UL CA)

7.3A.2.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.3A.2.3
Minimum conformance requirements
<<Unchanged sections omitted >>
7.4A.2
Maximum input level for CA (intra-band contiguous DL CA without UL CA)

· Editor's note:

- Any restriction of the applicability of test points due to the supported UE category is under investigation

7.4A.2.1
Test purpose

Same test purpose as in clause 7.4A.1.1.
7.4A.2.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.4A.2.3
Minimum conformance requirements
<<Unchanged sections omitted >>
7.5A.2
Adjacent Channel Selectivity (ACS) for CA (intra-band contiguous DL CA without UL CA)

7.5A.2.1
Test purpose

The test purpose is the same as in clause 7.5A.1.1.

7.5A.2.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.5A.2.3
Minimum conformance requirements
<<Unchanged sections omitted >>
7.6.1A.2
In-band blocking for CA (intra-band contiguous DL CA without UL CA)

7.6.1A.2.1
Test Purpose
Same test purpose as in clause 7.6.1A.1.

7.6.1A.2.2
Test Applicability
This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.6.1A.2.3
Minimum Conformance Requirements
<<Unchanged sections omitted >>
7.6.2A.2
Out-of-band blocking for CA (intra-band contiguous DL CA without UL CA)

7.6.2A.2.1
Test Purpose

Same test purpose as 7.6.2A.1.

7.6.2A.2.2
Test Applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.6.2A.2.3
Minimum Conformance Requirements
<<Unchanged sections omitted >>
7.6.3A.2
Narrow band blocking for CA (intra-band contiguous DL CA without UL CA)

7.6.3A.2.1
Test Purpose
Same test purpose as 7.6.3A.1.

7.6.3A.2.2
Test Applicability
This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.6.3A.2.3
Minimum Conformance Requirements
<<Unchanged sections omitted >>
7.7A.2
Spurious response for CA (intra-band contiguous DL CA without UL CA)

7.7A.2.1
Test Purpose

Same test purpose as in clause 7.7A.1.
7.7A.2.2
Test Applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.7A.2.3
Minimum Conformance Requirements
<<Unchanged sections omitted >>
7.8.1A.2
Wideband intermodulation for CA (intra-band contiguous DL CA without UL CA)

7.8.1A.2.1
Test purpose

Same as 7.8.1A.1 
7.8.1A.2.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that supports intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.8.1A.2.3
Minimum conformance requirements
<<Unchanged sections omitted >>
