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8.1.2.2A
Definition of dual connectivity capability

The definition with respect to dual connectivity capabilities for configurations with 2CCs is given as in Table 8.1.2.2A-1. 

Table 8.1.2.2A-1: Definition of dual connectivity capability with 2DL CCs
	Dual connectivity Capability
	Dual connectivity capability Description

	DC_A_2
	Inter-band dual connecitivty (two bands) 

	NOTE 1:
DC_A_2 corresponds to E-UTRA dual connectivity configurations and bandwidth combination sets defined for inter-band dual connecitivty (two bands) in Table 5.6C.1-1.


The supported testable dual connectivity bandwidth combinations for 2CCs for each dual connectivity capability are listed in Table 8.1.2.2A-2. 

Table 8.1.2.2A-2: Supported testable dual connectivity bandwidth combinations for different dual connectivitys capability with 2DL CCs

	Dual connectivity capability
	Bandwidth combination for FDD dual connectivity
	Bandwidth combination for TDD dual connectivity

	DC_A_2
	[10+10MHz, 10+20MHz, 15+15MHz,15+20MHz, 20+20MHz]
	[20+20MHz]

	NOTE 1:
This table is only for information and applicability and test rules of dual connectivity performance requirements are specified in 8.1.2.3A


