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1
Work plan related evaluation
1.1
History

	TSG meeting #
	TSG Tdoc number of status report
	TSG Tdoc of WI/SI description sheet as approved by TSG (if any)
	overall level of completion as decided by TSG for the
SI / 
Core part / 
Testing part
	completion date
as decided by TSG for the
SI / 
Core part / 
Testing part
	overall level of completion as decided by TSG for the
Perf. part
	completion date
as decided by TSG for the Perf. part

	68
	WI/SI started
	RP-151109
	0%
	June 2016
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


NOTE:
The table covers all TSG meetings from the start of the WI/SI but not the current RAN meeting.
Please indicate the RAN Tdoc numbers for the WI/SI description sheets in the 3rd column above as link to the 3GPP server, i.e. ftp://ftp.3gpp.org/tsg_ran/TSG_RAN/TSGR_xx/Docs/RP-xxnnnn.zip
e.g.: RP-150982
1.2
Status at this TSG meeting
NOTE:
This status reflects the conclusion of the leading WG (e.g. achieved by email). In case there was no consensus a corresponding range has to be provided and reason for missing consensus has to be mentioned. If this status report covers Core and Perf. part, then the rapporteur may have to contact 2 WGs (one for the Core and RAN4 for the Perf. part).
1.2.1
Estimated level of completion of the work/study item

overall (mandatory to be provided):

Core part:


XXX %








RAN4 Perf. part:

XXX %








RAN5 Testing part:

XXX %








SI:



5 %

NOTE:
Please leave the XXX for lines that are not applicable for this status report.
per WG (mandatory to be provided) for Core part or SI:
RAN WG1:

10%










RAN WG2:

0%











RAN WG3:

0%











RAN WG4:

XXX%










RAN WG5:

XXX%

NOTE:
Please leave the XXX for lines that are not applicable for this status report.
additional comments:


<if any, otherwise leave it blank>
1.2.2
Estimated completion date of the work/study item
This SI is planned to be 100% complete in:



June 2016

which is:
RAN #72
The Core part WI is planned to be 100% complete in:


<e.g. Dec. 2015>
which is:
RAN #XX
The Performance part WI is planned to be 100% complete in:
<e.g. Dec. 2015>
which is:
RAN #XX
The Testing part WI is planned to be 100% complete in:

<e.g. Dec. 2015>
which is:
RAN #XX
NOTE:
Please leave the XX for lines that are not applicable for this status report.
additional comments:


<if any, otherwise leave it blank>
1.2.3
Future time budget situation (not applicable to RAN5 WIs/SIs)
	Any time units modified in this section compared to
RP-150982 endorsed by RAN #68
	No


NOTE:
The last row of the table(s) below have to be filled out (without revision marks) to reflect the status of time units (1 time unit ~ 2h) per session as endorsed by the previous RAN meeting: RP-150982
up to the target date of the WI/SI (if necessary add further tables below).
Then it has to be decided whether any modification is needed and a corresponding Yes or No has to be indicated in the table above.
If any modification is needed, then the table(s) below has to be modified with revision marks and a motivation/explanation of the changes has to be provided below the table(s).
If no time unit is needed for a session, then leave the field empty.
In general: The time units have to be indicated up to the target date of the WI/SI (if necessary add further tables).
	RAN #69
Q4/2015
RAN #70

	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF

Perf
	R4RD Perf
	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF Perf
	R4RD Perf

	82bis
	82bis
	91bis
	91bis
	91bis
	89bis
	76bis
	76bis
	76bis
	76bis
	83
	83
	92
	92
	92
	90
	77
	77
	77
	77

	2
	
	0.5
	
	
	
	
	
	
	
	2
	
	0.5
	
	
	
	
	
	
	


L: LTE, U: UMTS, J: Joint, RD: RRM/demodulation

motivation/explanation:

2.
Technical status related evaluation
2.1
Detailed progress report since last TSG meeting (for all involved WGs)
NOTE:
A good progress report lists what was done for each open issue in all affected WGs.
2.1.1
Progress of the SI or Core part WI or Testing part WI
RAN1#82
V2X was discussed during RAN1#82. 63 contributions were submitted to RAN1#82. SI rapporteurs presented the work plan for this study item. Skeleton of TR 36.885 was endorsed as v.0.0.1.

For the evaluation methodology, a set of evaluation assumptions in R1-154981 was agreed.

For the operation scenario, the following agreements were obtained:

· Following RAN aspects for PC5-based V2V operation (Tx/Rx of V2V message) are captured in the TR
· (Aspect 1) Operation bands used as test points for evaluation

· Case 1A: 6 GHz

· Case 1B: 2 GHz

· Note: Case 1B may not be need to be specifically simulated for all scenarios

· (Aspect 2) eNB deployment consideration including possibility of network control

· Case 2A: UE autonomous resource allocation, at least mode 2, based on semi-statically network-configured/pre-configured radio parameters including no eNB coverage case
· Case 2B: eNBs providing more UE specific or/and more dynamic resource allocation including Mode 1 compared to case 2A.
· Note: Related to aspect 2, it is necessary to consider the condition to apply any preconfigured radio parameters.
· (Aspect 3) Multi-carrier operation

· Case 3A: UEs communicating over PC5 across a single carrier.

· Case 3B: UEs communicating over PC5 across multiple carriers.

· (Aspect 4) Operating scenarios

· Case 4A: Single operator operation
· Case 4B: A set of PC5 operation carrier(s) is shared by UEs subscribed to different operators. This means that UEs belonging to different operators may transmit on the same carrier. 
· Case 4C: Each operator is allocated with a different carrier. This means that a UE transmits only on the carrier allocated to the operator which it belongs to.
· FFS: Case 4D: No operator operation 
· (Aspect 5) Co-existing with Uu

· Case 5A: Dedicated carrier for V2x. There is no uplink (Uu) traffic on the PC5 operation carrier.

· Case 5B: V2x carrier is shared with Uu.
· All scenarios and combinations captured above should be considered in scope of the study item

· For initial evaluations for PC5 based V2V in RAN1, following scenario is proposed to simulate as a starting point for evaluation simplicity.

· Case 1A: 6 GHz band

· Case 2A: Rel-12 mode 2 resource allocation

· Case 3A: and 5A: Single dedicated carrier for V2V

· Case 4A: Single operator (e.g., common synchronization reference)
RAN2#91
There was no discussion in RAN2#91.
RAN3#89
One contribution was presented for introducing the current status of LTE-based V2X and potential RAN3 impacts. The consensus is that RAN3 should wait for the triggering from other work groups to start the discussion in RAN3. 
2.1.2
Progress of the Performance part WI
NOTE:
Please leave this section empty if not applicable to this status report.
2.2
List of completed elements (compare with open issues of last TSG)
2.2.1
Completed elements of the SI or Core part WI or Testing part WI
· Evaluation methodology relevant to PC5 transport for V2V except eNB-vehicle link aspects
2.2.2
Completed elements of the Performance part WI
NOTE:
Please leave this section empty if not applicable to this status report.
2.3
List of open issues
NOTE:
Usually, at the beginning of a WI/SI the list of open issues is copied from the objectives of the WID/SID into this open issues list. Once an open issue is completed it is moved up to section 2.2.
When a WI/SI is 100% complete the list under 2.3 is empty. Otherwise please justify why an open issue is not essential for the WI/SI.
2.3.1
Open issues of the SI or Core part WI or Testing part WI
1) To define the evaluation methodology for Uu transport for V2V, and PC5/Uu transport for V2I/N and V2P services to compare the performance of different technical options, including the following aspects: [RAN1]

a) Deployment scenarios, considering the above operating scenarios
b) Modeling of vehicle density and mobility 

c) Traffic models and performance metric

2) For support of PC5 transport for V2V services, at least including:

a) Identify necessary enhancements (e.g. of potential enhancements: mitigate impact of half duplex constraint, reduce resource collision, enhance pool structure, enhance resource patterns, SA information transmitted in same subframe as the associated data) to the resource allocation mechanism to meet identified requirements for robustness, latency, overhead and capacity [RAN1]

b) Identify any necessary PC5 enhancements for high Doppler case (e.g. up to 280 km/h up to 6 GHz) such as enhanced DMRS, and also synchronization based on GNSS at least for out of coverage operation.[RAN1]

3) For support of Uu transport for V2V, and PC5/Uu transport for V2I/N and V2P services, at least including:
a) Evaluate the feasibility of Uu transport for V2V and V2P in terms of meeting latency requirements, network coordination required, resource efficiency, and energy efficiency of UE,. [RAN1, RAN2, RAN3]

b) Identify and evaluate enhancements required to support each of eNB type and UE type RSU [RAN1, RAN2, RAN3]. According to the current SA status, RAN2 will not study solutions for UE-to-UE relaying based on a new architecture for UE-type RSU.
c) Identify and evaluate the necessity of enhancements to multi-cell multicast/broadcast for reduced latency and improved efficiency [RAN1, RAN2, RAN3].
2.3.2
Open issues of the Performance part WI
NOTE:
Please leave this section empty if not applicable to this status report.
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