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	Reason for change:
	At RAN #68, mandatory/optional support of the leftover Rel-12 UE features was approved as informed in LS R2-153022. TS 36.306 needs to be updated accordingly.

	
	

	Summary of change:
	· FFSes of the discovery signal related features are removed as they were agreed as optional.
· incMonEUTRA is described as mandatory except for Cat.0 UEs.

· FFS of incMonUTRA is removed as it was agreed as optional.

Impact analysis:

Impacted functionality:

IncMon, discovery signal

Inter-operability:

There is no inter-operability issue as the propose changes clarify the condition on functional support.
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	The First Change


4.3.4.38
discoverySignalsInDeactSCell-r12
This field defines whether the UE supports the behaviour on DL signals and physical channels when SCell is deactivated and discovery signals measurement is configured as specified in TS 36.211 [17]. A UE that supports this feature shall also support carrier aggregation and crs-DiscoverySignalsMeas-r12.
	The Next Change


4.3.6.6
incMonEUTRA-r12
This field defines whether the UE supports increased number of E-UTRA carrier monitoring in RRC_IDLE and RRC_CONNECTED as specified in TS 36.133 [16], and whether the UE supports extended number of cell re-selection priorities for EUTRA frequencies in RRCConnectionRelease, as specified in TS 36.331 [5]. It is mandatory for UEs of this release of the specification, except for Category 0 UEs.
A UE that supports increased number of E-UTRA carrier monitoring shall also support extended number of measurement identities.


4.3.6.7
incMonUTRA-r12
This field defines whether the UE supports increased number of UTRA carrier monitoring in RRC_IDLE and RRC_CONNECTED as specified in TS 36.133 [16].

A UE that supports increased number of UTRA carrier monitoring shall also support extended number of measurement identities.


	The Next Change


4.3.6.9
crs-DiscoverySignalsMeas-r12
This field defines whether the UE supports CRS based discovery signals measurement as specified in TS 36.331 [5], and PDSCH/EPDCCH RE mapping with zero power CSI-RS configured for discovery signals.
4.3.6.10
csi-RS-DiscoverySignalsMeas-r12
This field defines whether the UE supports CSI-RS based discovery signals measurement as specified in TS 36.331 [5]. A UE that supports this feature shall also support crs-DiscoverySignalsMeas-r12.
	End of Changes


