Page 1



3GPP TSG-RAN WG4 Meeting #76 
R4-154217
Beijing, China, 24 – 28 August, 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.101
	CR
	3083
	rev
	-
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Maintanence CR for MTC CSI performance requirements

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R4

	
	

	Work item code:
	LC_MTC_LTE-Perf
	
	Date:
	2015-08-15

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The CQI requirements for low cost MTC are still in the square brackets, and there is an error in the table title for FDD and HD-FDD CQI fading test.

	
	

	Summary of change:
	Remove the square brakcets on the requirements.
Correct the error on the title of the MTC CQI requirements.

	
	

	Consequences if not approved:
	Incompleted specifications

	
	

	Clauses affected:
	9.7

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS36.521-1

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<< Start of change>>
9.7

CSI reporting (Single receiver antenna)
The number of receiver antennas NRX assumed for the minimum performance requirement in this clause is 1.
9.7.1
CQI reporting definition under AWGN conditions

9.7.1.1
FDD and half-duplex FDD
The following requirements apply to UE DL Category 0. For the parameters specified in Table 9.7.1.1-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported CQI value according to RC.16 FDD in Table A.4-1 shall be in the range of ±1 of the reported median more than 90% of the time. If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI + 1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI – 1) shall be less than or equal to 0.1.
Table 9.7.1.1-1: PUCCH 1-0 static test (FDD and half-duplex FDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	1

	Downlink power allocation
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	Propagation condition and antenna configuration
	
	AWGN (1 x 1)

	SNR (Note 2)
	dB
	0
	1
	6
	7
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	dB[mW/15kHz]
	-98
	-98

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 40

	cqi-pmi-ConfigurationIndex
	
	41

	Note 1:
Reference measurement channel RC.16 FDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.

Note 2:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.


9.7.1.2
TDD
The following requirements apply to UE DL Category 0. For the parameters specified in Table 9.7.1.2-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported CQI value according to RC.16 TDD in Table A.4-1 shall be in the range of ±1 of the reported median more than 90% of the time. If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI + 1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI – 1) shall be less than or equal to 0.1.

Table 9.7.1.2-1: PUCCH 1-0 static test (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	1

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
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	Propagation condition and antenna configuration
	
	AWGN (1 x 1)

	SNR (Note 2)
	dB
	0
	1
	6
	7

	
[image: image7.wmf])

(

ˆ

j

or

I


	 dB[mW/15kHz]
	-98
	-97
	-92
	-91

	
[image: image8.wmf])

(

j

oc

N


	dB[mW/15kHz]
	-98
	-98

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI reporting
	
	PUSCH (Note 3)

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 5

	cqi-pmi-ConfigurationIndex
	
	3

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
Reference measurement channel RC.16 TDD according to Table A.4-1 with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.

Note 2:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level. 

Note 3:
To avoid collisions between CQI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#3 and #8 to allow periodic CQI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#7 and #2.


9.7.2
CQI reporting under fading conditions

9.7.2.1
FDD and half-duplex FDD
For the parameters specified in Table 9.7.2.1-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.7.2.1-2 and by the following 

a)
a sub-band differential CQI offset level of 0 shall be reported at least  % of the time but less than % for each sub-band;

b)
the ratio of the throughput obtained when transmitting on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected sub-band in set S shall be ≥ ;

c)
when transmitting on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS, the average BLER for the indicated transport formats shall be greater or equal to 0.05. 

The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each TTI for FDD and in each available downlink transmission instance for half-duplex FDD.

Table 9.7.2.1-1 Sub-band test for single antenna transmission (FDD and half-duplex FDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	1 (port 0)

	Downlink power allocation
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	 SNR (Note 3)
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	8
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	13
	14
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	dB[mW/15kHz]
	-98
	-98

	Propagation channel
	
	Clause B.2.4 with 
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	Antenna configuration
	
	1 x 1

	Reporting interval
	ms
	8

	CQI delay
	ms
	8

	Reporting mode
	
	PUSCH 3-0

	Sub-band size
	RB
	6 (full size)

	Max number of HARQ transmissions
	
	1

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.16 FDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/2 FDD as described in Annex A.5.1.1/2.

Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.



Table 9.7.2.1-2 Minimum requirement (FDD and half-duplex FDD)

	
	Test 1
	Test 2

	 [%]
	2
	2

	 [%]
	55
	55

	 
	1.1
	1.1

	UE DL Category
	0
	0


9.7.2.2
TDD
For the parameters specified in Table 9.7.2.2-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.7.2.2-2 and by the following 

a)
a sub-band differential CQI offset level of 0 shall be reported at least  % of the time but less than % for each sub-band;

b)
the ratio of the throughput obtained when transmitting on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS and that obtained when transmitting the TBS indicated by the reported wideband CQI median on a randomly selected sub-band in set S shall be ≥ ;

c)
when transmitting on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level the corresponding TBS, the average BLER for the indicated transport formats shall be greater or equal to 0.05. 

The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each available downlink transmission instance for TDD.

Table 9.7.2.2-1 Sub-band test for single antenna transmission (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10 MHz

	Transmission mode
	
	1 (port 0)

	Downlink power allocation
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	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	 SNR (Note 3)
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	8
	9
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	Propagation channel
	
	Clause B.2.4 with 
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	Antenna configuration
	
	1 x 1

	Reporting interval
	ms
	5

	CQI delay
	ms
	10 or 11

	Reporting mode
	
	PUSCH 3-0

	Sub-band size
	RB
	6 (full size)

	Max number of HARQ transmissions
	
	1

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
If the UE reports in an available uplink reporting instance at subframe SF#n based on CQI estimation at a downlink subframe not later than SF#(n-4), this reported subband or wideband CQI cannot be applied at the eNB downlink before SF#(n+4)

Note 2:
Reference measurement channel RC.16 TDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/2 TDD as described in Annex A.5.2.1/2.

Note 3:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.


Table 9.7.2.2-2 Minimum requirement (TDD)

	
	Test 1
	Test 2

	 [%]
	2
	2

	 [%]
	55
	55

	 
	1.1
	1.1

	UE DL Category
	0
	0


<< End of change>>
