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	Spec
	CR
	Rev
	Cat
	Rel
	Subject
	Doc-2nd-Level
	Work Item
	Source-2nd-Level

	36.133
	3040
	1
	B
	Rel-12
	3DL CA Phase II tests #15_ SCell activation and deactivation for unknown SCells without DRX (FDD 3 DL CA) in Rel-12
	R4-155170
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B40-Perf, LTE_CA_B1_B3_B42-Perf, LTE_CA_B1_B19_B42-Perf, LTE_CA_B1_B21_B42-Perf, LTE_CA_B3_B19_B42-Perf, LTE_CA_B19_B21_B42-Perf, LTE_CA_B7_B20_B38-Perf
	CATT, Nokia networks, Anritsu

	36.133
	3041
	 
	A
	Rel-13
	3DL CA Phase II tests #15_ SCell activation and deactivation for unknown SCells without DRX (FDD 3 DL CA) in Rel-13
	R4-154377
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B40-Perf, LTE_CA_B1_B3_B42-Perf, LTE_CA_B1_B19_B42-Perf, LTE_CA_B1_B21_B42-Perf, LTE_CA_B3_B19_B42-Perf, LTE_CA_B19_B21_B42-Perf, LTE_CA_B7_B20_B38-Perf
	CATT, Nokia networks, Anritsu

	36.133
	3042
	 
	B
	Rel-12
	3DL CA Phase II tests #16_SCell activation and deactivation for unknown SCells without DRX (TDD 3 DL CA) in Rel-12
	R4-154378
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B40-Perf, LTE_CA_B1_B3_B42-Perf, LTE_CA_B1_B19_B42-Perf, LTE_CA_B1_B21_B42-Perf, LTE_CA_B3_B19_B42-Perf, LTE_CA_B19_B21_B42-Perf, LTE_CA_B7_B20_B38-Perf
	CATT, Nokia networks, Anritsu

	36.133
	3043
	 
	A
	Rel-13
	3DL CA Phase II tests #16_SCell activation and deactivation for unknown SCells without DRX (TDD 3 DL CA) in Rel-13
	R4-154379
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B40-Perf, LTE_CA_B1_B3_B42-Perf, LTE_CA_B1_B19_B42-Perf, LTE_CA_B1_B21_B42-Perf, LTE_CA_B3_B19_B42-Perf, LTE_CA_B19_B21_B42-Perf, LTE_CA_B7_B20_B38-Perf
	CATT, Nokia networks, Anritsu

	36.133
	3071
	1
	B
	Rel-12
	Introduction of RRM test case for E-UTRAN TDD-FDD 3DL CA activation and deactivation of unknown SCell in non-DRX with PCell in FDD
	R4-155171
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B40-Perf, LTE_CA_B25_B41_B41_B41-Perf, LTE_CA_B1_B3_B42-Perf, LTE_CA_B1_B19_B42-Perf, LTE_CA_B1_B21_B42-Perf, LTE_CA_B3_B19_B42-Perf, LTE_CA_B19_B21_B42-Perf, LTE_CA_B7_B20_B38-Perf
	Nokia Networks, CATT, Anritsu

	36.133
	3080
	 
	A
	Rel-13
	Introduction of RRM test case for E-UTRAN TDD-FDD 3DL CA activation and deactivation of unknown SCell in non-DRX with PCell in FDD
	R4-155172
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B40-Perf, LTE_CA_B25_B41_B41_B41-Perf, LTE_CA_B1_B3_B42-Perf, LTE_CA_B1_B19_B42-Perf, LTE_CA_B1_B21_B42-Perf, LTE_CA_B3_B19_B42-Perf, LTE_CA_B19_B21_B42-Perf, LTE_CA_B7_B20_B38-Perf
	Nokia Networks, CATT, Anritsu

	36.133
	3072
	 
	B
	Rel-12
	Introduction of RRM test case for E-UTRAN TDD-FDD 3DL CA activation and deactivation of unknown SCell in non-DRX with PCell in TDD
	R4-154944
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B40-Perf, LTE_CA_B25_B41_B41_B41-Perf, LTE_CA_B1_B3_B42-Perf, LTE_CA_B1_B19_B42-Perf, LTE_CA_B1_B21_B42-Perf, LTE_CA_B3_B19_B42-Perf, LTE_CA_B19_B21_B42-Perf, LTE_CA_B7_B20_B38-Perf
	Nokia Networks, CATT, Anritsu

	36.133
	3078
	 
	A
	Rel-13
	Introduction of RRM test case for E-UTRAN TDD-FDD 3DL CA activation and deactivation of unknown SCell in non-DRX with PCell in TDD
	R4-155173
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B40-Perf, LTE_CA_B25_B41_B41_B41-Perf, LTE_CA_B1_B3_B42-Perf, LTE_CA_B1_B19_B42-Perf, LTE_CA_B1_B21_B42-Perf, LTE_CA_B3_B19_B42-Perf, LTE_CA_B19_B21_B42-Perf, LTE_CA_B7_B20_B38-Perf
	Nokia Networks, CATT, Anritsu
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