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Source
ETSI MCC
Agenda Item
8.3.1

10.5
Small Technical Enhancements and Improvements for Rel-12 [TEI12]
RP-152085: RAN3 CRs for TEI12
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152085
	R3-152317
	Correction on UE associations in eNB
	36.401
	72
	3
	F
	12.2.0
	TEI12
	Rel-12

	RP-152085
	R3-152871
	Correction of intra cell handovers in multiband deployments
	36.423
	923
	4
	F
	12.7.0
	TEI12
	Rel-12

	RP-152085
	R3-152872
	Correction of intra cell handovers in multiband deployments
	36.423
	924
	4
	A
	13.1.0
	TEI12
	Rel-13


11.3
Closed LTE only related WIs (non-spectrum related)
11.3.1
Core part: Enhanced Signalling for Inter-eNB Coordinated Multi-Point (CoMP) for LTE [COMP_LTE_IeNB_sig-Core]

RP-152086: RAN3 CRs for Enhanced Signalling for Inter-eNB Coordinated Multi-Point (CoMP) for LTE
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152086
	R3-151987
	Correction on inter eNB CoMP
	36.423
	907
	 
	F
	13.1.0
	COMP_LTE_IeNB_sig-Core
	Rel-13

	RP-152086
	R3-152066
	Correction of Subband Index
	36.423
	918
	 
	F
	13.1.0
	COMP_LTE_IeNB_sig-Core
	Rel-13


11.5
Open UTRA related WIs (spectrum & non-spectrum related)
11.5.1
HSPA Dual-Band UL carrier aggregation [HSUPA_DB_MC]
RP-152087: RAN3 CRs for Introduction of Dual-Band Dual-Cell HSUPA Carrier Aggregation
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152087
	R3-152807
	Introduction of Dual-Band Dual-Cell HSUPA Carrier Aggregation
	25.433
	2074
	1
	B
	13.0.0
	HSUPA_DB_MC
	Rel-13

	RP-152087
	R3-152808
	Introduction of Dual-Band Dual-Cell HSUPA Carrier Aggregation
	25.423
	1878
	1
	B
	13.0.0
	HSUPA_DB_MC
	Rel-13


11.5.3
Core part: RAN aspects for improvements to CS/PS coordination in UTRAN Shared Network [CSPS_Coord-UTRA-Core]

RP-152088: RAN3 CRs for Introduction of improvements to CS/PS coordination in UTRAN Shared Network

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152088
	R3-152113
	Introduction of improvements to CS/PS coordination in UTRAN Shared Network
	25.410
	77
	1
	B
	12.0.0
	CSPS_Coord-UTRA-Core
	Rel-13

	RP-152088
	R3-152277
	Introduction of improvements to CS/PS coordination in UTRAN Shared Network
	25.413
	1294
	7
	B
	12.4.0
	CSPS_Coord-UTRA-Core
	Rel-13


11.5.4
Downlink TPC Enhancements for UMTS [UTRA_EDL_TPC]
RP-152089: RAN3 CRs for Introduction of TPC enhancements

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152089
	R3-152796
	Introduction of TPC enhancements
	25.433
	2071
	1
	B
	13.0.0
	UTRA_EDL_TPC-Core
	Rel-13

	RP-152089
	R3-152797
	Introduction of TPC enhancements
	25.423
	1875
	1
	B
	13.0.0
	UTRA_EDL_TPC-Core
	Rel-13


11.5.5
Core part: L2/L3 Downlink enhancements for UMTS [UTRA_EDL_L23-Core]

RP-152090: RAN3 CRs for L2/L3 Downlink enhancements for UMTS

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152090
	R3-152390
	Introduction of IDLE to CONNECTED mode transition optimization
	25.435
	315
	2
	B
	12.1.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152391
	Introduction of IDLE to CONNECTED mode transition optimization
	25.425
	187
	2
	B
	12.2.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152792
	Introduction of blind HARQ retransmissions
	25.433
	2069
	3
	B
	13.0.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152793
	Introduction of blind HARQ retransmissions
	25.423
	1874
	3
	B
	13.0.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152834
	Introduction of improved synchronized RRC procedures
	25.433
	2073
	1
	B
	13.0.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152835
	Introduction of improved synchronized RRC procedures
	25.423
	1877
	1
	B
	13.0.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152867
	Introduction of DL enhancements
	25.401
	146
	2
	B
	12.0.0
	UTRA_EDL_L23-Core
	Rel-13

	RP-152090
	R3-152918
	Introduction of URA_PCH with seamless transition
	25.433
	2077
	1
	B
	13.0.0
	UTRA_EDL_L23-Core
	Rel-13


11.5.6
Core part: RAN sharing enhancements for UMTS [RSE_UTRA_GUSH-Core]

RP-152091: RAN3 CRs for RAN sharing enhancements for UMTS

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152091
	R3-152382
	Enhancement to legacy load balancing mechanism
	25.423
	1873
	3
	B
	13.0.0
	RSE_UTRA_GUSH-Core
	Rel-13

	RP-152091
	R3-152849
	Introduction of Traffic Volume measurement for RAN Sharing
	25.401
	149
	 
	B
	12.0.0
	RSE_UTRA_GUSH-Core
	Rel-13


11.5.7
Core part: Power saving enhancements for UMTS [New WI: UTRA_SDATA_POWSAV-Core]
RP-152092: RAN3 CR for Introduction of Power Saving enhancements for UMTS

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152092
	R3-152794
	Support WI Power Saving enhancements for UMTS
	25.413
	1304
	3
	B
	12.4.0
	UTRA_SDATA_POWSAV-Core
	Rel-13


11.5.8
Core part: Network-Assisted Interference Cancellation and Suppression for UMTS [New WI: UTRA_NAICS-Core]
RP-152093: RAN3 CRs for Introduction of NAICS

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152093
	R3-152909
	Introduction of NAICS
	25.433
	2072
	2
	B
	13.0.0
	UTRA_NAICS-Core
	Rel-13

	RP-152093
	R3-152913
	Introduction of NAICS
	25.423
	1876
	2
	B
	13.0.0
	UTRA_NAICS-Core
	Rel-13


11.5.9
Core part: Dual Carrier HSUPA Enhancements for UTRAN CS [New WI: DC_HSUPA_CS-Core]
RP-152094: RAN3 CRs for Introduction of Dual Carrier/Dual Band HSUPA operation with DPDCH channel feature

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152094
	R3-152809
	Introduce Dual Carrier/Dual Band HSUPA operation with DPDCH channel feature
	25.433
	2075
	1
	B
	13.0.0
	DC_HSUPA_CS-Core
	Rel-13

	RP-152094
	R3-152810
	Introduce Dual Carrier/Dual Band HSUPA operation with DPDCH channel feature
	25.423
	1879
	1
	B
	13.0.0
	DC_HSUPA_CS-Core
	Rel-13


11.6
Open UTRA & LTE related WIs (non-spectrum related)
11.6.4
Core part: RAN aspects of Application specific Congestion control for Data Communication [ACDC-RAN-Core]
RP-152095: RAN3 CR for System Information Update to support the new SIBs introduced in ACDC

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152095
	R3-152649
	System Information Update to support the new SIBs introduced in ACDC
	25.433
	2070
	1
	B
	13.0.0
	ACDC-RAN-Core
	Rel-13


11.6.5
Core part: Dedicated Core Networks [DECOR-UTRA_LTE-Core]
RP-152096: RAN3 CRs for Introduction of DÉCOR feature

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152096
	R3-152861
	Introduction of Dedicated Core Network (DCN) feature
	25.413
	1303
	5
	B
	12.4.0
	DECOR-UTRA_LTE-Core
	Rel-13

	RP-152096
	R3-152402
	Introduction of DECOR feature
	25.401
	145
	2
	B
	12.0.0
	DECOR-UTRA_LTE-Core
	Rel-13

	RP-152096
	R3-152915
	Introduction of Dedicated Core Network (DCN) feature
	36.413
	1362
	4
	B
	13.0.0
	DECOR-UTRA_LTE-Core
	Rel-13


11.6.6
Indoor Positioning enhancements for UTRA and LTE [New WI: UTRA_LTE_iPos_enh]
RP-152097: RAN3 CRs for RAT-independent indoor positioning enhancements

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152097
	R3-152856
	RAT-Independent positioning enhancements for RANAP
	25.413
	1307
	3
	B
	12.4.0
	UTRA_LTE_iPos_enh-Core
	Rel-13

	RP-152097
	R3-152920
	RAT-Independent positioning enhancements for PCAP
	25.453
	157
	7
	B
	12.2.0
	UTRA_LTE_iPos_enh-Core
	Rel-13


11.7
Open LTE only related WIs (non-spectrum related)
11.7.2
Core part: RAN Aspects of RAN Sharing Enhancements for LTE [RSE-RAN_LTE-Core]
RP-152098: RAN3 CR for Description of solutions for RRC rejections during Overload Start

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152098
	R3-152373
	Description of soltions for RRC rejections during Overload Start
	36.856
	1
	1
	B
	12.0.0
	RSE-RAN_LTE-Core
	Rel-13


11.7.3
LTE Carrier Aggregation Enhancement Beyond 5 Carriers [LTE_CA_enh_b5C]
RP-152099: RAN3 CRs for LTE Carrier Aggregation Enhancement Beyond 5 Carriers

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152099
	R3-152752
	Extension of PDCP SN
	36.413
	1345
	2
	C
	13.0.0
	LTE_CA_enh_b5C-Core
	Rel-13

	RP-152099
	R3-152753
	Extension of PDCP SN
	36.423
	892
	2
	C
	13.1.0
	LTE_CA_enh_b5C-Core
	Rel-13

	RP-152099
	R3-152914
	Extension of PDCP SN
	36.425
	6
	2
	C
	12.1.0
	LTE_CA_enh_b5C-Core
	Rel-13


11.7.4
Enhanced LTE Device to Device Proximity Services [LTE_eD2D_Prox]
RP-152100: RAN3 CRs for Enhanced LTE Device to Device Proximity Services

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152100
	R3-152497
	UE-to-Network Relay authorization
	36.423
	850
	5
	B
	13.1.0
	LTE_eD2D_Prox-Core
	Rel-13

	RP-152100
	R3-152652
	ProSe UE Relaying Support in S1AP
	36.413
	1315
	6
	B
	13.0.0
	LTE_eD2D_Prox-Core
	Rel-13


11.7.14
Support of single-cell point-to-multipoint transmission in LTE [LTE_SC_PTM]
RP-152101: RAN3 CRs for Support of single-cell point-to-multipoint transmission in LTE

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152101
	R3-152384
	Clarification on muting behavior in SC-PTM
	25.446
	21
	2
	B
	12.1.0
	LTE_SC_PTM-Core
	Rel-13

	RP-152101
	R3-152812
	Introduction of SC-PTM
	36.444
	72
	7
	B
	13.0.0
	LTE_SC_PTM-Core
	Rel-13

	RP-152101
	R3-152813
	Introduction of SC-PTM
	36.443
	109
	5
	B
	13.1.0
	LTE_SC_PTM-Core
	Rel-13


11.7.15
Core part: Extension of Dual Connectivity in E-UTRAN [LTE_dualC_ext-Core]
RP-152102: RAN3 CRs for Extension of Dual Connectivity in E-UTRAN

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152102
	R3-152387
	Extension of X2AP IDs
	36.401
	76
	1
	B
	12.2.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152397
	Handling of user inactivity in the SeNB
	36.423
	916
	2
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152600
	Tunnel Information of BBAI in Dual Connectivity
	36.413
	1372
	 
	B
	13.0.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152785
	Extension of UE X2AP ID
	36.423
	927
	2
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152789
	Support of SIPTO and LIPA for DC
	36.413
	1368
	1
	B
	13.0.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152836
	Tunnel Information of BBAI in Dual Connectivity
	36.423
	939
	1
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152888
	SIPTO@LN and LIPA bearer deactivation for DC
	36.423
	929
	2
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152889
	Support of SIPTO and LIPA in dual connectivity
	36.423
	911
	2
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152892
	Support of SIPTO stand-alone architecture in dual connectivity
	36.423
	910
	5
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152896
	Adding CSG support to DC
	36.413
	1348
	4
	B
	13.0.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152897
	Support of handover without SeNB change
	36.423
	912
	6
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13

	RP-152102
	R3-152898
	Adding CSG support to DC
	36.423
	901
	4
	B
	13.1.0
	LTE_dualC_ext-Core
	Rel-13


11.7.18
Core part: Further Enhancements of Minimization of Drive Tests for E-UTRAN [New WI: LTE_eMDT2-Core]

RP-152103: RAN3 CRs for Introduction of feMDT

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152103
	R3-152916
	Introduction of feMDT
	36.413
	1369
	3
	B
	13.0.0
	LTE_eMDT2-Core
	Rel-13

	RP-152103
	R3-152917
	Introduction of feMDT
	36.423
	932
	3
	B
	13.1.0
	LTE_eMDT2-Core
	Rel-13


11.8
Open LTE only related WIs (spectrum and CA related)
11.8.1
Inter-band CA related WIs (2DL/1UL)
11.8.1.6
European 700 Supplemental Downlink band (738-758 MHz) in E-UTRA and LTE Carrier Aggregation (2DL/1UL) with Band 20 [LTE_CA_700EU_B20]
RP-152104: RAN3 CRs for European 700 Supplemental Downlink band

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152104
	R3-152436
	Introduction of Band 67
	25.461
	0093
	 
	B
	12.1.0
	LTE_CA_700EU_B20-Core
	Rel-13

	RP-152104
	R3-152682
	Introduction of band 67
	25.466
	60
	 
	B
	12.2.0
	LTE_CA_700EU_B20-Core
	Rel-13


11.9
Open LTE only related WIs (spectrum and not CA related)
11.9.1
2GHz FDD LTE Band for Region 1 (1980-2010MHz and 2170-2200MHz Bands) [LTE_1980_2170_REG1]
RP-152105: RAN3 CRs for 2GHz FDD LTE Band for Region 1

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152105
	R3-152434
	Introduction of Band 65
	25.461
	0091
	 
	B
	12.1.0
	LTE_1980_2170_REG1-Core
	Rel-13

	RP-152105
	R3-152680
	Introduction of band 65
	25.466
	58
	 
	B
	12.2.0
	LTE_1980_2170_REG1-Core
	Rel-13


11.9.2
AWS-Extension Band for LTE [LTE_AWS_EXT]
RP-152106: RAN3 CRs for AWS-Extension Band for LTE

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152106
	R3-152435
	Introduction of Band 66
	25.461
	0092
	 
	B
	12.1.0
	LTE_AWS_EXT-Core
	Rel-13

	RP-152106
	R3-152681
	Introduction of band 66
	25.466
	59
	 
	B
	12.2.0
	LTE_AWS_EXT-Core
	Rel-13


11.9.3
Introduction of 1447-1467MHz Band for TD-LTE in China [LTE_TDD_1447MHz_China]
RP-152107: RAN3 CRs for Introduction of 1447-1467MHz Band for TD-LTE in China

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152107
	R3-152879
	Introduction of band 45 in 25.461
	25.461
	94
	1
	B
	12.1.0
	LTE_TDD_1447MHz_China-Core
	Rel-13

	RP-152107
	R3-152880
	Introduction of band 45 in 25.466
	25.466
	56
	2
	B
	12.2.0
	LTE_TDD_1447MHz_China-Core
	Rel-13


11.10
Small Technical Enhancements and Improvements for Rel-13 [TEI13]
RP-152108: RAN3 CRs for TEI13
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-152108
	R3-152679
	Extension of operating bands field
	25.466
	57
	 
	F
	12.2.0
	TEI13
	Rel-13

	RP-152108
	R3-152318
	Enhancement of the RESET RESOURCE procedure
	25.413
	1298
	2
	C
	12.4.0
	TEI13
	Rel-13

	RP-152108
	R3-152912
	Addition of the Cell Deployment Status Indicator and replacing cell information
	36.423
	936
	2
	B
	13.1.0
	TEI13
	Rel-13

	RP-152108
	R3-152843
	Introduction of PWS Failure Indication message
	36.413
	1373
	2
	B
	13.0.0
	WSR_EPS, TEI13
	Rel-13
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